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Accessories That Make 
Great Instruments Better. = 


New Flexible Maxigrabber" Test Clips conform 


Testing The Way — 
You Need It Done. ЕЕ 


Pomona® proudly introduces a host of new 
products designed to add to your testing capabilities. IEC1010-compliant Test Probe features brass caged banana plug 
1 tip and sheathed 4 тт banana jack in new comfort grio hanale. 


Many of these products are all-new. Others are old 
favorites which have had significant improvements made А | | Ne DMM 


in materials, design ог functionality. 


We ve made it easy to find these new products and 
designs by identifying them with a bright red “New!” or Pomona introduces a new family of probes, insulated 
“New Design!” pointed flag. You'll find them Maxigrabber" test clips, heavy-duty alligators, insulated 

d test leads designed to comply with IEC1010 


> located throughout this catalog. A few are high- spade lugs ап 
lighted on these pages. They've been specifically standards. Many of these are provided in our newest Test 


designed to help you perform test and mea- Companion" Kits. They are also offered in DMM test acces- 
| nd more reliably. sory kits and individually. Now you can select exactly the 


surement functions faster, easier а 
right combination of accessories for your job. 


Products To The Instruments You Use Most. 


Match Pomona's 


Wavetek 


This year we've expanded our popular line of Test 
Companion Kits to encompass а wide range of test instru- 
ments. The contents of many of these kits are new, and there 
are many new 
DMM and Oscilloscope Test Companion 
profile Cordura carrying cases designed 
to fit right on top of your instru- 
ment. Enjoy the convenience of 
having all your test accessories 
right at your fingertips — with 6 

the added value of Pomona 

quality and reliability. 

See pages 6-19. 


Hewlett-Packard | 


kits to choose from. Look for Pomona’s Bench 
Kits, featuring low- 


Select from Ротопаѕ newest 
Bench DMM & Oscilloscope 
Test Companior® Kits. Each kit 
contains an assortment of acces- 
sories specifically selected to work with your à 
instrument. They are provided in durable Cordura Carmy- — 
ing cases featuring handy zippered compartments for kit con nis 
and more. Compact yet spacious, they strap-on quickly providing 
a total storage compartment for bench meter or scope test 
accessories and handbooks. See pages 6-19. 


Ротопав original Test Companion" Kits are 
supplied in durable Cordura carrying Cases 

and tri-fold pouches, ready for finger-tip access 
whether carried on your shoulder or carried in 
your tool box. Extra compartments carry other 
tools, schematics, handbooks and anything else 
you may need in the lab, the field or the plant. 


New test lead design is easy 
to use and conforms to 
IEC 1010 standards. 


Test Accessories 


These new tools have been re-designed 
inside and out to provide increased durability, 


flexibility and functionality. Their interfaces are Coaxial LAN Test Kits 


compatible with the most popular instruments 


from all major manufacturers. Their ergonomic Simplify Network Diagnostics. 


shape makes these accessories easier than 


ever to use. And Pomona’s quality | P d Pomona's new Coaxial LAN Kits combine all the acces- 


and reliability assure you of prod- — 4 
ucts you can count on. & 
See pages 22-27. 


Rated at 1000 volts, 10 Amps maximum, this extra use and 


sories network technicians need to troubleshoot coaxial 
cable local area networks (LANs). These kits include BNC 
cables, breakouts with Minigrabber* and Minigator* clips, 
termination plugs for a wide impedance range, plus a 
complete assortment of adapters. Versions include general 


pep oda Neil... odia a special kit configured for Fluke LAN Testers. 
large, insulated alligator clip set accepts test leads | Ё 
їп a sheathed 4 mm receptacle. Design conforms to See pages 13 (Fluke LAN Test Accessory Kit) & 45, 


IEC1010 standards. Set contains 2 clips, one black, (General Use). qM 


one red. See page 22. 


& Find the IC test clip or 
adapter you need for the 
most popular Intel or 

Ё Motorola devices in ап 
easy-to-use cross ref- 
erence guide. 

Ё See pages 66 & 67. 


Access Fine-Pitch TQFP, SQFP 
Devices In Any Position. 


New from Pomona, these IC Test Clips offer an ideal solu- 
tion for easily connecting test instruments to the industry's latest 
100-, 144- and 176-pin high-density TQFP and SQFP surface 
mounted devices. A convenient locking feature ensures positive 
retention in both vertical and horizontal positions. Gold-plated 
contacts for the chip leads and connector pins assure a noise- 
free connection for fast, accurate testing of surface mounted 
devices and custom circuit board designs. See pages 65 & 71. 


New 32-, 40- & 44-Pin SOIC 
Test Clips Make It Easy. 


Pomona’s newest SOIC clips feature the latest 
state of the art design. The straight sides of the 
clips do not extend beyond the ends of the chip 
body. This means clips can be attached to adjacent 
chips, even on densely populated boards. Upper 
contacts are double rows of .025" square pins 
which allow access with ribbon cables or with 
discrete leads. Clips fit all sizes of chips form 
М 30! to .60" wide. See page 68. 


By Your Side Or At Your fingertips 


Model 4550A Semi- 


Filled With Quality юг =“ 


in 100, 200 and 


The Worlds Leading |^ 
Test Instrumentation dul. 


When it comes to equipping your Fluke, nocle апа, nrbes 
Hewlett-Packard, Tektronix or Wavetek instrument comfortable grip 
with the professional test accessories you need 
to get the job done, leave it to the experts at 
Pomona! Test Companion?" Kits feature the 
quality Pomona test accessories you've 
come to know and trust, including many 
exciting new designs, all carefully selected 
to make testing with your instrument faster, 
more accurate and more reliable. 


Large outside pockets 
with fasteners are 
ideal for additional 
accessories, tools 

or manuals. 


Adjustable comfort 
strap with shoulder 
cushion prevents 

fatigue 


Reach-in readiness puts 
your meter at your fin- 
gertips without putting 
the case down. Full- 
length zipper allows 
case to be laid flat for 
added convenience 


Sturdy and sealable, E 
pockets hold meter, te 
cables and probes v 
you to add your own f. 
devices. 


Top pocket holds notes, manuals 
and miscellaneous items 


Fast access to test 
inside zippered corr 
from either side. 


New Kits for Bench DMMs 
& Oscilloscopes _ 


Get the maximum 
performance and versatility 
from your bench instru- 
ment with a complete set 
of precision, easy-to-use 
test accessories carefully 
selected to complement 
your Fluke, Hewlett- 
Packard, Tektronix or Wavetek 
bench instrument. Test accessories 
fit easily into the low-profile Test 


Companion carrying case that Th 
straps on top of your instrument ere's A Test Companion" Kit For These „ш Models! 3 


to provide quick fingertip access Hewlett-Packard 


while testing. BENCHDMM 45, 8840 34401A CDM250  BDM35 


8842 & PM2525 DM2510 BDM40 
DM2510G 
| | OSCILLOSCOPE 54600B & 546038 ТА5220 & 250 
Quick-Install Straps adjust to fit your 54601B TDS310, 320 
instrument, secured with convenient 54602B TDS350 


6 Velcro® fasteners 


INDUSTRIAL 
Look For These Application/Kit Selectors For Your Application. 


Better, Safer Test Accessories Inside 


Pomona's newly designed family of test accessories, featured in most of our electrical/industrial Test 
Companion Kits, is designed to conform to IEC1010 standards. They are highly flexible to minimize 
interruption, and offer improved grip designs for enhanced comfort. High-integrity contact-to-lead 
construction assures greater reliability and longer service life, while new features such as fast-connect 
leads make working with these new tools faster and easier. 


we Model 5906 Test Probe Handle with 
| brass caged Banana Plug Tip conforms 
} to IEC1010 standards. See page 26. 


Test Companion? 
Kits For 


Insulated Model 5911 Flexible © 
Maxigrabber? with Hook Tip. 


See page 25. 


CE Model 6203 Insulated Spade Lug p» "t > dl 4 i £ vv Hewlett-Packard 


Set is featured on page 25. 


D 


See pages 14 - 15 


Silicone insulated test 
lead sets provide a 
selection of interfaces 


ated at 1000 VRMS, Model 5912 Flexible and plugs for probe 
Maxigrabber® With Jaws features sheathed interchageability. See 
4 mm receptacle and conforms to IEC 1010 Page 26. 
standards. See page 25. i € 
9g x 


Model 6041A Extra Large Alligator Clip Set 
features insulated clip with sheathed e 
4 mm receptacle. Conforms to КОО ы, 


-Test Companion? | _ 
Kits For — 


IEC1010 standards. See page 22. 


Coaxial LAN СІЧ A — аланы 
Test Accessory КИ ЫШ | JE] See pages 16-17 


Add flexibility and ease-of-use to 
your LAN test capability with the kit 
that gives network technicians every- 
thing they need to troubleshoot 


Tektronix : 


ш ' inn? 
coaxial cable local area networks = Test ы 
x. (LANs) over a wide sta s. oy Pi its For _ 
ЭРА range of | i Е gs or. eee 
ч configura- uS ird Wavetek 
æ” tions. Includes cables, 


^^" breakouts, clips, termination Wig f 4 See pages 18 - 19 


plugs and adapters. See page 13 
Лог our Fluke LAN Test Accessory . 

А Моде! 3789 ВМС 
= Male To Minigrabber® 


Kit. и ЖА 
Customize Your Test Companion" With Е va 
4 x T est Clips. Molded breakout 
Quality Pomona Test Accessories » converts a coaxial cable with a 
BNC Female to a test cable 


Enhance your test set's versatility by adding your own selection of with clips. See page 41. 
individual test accessories to your Test Companion™. It's all here in 
Р the 1997 Pomona Catalog! 


Model 2256 Type "N" Male 
Cable Assembly is avail- 
able in RG58C/U апа 
RG142B/U cable 

styles. See page 35. 


New SOIC Test Clips. See page 68. 7 


Pomona’ 9$ 


For Fluke* Test Instruments i 
Adding Performance And Value Ее. 
To Your Fluke Meter. 


Pomona Test Companion" Kits for Fluke DMMs feature a 
complete selection of quality Pomona test accessories specifically 
designed to add performance and.versatility.to your instrument. 

Test Companion Kits ensuresthat you'll'always have the test acces- 
sories you need for fast; accurate and safe testing, when and where 
you need them. For example, the Deluxe Test Companion 
Kits featured below hold your metet and test accessories, 
with plenty of room for-extra tools, manuals — whatever 
you need to test-at your best. Simply find the Test 
Companion designated for y 
kit that best meets” a tes 


Includes large briefcase syle Согіш = 
test accessories 


* Test Probe Handle Set With Banana- Plu т 
* Flexible Test Lead Set, Right Angle 10 _ : 

Straight Banana Plug ü ; Ріпсег Тір 
* Medium Alligator Clip Set _ i 


Deluxe Test Companion" Kits feature a 
large, zippered outer compartment for 
holding service books, notebooks and ref- 
erences for easy access. 


Y^ 6118 DELUXE TEST COMPANION" KIT farm 6120 DELUXE TEST COMPANION" KIT 
FOR FLUKE 860 SERIES GRAPHICAL" iam FOR FLUKE SCOPEMETER’ 
MULTIMETER 


Includes large briefcase style Cordura carrying case plus the following IEC1010-compliant test accessories 
Includes large briefcase style Cordura carrying case plus the following IEC1010-compliant test accessories: 


• Fully Insulated Oscilloscope Probes * Flexible Maxigrabber® Set With Jaws 
© Test Probe Handle Set With Banana Plug Тір • Flexible Maxigrabber® Set With Jaws e Test Probe Handle Set With Banana Plug Tip * Medium Alligator Clip Set 
* Flexible Test Lead Set, Right Angle To Straight * Medium Alligator Clip Set * Flexible Test Lead Set, Right Angle To Straight е Giant Heavy Duty Alligator Clip Set 
Banana Plug Banana Plug 


® Giant Heavy Duty Alligator Clip Set 
* Extended Length Test Probe 


* Flexible Maxigrabber* Set With Pincer Tip 


* Flexible Maxigrabber® Set With Pincer Tip 
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Ротопа` ani 


Model 1325 Solderless Stackup Banana Plug For Fluke® Test Instruments 


eliminates soldering. Wire is held firmly in 
place with internal setscrew to simplify test 

Model MDP Double Banana lead assembly. Solid nickel plated brass. 

Plug with setscrews to secure See page 79. 

leads and simplify cable con- 

struction or component mount- 

ing. See page 79. 


New Fluke Bench DMM 
Test Companion” Kits 


Pomona Test Companion™ Kits for Fluke Bench 
DMMs provide a complete assortment of assessories to help 
you get the most from your bench meter in performance, 
accuracy and reliability. Featuring a durable, lightweight 
Cordura carrying case with zippered compartment, the Test 
Companion keeps all your test accessories organized, 
quickly accessible, and always with your instrument. 
Pomona Test Companion Kits for Fluke Bench DMMs fea- 
ture different combinations of test accessories designed to 
suit a wide range of applications. From the kits featured 
below, select the Test Companion designed for the way 
you test. 


Look for Pomona's new IEC-1010 compliant test probe in Test Companion™ 
Kits. This new probe features a caged banana plug tip that comes with a 
plastic protective cover. The other end of the probe has a standard (4mm) 
recessed banana jack to fit Pomona's Flexible Test Leads (included in most 
Test Companion" Test Kits). See page 26. 


6176 TEST COMPANION™ KIT FOR FLUKE 45, 8840, 6177 TEST COMPANION™ KIT FOR FLUKE 45, 8840, 8842 & 
8842 & PM2525 BENCHTOP MULTIMETERS «Rl PM2525 BENCHTOP MULTIMETERS «31 
Includes strap-on Cordura carrying case and the following IEC1010-compliant test accessories: Includes strap-on Cordura carrying case and the following test accessories: 
* Flexible Test Lead Set, Straight To Straight e Flexible Maxigrabber? Set With Pincer Tip * Medium Alligator Clip Set * Minipincer? Test Clip To Pop Jack (Female) 

Banana Plug • Insulated Spade Lug Set* Flexible Test Lead Set, Straight Plug To Pop * Extended Tip 
• Test Probe Handle Set With Banana Plug Тір Jack Plug • [С Test Tip Adapter 
* Medium Alligator Clip Set ® Solid Tip Test Probe With Pop Jack • Spade Lug With Jack 

* Minigrabber® Test Clip To Pop Jack (Female) 


— — 
8 cr e 


р” om 


— _ 


*[EC1010 standard does not apply. 


SAL LEER 


Enhance Your Test Companion" Kit 
With Quality Pomona Test Accessories 


MODEL 6088 STATIC-FREE FIELD SERVICE KIT FROM POMONA 

Protect components, systems and yourself against electrostatic 
discharge with Pomona’s Model 6088 Static-Free Field Service Kit, 
including static-safe vinyl mat,common point ground connector and 
adjustable elastic wrist wrap. See page 73. 


НЕДА ыа ааа 
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Test Companion" Accessory Kits 


For Fluke? Test Instruments 


Shoulder Pack Kits For 
Fluke Meters 


With Pomona shoulder pack style Test Companion?" 
Kits for your Fluke DMM, you've got a powerful test 
capability that's also highly portable. A complete set of 
test accessories, selected for their compatibility with your 
instrument, enhance your testing with their performance 
and ease of use. The compact, lightweight Cordura carry- 
ing case holds your Fluke meter and test accessories, 
with extra pockets to hold your notepad, references and 
miscellaneous items. Simply find the Test Companion Kits 
designated for your Fluke meter. Now you're ready to test 
just about anything, anywhere! 


6161 TEST COMPANION™ KIT 
4n FOR FLUKE SERIES 10 DMM «СІП 


Includes shoulder pack style Cordura carrying case and the following IEC1010-compliant test accessories: 


* Test Probe Handle Set With Banana Plug Tip 
* Medium Alligator Clip Set 


* Flexible Test Lead Set, Straight To Straight Banana Plug 
* Flexible Maxigrabber® Set With Pincer Tip 


= 6167 TEST COMPANION" KIT 
FOR FLUKE 70 SERIES II DMM 


Includes shoulder pack style Cordura carrying case and the following test accessories: 


* Medium Alligator Clip Set 


* Flexible Test Lead Set, Pop Jack To Multimeter 
Plug, Male To Male 


* Test Probes With Replaceable Tip 
* Assorted replacement tips 


«СІП 


* Minigrabber® Test Clip To Pop Jack (Female) 
* Minipincer? Test Clip To Pop Jack (Female) 
* Extended Tip 

* |C Test Tip Adapter 

® Spade Lug With Jack 


ІШІН 


Pomona 


Convenient zippered back 
pocket is ideal for holding 
notepad or service forms. 


Shoulder pack style Test 
Companion!" Kits are 
constructed of durable, light- 
weight Cordura to hold your 
meter and test accessories 
Heavy padding protects your 
meter from impacts 

Zippered top pocket with 

flap and expandable lower 
pocket offer extra room for 
small tools, notes and miscel- 
laneous items. Adjustable 
shoulder strap provides hands- 
free convenience 


a 6163 TEST COMPANION™ KIT 
ши FOR FLUKE 70 SERIES П DMM 


«СІП 


Includes shoulder pack style Cordura carrying case and the following IEC1010-compliant test accessories 


* Flexible Test Lead Set, Straight To Right Angle 
Banana Plug 


* Test Probe Handle Set With Banana Plug Tip 
* Medium Alligator Clip Set 


= ———ÉÁÁÀ 


* Flexible Maxigrabber® Set With Pincer Tip 
* Insulated Spade Lug Set* 


-— = 


785% 6166 TEST COMPANION?" КІТ 
imaa FOR FLUKE 70 SERIES II DMM 


Includes shoulder pack style Cordura carrying case and the following test accessories 


«7 


* Minigrabber® Test Clip To Pop Jack (Female) 
* Extended Tip 

* |C Test Tip Adapter 

® Spade Lug With Jack 


3.0 


-----аб 
— —— Áuüga 


* Medium Alligator Clip Set 

* Flexible Test Lead Set, Pop Jack To 
Multimeter Plug, Male To Male 

* Solid Tip Test Probe With Pop Jack 


— See абын» 


"IEC1010 standard does not apply. 
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ACCESS 


тава 6170 TEST COMPANION™ KIT FOR «m 
звав FLUKE 20 SERIES AND SERIES II DMMS 


Includes shoulder pack style Cordura carrying case and the following test accessories: 


® Medium Alligator Clip Set 


• Flexible Test Lead Set, Pop Jack To Multimeter 
Plug, Male To Male 


® Solid Тр Test Probe With Pop Jack 
• Minigrabber® Test Clip To Pop Jack (Female) 


Extended Tip 

* |C Test Tip Adapter 

* Spade Lug With Jack 

• Micrograbber® Test Clip To Pop Jack 
* SMD Grabber Test Clip To Pop Jack 


И 


———— e 
— —— "Au 


adam. 
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вечи, 6174 TEST COMPANION?" KIT 
imm» FOR FLUKE 80 DMM «i 


Includes shoulder pack style Cordura carrying case and the following test accessories: 


* Medium Alligator Clip Set * |C Test Tip Adapter 
• Flexible Test Lead Set, Pop Jack To * Spade Lug With Jack 

Multimeter Plug, Male To Male e Micrograbber? Test Clip To Pop Jack 
e Solid Tip Test Probe With Pop Jack SMD Grabber Test Clip To Pop Jack 


• ре? Test Clip To Pop Jack SMD Test Tweezer To Sheathed Banana Plugs 


Extended Tip 


i Ed (909) Age (909) 629: 3317 Tech. HM И (800) 241-2060 
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electrical connection. See page 27. 


Pomona SMD Test Tweezer? Leads are 
specially designed for fast, easy testing of sur- 
face mount devices. Durable tips assure a positive 


ИТ 6171 TEST COMPANION™ TEST KIT 
iaae FOR FLUKE 20 SERIES AND SERIES П DMMS 


Includes shoulder pack style Cordura carrying case and the following test accessories: 


* Medium Alligator Clip Set 


* Flexible Test Lead Set, Pop Jack To Multimeter 
Plug, Male To Male 


* Test Probes With Replaceable Tip 
* Assorted Replacement tips 
e Minigrabber? Test Clip To Pop Jack (Female) 


* Minipincer? Test Clip To Pop Jack (Female) 
* Extended Tip 

* |C Test Tip Adapter 

® Spade Lug With Jack 

* Micrograbber® Test Clip To Pop Jack 

• SMD Grabber Test Clip To Pop Jack 


n ПШПШ 


| 


— 
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= 6175 TEST COMPANION™ KIT 
Lt FOR FLUKE 80 DMM 


Includes shoulder pack style Cordura carrying case and the following test accessories: 


* Medium Alligator Clip Set 


* Flexible Test Lead Set, Pop Jack To 
Multimeter Plug, Male To Male 


* Minigrabber® Test Clip To Pop Jack (Female) 
* Extended Tip 

* |C Test Tip Adapter 

* Assorted Replacement Tips 


oaj 
«ІП 


mmm 


* Minipincer? Test Clip to Pop Jack 

• Spade Lug With Jack 

e Micrograbber® Test Clip To Pop Jack 

* SMD Grabber Test Clip To Pop Jack 

* SMD Test Tweezer To Sheathed Banana Plugs 
® Test Probes With Replaceable Tip 


кее „| 
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ACCESS 


This symbol indicates immediate Fax-On-Demand Technical Information 
is available. Dial (U.S.) (800) 444-6785, (Outside U.S.) (714) 253-3858. 11 
Enter the document number when prompted. 


Test Companion" Accessory Kits 


For Fluke? Test Instruments 


Shoulder pack style Test Companion!" Kits 
for Fluke DMMs hold your meter plus a 
complete test accessory set specially 
designed for Fluke instruments. Lightweight, % 
padded Cordura carrying case can be car- 
ried on your shoulder for hands-free conve- 
nience. 


a 6164 TEST COMPANION™ KIT 
FOR FLUKE 70 SERIES П DMM 


«п 


Includes shoulder pack style Cordura carrying case and IEC1010-compliant test accessories listed below: 


* Test Probe Handle Set With Banana Plug Tip 


* Flexible Test Lead Set, Right Angle 
To Straight Banana Plug 


* Medium Alligator Clip Set 
* Flexible Maxigrabber* Set With Pincer Tip 
e Flexible Maxigrabber® Set With Hook Тір 


— --ң 
— o — 


6168 TEST COMPANION™ KIT 
a FOR FLUKE 20 SERIES & SERIES П DMMS «xu 


Includes shoulder pack style Cordura carrying case and IEC1010-compliant test accessories listed below: 


e Test Probe Handle Set With Banana Plug Tip œ Flexible Maxigrabber® Set With Pincer Тір 
e Flexible Test Lead Set, Right Angle To Straight e Flexible Maxigrabber® Set With Hook Tip 


Banana Plug * Extra Durable Probe Lead Set 
* Medium Alligator Clip Set 


—R —À 
— — MÀ 
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ЧЕС1010 Standard does not apply. 
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Pomona’ 


Model 5053 Micrograbber® Test Clip 
To Stacking Banana Plug. 
Micrograbber? features gold-plated, 
beryllium copper contact. Rated at 
45 VAC, 5 Amps. See page 57. 


6165 TEST COMPANION™ KIT 
= FOR FLUKE 70 SERIES П DMM «СІП 


Includes shoulder pack style Cordura carrying case and IEC1010-compliant test accessories listed below: 


* Test Probe Handle Set With Banana Plug Tip * Flexible Maxigrabber® Set With Hook Tip 

e Flexible Test Lead Set, Right Angle To Straight * Giant Heavy Duty Alligator Clip Set 
Banana Plug • Flexible Maxigrabber® Set With Jaws 

* Medium Alligator Clip Set • Insulated Spade Lug Set* 


* Flexible Maxigrabber® Set With Pincer Tip 
> 
pes 


a 6169 TEST COMPANION™ KIT 


FOR FLUKE 20 SERIES & SERIES II DMMS «СІП 


Includes shoulder pack style Cordura carrying case and IEC1010-compliant test accessories listed below: 


* Test Probe Handle Set With Banana Plug Tip * Extra Durable Probe Lead Set 

e Flexible Test Lead Set, Right Angle To Straight % Giant Heavy Duty Alligator Clip Set 
Banana Plug • Flexible Maxigrabber® Set With Jaws 

* Medium Alligator Clip Set * Insulated Spade Lug Set* 

* Flexible Maxigrabber® Set With Pincer Tip 

* Flexible Maxigrabber® Set With Hook Tip 
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Ротопа` Test Companion" Accessory Kits 


For Fluke? Test Instruments 


а 6172 TEST COMPANION" KIT «ll a 6173 TEST COMPANION™ KIT P NEW! 
Е FOR FLUKE 80 SERIES DMMS FOR FLUKE 80 SERIES DMM’S 
Includes shoulder pack style Cordura carrying case and IEC1010-compliant test accessories listed below: Includes shoulder pack style Cordura carrying case and IEC1010-compliant test accessories listed below: 
e Test Probe Handle Set With Banana Plug Tip e |nsulated Spade Lug Set* * Test Probe Handle Set With Banana Plug Tip * Flexible Maxigrabber® Set With Hook Tip 
* Flexible Test Lead Set, Right Angle To Straight * Flexible Maxigrabber® Set With Pincer Tip * Flexible Test Lead Set, Right Angle To Straight * Extra Durable Probe Lead Set 
Banana Plug e Flexible Maxigrabber? Set With Hook Tip Banana Plug | * Giant Heavy Duty Alligator Clip Set 
* Medium Alligator Clip Set • Extra Durable Probe Lead Set * Medium Alligator Clip Set e Flexible Maxigrabber? Set With Jaws 


* Insulated Spade Lug Set (2)* 


"e * Flexible Maxigrabber® Set With Pincer Tip 


Test Local Area Networks 
Faster, Fasier 


6202 COAXIAL LAN TEST ACCESSORY KIT 

FOR FLUKE LAN TESTER «au 
Test any coaxial LAN configuration quickly and easily 

with this flexible assortment of cables, breakouts, termination 

plugs and adapters specifically designed to complement you 

Fluke LAN Tester. Includes padded carrying case. 


Includes the following test accessories: 
• 50 Ohm BNC Cables (2), Male To Male, е BNC Termination Plugs For 50, 75 And 100 


Male To Female Ohms Impedance 

* Breakouts (2), BNC Male * BNC And Type N Adapters (8) 
To Minigrabbers", BNC Male * Type N Termination Plugs 
To Minigators® For 50 And 75 Ohms Impedance 


Coaxial LAN Test Accessory Kit 
includes two 50 Ohm BNC cables. 


Dasic Test | 
Companion” Test Kits 


Basic Test Companion" features pocket-sized 
Cordura pouch with Velcro® seal. Holds test 
accessories and small tools. 


6160 BASIC TEST COMPANION™ KIT iin tans 6162 BASIC TEST COMPANION" KIT «Л 
| FOR FLUKE 10 SERIES DMM «СІ ІШ FOR FLUKE 70 SERIES П DMM 
Includes tri-fold style Cordura pouch and IEC1010-compliant test accessories Includes tri-fold style Cordura pouch and IEC1010-compliant test accessories 
listed below: listed below: 
* Test Probe Handle Set With Banana Plug Tip ® Test Probe Handle Set With Banana Plug Tip 
* Flexible Test Lead Set, Straight To Straight Banana Plug * Flexible Test Lead Set, Right Angle To Straight Banana Plug 
* Medium Alligator Clip Set * Medium Alligator Clip Set 


=a pe * Insulated Spade Lug Set* 


= = 
*IEC1010 Standard does not apply. 
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Test Companion" Accesso 


For Hewlett-Packard? Test Instruments 


HP 970 Series fits 
into 6113 large 
briefcase style or 
into four different 
kits in shoulder 
pack style cases. 


6113 DELUXE TEST COMPANION™ KIT 
FOR HP 970 SERIES DMM 

Includes large briefcase style Cordura carrying case and test accessories listed below. 

e Test Probe Handle Set With Banana Plug Tip ® Giant Heavy Duty Alligator Clip Set 

® Flexible Test Lead Set, Right Angle To • Flexible Maxigrabber® Set With Pincer Tip 

* Minispring Needle Tip 

® Splices 


Straight Banana Plug 
• Medium Alligator Clip Set 


Large briefcase sty st Companion" Versatile Cordura shoulder 
holds your meter ar 2 ories, plus extra pack holds meter, test 
tools, manuals, references a mu niscellaneous items. | accessories and more. 


Rear zippered pocket 


Bring Out The Best In Your Hewlett-Packard Scope 


6132 Kit features a tri-fold 
Cordura pouch to fit into 
pocket or toolbox 


Strap-On Kits 
For Your Scope! 


Benchtop Test 
жузу For 
HP 54600 Series Scopes 


із 6132 BASIC TEST COMPANION™ KIT 
im» FOR HP ONON SERIES OSCILLOSCOPE 


Includes two oscilloscope probes (X10, 150MHz) and a pocket sized, tri-fold style Cordura pouch 


New, low-profile Cordura 
pouch straps securely to top of 
instrument. Zippered pocket 
access keeps accessories at 
your fingertips with room for 
manuals 


Н 6236-1 TEST COMPANION" KIT FOR 
IRR = менка OSCILLOSCOPES 


strap-on carrying ( E as the Model 6236 Test 
ts for use with your four channel 54601B oscilloscope 


= 6236 TEST COMPANION™ KIT FOR 
HP 54600B & 54603B SERIES OSCILLOSCOPES 


Includes lightweight Cordura strap-on carrying case and the test accessories listed below 
е Oscilloscope Probes X1/X10, 15/100 MHz ® BNC Female To Minigrabber® Test Clips 


(2 Probe Sets) PRICE 242.00 
* BNC Male (Cable Assy.) With Molded Strain 
Relief wzsm 6238 TEST COMPANION™ 
[Р UN? isas FOR HP 54602B SERIES OSCILLOSCOPE 
Includes lightweight Cordura strap-on carrying case and the test accessories listed below: 
* Oscillocope Probes X1/X10, 25/250 MHz ® BNC Female To Minigrabbers® Test Clips 
(4 Probe Sets) 
• BNC Male Cable Assy. With Molded 
Strain Relief 


2; 
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Ротопа` Test Companion" Accessory Kits 


_ Test Lead Assembly 
F Holder keeps every- 
E thing orderly, at your 

Г fingertips. See page 37. 


For Hewlett-Packard? Test Instruments 


а 6195 TEST COMPANION?" KIT | qa r= 6197 TEST COMPANION?" KIT qa 
[| 
FOR HP 970 SERIES DMM mam FOR HP 970 SERIES DMM 
Includes shoulder pack style Cordura carrying case and IEC1010-compliant test accessories listed below: Includes shoulder pack style Cordura carrying case and test accessories listed below: 
e Test Probe Handle Set With Banana Plug Tip — e Insulated Spade Lug Set* * Medium Alligator Clip Set * |C Test Tip Adapter Set 
e Flexible Test Lead Set, Right Angle To * Flexible Maxigrabber® Set With Pincer Tip * Pop Jack To Multimeter Plug, Male to Male * Spade Lug With Jack (2) 
Straight Banana Plug * Flexible Maxigrabber® Set With Hook Tip ® Solid Tip Test Probe With Pop Jack e Micrograbber® Test Clip To Pop Jack (female) 
* Medium Alligator Clip Set * Extra Durable Probe Lead Set е Minigrabber? Test Clip To Pop Jack (Female) % SMD Grabber Test Clip To Pop Jack (female) 


Extended Tip * SMD Test Tweezer To Sheathed Banana Plugs 


X қан 
39:0 779,0 


196 DELUXE TEST COMPANION™ KIT 
ар «x 


= 6198 DELUXE TEST COMPANION" KIT < 


FOR HP 970 SERIES DMM FOR HP 970 SERIES DMM 
Includes shoulder pack style Cordura carrying case and IEC1010-compliant test accessories listed below: Includes shoulder pack style Cordura carrying case and test accessories listed below: 
* Test Probe Handle Set With Banana Plug Tip * Flexible Maxigrabber® Set With Pincer Tip * Medium Alligator Clip Set * Extended Tip 
* Flexible Test Lead Set, Right Angle To Straight * Flexible Maxigrabber® Set With Hook Tip * Flexible Test Lead Set, Pop Jack To * |C Test Tip Adapter 
Banana Plug e Flexible Maxigrabber® Set With Jaws Multimeter Plug, Male to Male * Spade Lug With Jack 
* Medium Alligator Clip Set * Insulated Spade Lug Set (2)* * Test Probes With Replaceable Tip • Micrograbber® Test Clip To Pop Jack (female) 
e Giant Heavy Duty Alligator Clip Set e Extra Durable Probe Lead Set • Assorted Replacement Tips e SMD Grabber Test Clip To Pop Jack (female) 


e Minigrabber? Test Clip To Pop Jack (Female) ^ SMD Test Tweezer To Sheathed Banana Plugs 
* Minipincer? Test Clip To Pop Jack (Female) 


6199 TEST COMPANION'" KIT 
FOR HP 34401A BENCH METERS E. NEW! 


Includes low-profile Cordura strap-on carrying case and the following IEC1010-compliant test accessories: 


e Flexible Test Lead Set, Straight To Straight Banana Plug — € Flexible Maxigrabber® Set With Pincer Tip 
* Test Probe Handle Set With Banana Plug Tip e Insulated Spade Lug 5617 
* Medium Alligator Clip Set 


6200 DELUXE TEST COMPANION" KIT qa 
FOR HP 34401A BENCH METERS 


Includes probe, test clips and adapter with Pop Jack connector for easy, secure attachment. Miniature IC Test 
Tip Adapter allows probing of DIPs without shorting adjacent legs. Low-profile Cordura strap-on carrying 
case holds test accessories, manuals and miscellaneous items. 


Includes the following test accessories: 


• Medium Alligator Clip Set * Minipincer® Test Clip To Pop Jack (Female) 
e Flexible Test Lead Set, Straight Plug To Pop Jack Plug, % Extended Tip 

Male to Male * IC Test Tip Adapter 
• Solid Tip Test Probe With Pop Jack е Spade Lug With Jack 


* Minigrabber® Test Clip To Pop Jack (Female) 


гар-оп Test Companion™ for bench DMMs 
keeps test accessories with your instrument, 
offering convenient front and top access. 


"IEC1010 standard does not apply 
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Test Companion" Accessory Kits 


For Tektronix Test Instruments 
Making Your Instruments 
Worth More To You 


Expressly designed to add performance and versatility to your 
meter or scope, each kit features quality Pomona test accessories 
selected for their compatibility with your instrument as well as for 
their accuracy, reliability and safety. Choose from large briefcase style 
Deluxe kits, all-new benchtop, shoulder pack and pocket-sized tri- 
fold pouch Test Companion Kits tailored to your Tektronix instru- 
ment. 


r quick, convenient 


a 6119 DELUXE TEST COMPANION™ KIT a 6133 DELUXE TEST COMPANION™ KIT 
FOR TEKTRONIX TEKMETER' THM 500 SERIES FOR TEKTRONIX DMM250 SERIES 
Includes large briefcase style Cordura carrying case and test accessories listed below: Includes large briefcase style Cordura carrying case and test accessories listed below 
* Oscilloscope Probe X1, 30 MHz ® Grip Clip * Test Probe Handle Set With Banana Plug Tip * Giant Heavy Duty Alligator Clip Set 
* Test Lead Set * Large Safety Alligator Clips * Flexible Test Lead Set, Right Angle To Straight * Flexible Maxigrabber® Set With Pincer Tip 
* Probe Bodies With Banana Plug Tip * Adapter Banana Plugs To BNC Female Banana Plug * Minispring Needle Tip 
Flexible Grabber? Test Clips * Medium Alligator Clip Set • Splices 


Benchtop Test 
Companion" 


CM 6134 DELUXE TEST COMPANION'" KIT «а 
For Your TekScope 


аяп FOR TEKTRONIX TEKSCOPE” THS 710 & THS 720 


Includes large briefcase style Cordura carrying case and test accessories listed below 


* Oscilloscope Probe X10, 150 MHz * Flexible Maxigrabber Set With Pincer Tip 
e Test Probe Handle Set With Banana Plug Tip • Flexible MaxigrabberSet With Jaws — | Лан 
Ы ШЕ |= Lead Set, Right Angle To e Giant Heavy Duty Alligator Clip Set 6237 TEST COMPANION KIT FOR TEKTRONIX К NEW! 
raight | iine Mri 
wu * Minispring Needle Tip TAS 220/250 AND TDS 310/320 OSCILLOSCOPES 


Includes low-profile Cordura strap-on carrying case and test accessories listed below: 
* Oscilloscope Probes X1/X10, 15/100 MHz • BNC Female To Minigrabber® Test Clips 
* BNC Male With Molded Strain Relief, Each End 


6239 TEST COMPANION™ KIT «al 
FOR TEKTRONIX TDS 350 таса 


two X1/X10, 25/ Los 
e BNC Female t 


ncludes lo 
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Model 1452 BNC Female 
To Stackable Binding 
Posts adds versatility. 
See page 44. 


ASIC TEST 
COMPANION™ KIT FOR 
TEKTRONIX TDS 300 SERIES 
OSCILLOSCOPES 


Includes two oscilloscope probes (X1, 250 MHz) and 
a pocket sized, tri-fold pouch. 


Shoulder Packs 
For Tek DMMs 


Shoulder pack 
style Test 

| Companion" 

| holds your 

! meter and test 


| can be easily 
carried on the 
shoulder for hands-free 
portability. 


Great For Your 
Tek Bench DMM 


Performance and convenience go 
hand in hand with a Test Companion" 
Kit for Tektronix bench DMMs. 
Featuring quality Pomona Test acces- 
sories selected to provide the ulti- 
mate in accuracy, versatility and relia- 
bility with your Tektronix DMM, Test 
Companion Kits strap to the top of 
your instrument to provide quick side 
and top access to test accessories. 


6184 TEST COMPANION™ KIT FOR TEKTRONIX 
CDM250, DM2510 & DM2510G DMMS 


Includes low-profile Cordura strap-on carrying case and IEC1010-compliant test accessories listed below: 
e Flexible Test Lead Set, Straight To Straight Flexible Maxigrabber® Set With Pincer Tip 
Test Probe Handle Set With Banana Plug Tip Insulated Spade Lug Set* 


® Medium Alligator Clip Set 
Mis 


жч — 75 
— р 


e p 


6185 TEST COMPANION?" KIT FOR TEKTRONIX 
CDM250, DM2510 & DM2510G DMMS «СІП 


Includes low-profile Cordura strap-on carrying case and test accessories listed below: 


• Medium Alligator Clip Set e Minipincer® Test Clip To Pop Jack (Female) 
* Flexible Test Lead Set, Straight Plug To Pop Extended Tip 

Jack Plug e IC Test Tip Adapter 
© Solid Tip Test Probe With Pop Jack • Spade Lug With Jack 


* Minigrabber® Test Clip To Pop Jack (Female) о 


E s 
== 58. 


— = 


*IEC1010 standard does not apply 
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| accessories and 


Test Companion” Accessory Kits 


For Tektronix Test Instruments 


6181 DELUXE TEST COMPANION" KIT 
FOR TEKTRONIX DMM200 SERIES > NEW! 


Includes shoulder pack style Cordura carrying case and IEC1010-compliant test accessories listed below: 
e Test Probe Handle Set With Banana Plug Tip ө Flexible Maxigrabber® Set With Pincer Tip 
* Flexible Test Lead Set, Right Angle To Flexible Maxigrabber® Set With Hook Tip 


Straight Banana Plug e Flexible Maxigrabber® Set With Jaws 
* Medium Alligator Clip Set e Insulated Spade Lug Set" 


* Giant Heavy Duty Alligator Clip Set • Extra Durable Probe Lead Set 


К БЕБЕ 
6180 TEST COMPANION'" TEST КІТ 


FOR TEKTRONIX DMM200 SERIES «au 


Includes shoulder pack style Cordura carrying case and the same IEC1010-compliant test accessories 
shown in Model 6181 (above) except Giant Heavy duty Alligator Clip Set, Maxigrabber® Set With Jaws 
and Insulated spade Lugs. 

* Test Probe Handle Set With Banana Plug Tip 


* Flexible Test Lead Set, Right Angle To 
Straight Banana Plug 


* Medium Alligator Clip Set 


* Flexible Maxigrabber® Set With Pincer Tip 


* Flexible Maxigrabber* Set With Hook Tip 

* Extra Durable Probe Lead Set 
6179 BASIC TEST COMPANION"" KIT «Л 
FOR TEKTRONIX DMM155 & DMM157 


Includes shoulder pack style Cordura carrying case and the same IEC1010-compliant test accessories 
shown in Model 6184 (see left) except Insulated Spade Lugs: 


. Ы Шы Handle Set With Banana — Flexible Test Lead Set, Right Angle To 
Plug Tip Straight Banana Plug 
* Medium Alligator Clip Set * Flexible Maxigrabber® Set With Pincer Tip 


тав ‚ 6182 TEST COMPANION™ KIT 
iR l FOR TEKTRONIX DMM200 SERIES 
Includes shoulder pack style Cordura carrying case and test accessories listed below: 


* Medium Alligator Clip Set 

* Flexible Test Lead Set, Pop Jack To Multimeter Plug 
• Solid Tip Test Probe With Pop Jack 

• Minigrabber® Test Clip To Pop Jack (Female) 

* Extended Tip 


E 


«x 


* |C Test Tip Adapter 

* Spade Lug With Jack 

* Micrograbber? Test Clip To Pop Jack 
% SMD Grabber Test Clip To Pop Jack 


T 


| 6183 DELUXE TEST COMPANION?" TEST KIT 
' FOR TEKTRONIX DMM200 SERIES «ІП 


Includes shoulder pack style Cordura carrying case and the following test accessories: 
* Medium Alligator Clip Set * Minipincer? Test Clip To Pop Jack (Female) 
e Flexible Test Lead Set, Pop Jack To Multimeter e Extended Tip 
Plug, Male To Male © IC Test Tip Adapter 
* Test Probes With Replaceable Tip * Spade Lug With Jack 


* Assorted Replacement tips e Micrograbber? Test Clip To Pop Jack 
e Minigrabber® Test Clip To Pop Jack (Female) . SMD Grabber Test Clip To Pop Jack 


5 ome 
ры 
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Test Companion" Accessory Kits 


For Wavetek? Test Instruments 


To Do The Job 


Pomona's Deluxe briefcase and 
compact shoulder pack style Test Companion" 
Kits equip your Wavetek DMM with a set of 
quality test accessories designed to enhance 
performance and make testing easier and more 
reliable for a wide range of electronic and 
electrical/industrial applications. 


6187 BASIC TEST COMPANION" KIT 
FOR WAVETEK XL & XT: SERIES DMMS «Xu 
Includes shoulder pack style Cordura carrying case and IEC1010-compliant test accessories listed below: 


* Test Probe Handle Set With Banana Plug Tip * Flexible Test Lead Set, Right Angle To Straight 


* Medium Alligator Clip Set Banana Plug | 
* Flexible Maxigrabber® Set With Pincer Tip 


G 


a 6188 TEST COMPANION™ KIT FOR WAVETEK 
ХГ SERIES, RMS225 & SERIES 2000 DMMS 


Includes shoulder pack style Cordura carrying case and IEC1010-compliant test 
accessories listed below: 


* Test Probe Handle Set With Banana Plug Tip 


* Flexible Test Lead Set, Right Angle To Straight 
Banana Plug 


* Medium Alligator Clip Set 
* Flexible Maxigrabber® Set With Pincer Tip 
* Flexible Maxigrabber? Set With Hook Tip 


MX —— 
aS 


Ч 6190 TEST COMPANION™ КІТ FOR WAVETEK 
inan ХТ SERIES, RMS225 & SERIES 2000 DMMS 


Includes shoulder pack style Cordura carrying case and test accessories listed below: 
* Medium Alligator Clip Set e Extended Tip 

* Pop Jack To Multimeter Plug, Male to Male * |C Test Tip Adapter 

® Solid Tip Test Probe With Pop Jack * Spade Lug With Jack 

© Minigrabber® Test Clip To Pop Jack (Female) 


LE 


They Make It Easier 


Pomona 


Handy shoulder pack 
accepts your DMM, kit 
contents, and features 
a rear zippered pocket 
for notepad. 


arge briefcase style Cordura 
carrying case protects Wavetek RMS225 or 
Series 2000 ОММ$ with room to spare for kit con- 
tents, other tools and manuals. 


6192 DELUXE TEST COMPANION" KIT 7 
FOR WAVETEK RMS225 & SERIES 2000 DMMS 


Includes large briefcase style Cordura carrying case and test accessories listed below 


* Test Probe Handle Set With Banana Plug Tip 


* Flexible Test Lead Set, Right Angle To Straight 
Banana Plug 


е Medium Alligator Clip Set 


* Giant Heavy Duty Alligator Clip Set 

e Flexible Maxigrabber? Set With Pincer Тір 
* Minispring Needle Tip 

* Splices 


Я’ | 6189 DELUXE TEST COMPANION™ KIT FOR 
WAVETEK XT* SERIES, RMS225 & SERIES 2000 DMMS 


Includes shoulder pack style Cordura carrying case and IEC1010-compliant test accessories listed below: 

* Test Probe Handle Set With Banana Plug Tip e Flexible Maxigrabber® Set With Pincer Тір 

* Flexible Test Lead Set, Right Angle To e Flexible Maxigrabber* Set With Hook Тір 
Straight Banana Plug e Flexible Maxigrabber® Set With Jaws 

* Medium Alligator Clip Set Insulated Spade Lug Set* 


* Giant Heavy Duty Alligator Clip Set | 


imm XT SERIES, RMS225 & SERIES 2000 DMMS 

Includes shoulder pack style Cordura carrying case and test accessories listed below: 

* Medium Alligator Clip Set • Minipincer® Test Clip To Pop Jack (Female) 
* Pop Jack To Multimeter Plug, Male to Male * Extended Tip 

* Test Probes With Replaceable Tip * |C Test Tip Adapter 

* Assorted replacement tips e Spade Lug With Jack 

e Minigrabber® Test Clip To Pop Jack (Female) | 
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* Compatible with new 1997 style of XT banana jack 
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Ротопа` 


New Kits For Wavetek 
DMM’s Put It All At Your 
Fingertips 


All-new Test Companion™ Kits for Wavetek DMMs 
give you fingertip access to the high-performance test 
accessories you need for fast, accurate and reliable test- 
ing on the bench tucked into a durable, Cordura carry- 
ing case. New Bench DMM Test Companion Kits fit 
securely on top of your DMM, putting test accessories 
and manuals right where you need them. 


6193 TEST COMPANION™ KIT FOR WAVETEK «Л 
BDM35 & ВОМ40 BENCHTOP DMMS 

Includes low-profile Cordura strap-on carrying case and IEC1010-compliant test accessories listed below: 
* Flexible Test Lead Set, Straight To Straight Banana e Medium Alligator Clip Set 


Plug • Flexible Maxigrabber? Set With Pincer Тір 
Insulated Spade Lug Set* 


* Test Probe Handle Set With Banana Plug Tip 


KIT 
iias FOR WAVETEK ХІ. & ХТ' SERIES DMMS 5 7 7Д 
Includes tri-fold Cordura pouch and IEC1010-compliant test accessories listed below: 


* Test Probe Handle Set With Banana Plug Tip * Medium Alligator Clip Set 


• Flexible Test Lead Set, Right Angle To Straight 
Banana Plug 


сбыть 


t Compatible with new 1997 Style of XT banana jack. 
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Test Companion" Accessory Kits | 


* ЈЕС1010 standard does not apply 


For Wavetek® Test Instruments 


Model 3786 Minigrabber® Test Clips To 
Double Banana Plug. Minigrabber Test 
Clips provide mill-hardened beryllium 
copper contacts and gold-plating for 
low contact resistance and long life. 
See page 37. 


Double zipper design 
opens from either 
side for quick access 
to test accessories. 


Outer pocket holds notes, 
service forms and manuals. 


6194 DELUXE TEST COMPANION™ KIT È NEW! 
FOR WAVETEK BDM35 & BDM40 BENCHTOP DMMS 


Includes low-profile Cordura strap-on carrying case and test accessories listed below: 
* Medium Alligator Clip Set * Minipincer® Test Clip To Pop Jack (Female) 
* Flexible Test Lead Set, Straight Plug To Pop Extended Tip 


Jack Plug • IC Test Tip Adapter 
® Solid Tip Test Probe With Pop Jack Spade Lug With Jack 


* Minigrabber® Test Clip To Pop Jack (Female) 


“Pomona “В” 

cords feature 
18AWG, PVC 
insulated wire with 
multi-stacking 
banana plugs. 
See page 54. 


Compact Cordura tri-fold pouch 
keeps 6186 kit contents handy, fits 
into your pocket or toolbox. 
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DMM Accessories & Kits Pomona 


Designed To Keep You 
In Contact Almost Forever. «e 


t features a 
wide assortment of tips to 
adapt probe to specific test 


ШЇЇ 


A aye < icti / i T conditions, including Dog 
With today's sophisticated DMMs, getting reliable test fon Mints: т екі 
results requires safe, easy-to-use test accessories that pro- Micro and Standard Brass Tips. 


See Page 22. 


Made To Perform Longer, 


Pomona’s new family of IEC1010-compliant 
test accessories features all-new designs that 
make using these probes, test leads and clips 
easier, safer and more reliable. Superior materi- 
als and reinforced construction assure а long | 
service life. Industry standard interfaces provide 
compatibility with most popular instruments. 
And ergonomic designs enhance comfort and 
dexterity. Available individually or in kits. 


vide a stable, accurate interface between your meter and 


The Best For The Best 

Ротопа test accessories provide superior contact integrity, long service life and 
flexible designs to get full value and performance from the world's finest test 
instrumentation 


the device under test. Pomona's quality DMM test leads, 
clips and probes are ideal upgrades to the test accessories 
oc with your DMM, offering improved insula- 
= tion, interchangeable test points, standard- 
à ized interfaces and easy-grip ergonomic 
design. For all-in-one productivity, 
Pomona DMM Test Lead Kits feature 
combinations of test accessories 
selected to equip your DMM for 
accurate and efficient testing in a 
wide range of electronic and 
electrical applications. 


Versatile Test Lead Set 

Right Angle To Straight 

Banana Plug Test lead 

sets features Silicone- 

insulated wire for enhanced voltage 
protection and longer service life 
See page 26. 


New Bench DMM Kits 

Test Companion" Kits offer the right com- 
binations of quality Pomona test acces- 
sories for easier, more reliable testing with 
industry's most popular bench 
instruments. See pages 6 - 19. 


A Test Probe You Can Believe In 
Test Probe Handle Set With Brass Caged Banana Plug Tip 
features long creep path to protect users from voltage con- 
tact. Tapered body enhances comfort and dexterity. Sheathed 


Ready For Pocket Or Tool Box 4 mm banana jack in bua is plug-compatible with popular 
Compact tri-fold Test Companion holds test lead sets en page 2 ө " ы 


test accessories and small tools in a 
durable, Velcro® sealed pouch 
See pages 6 - 19. 


New Insulated Spade Lugs 
provide enhanced 
voltage protection. 


More Reliably. “7, 


New Maxigrabber^ Test Clips 
Flexible Grabbers feature jaws, hook or pincers in 
a flexible design ideal for hara-to-reach areas. 
Banana jack or set screw allows fast attachment. 
See page 26. 


Giant Jaw alligators 

Giant Heavy-Duty Alligator Clip features extra large jaws 
in an IEC1010-compliant design. Attaches to test leads 
through a 4mm receptacle. See page 22. 


SMD Test Tweezer Clip is 
designed for fast, convenient 
testing of surface mount devices 
(SMDs). Durable tip assures 
positive electrical connections. 
See page 27. 


47 


Deluxe Maxi-Kit 
This multi-use kit offers technicians the largest, most 
complete test accessory assortment available to han- 
dle almost any electrical or electronic application. 
Includes lightweight nylon pouch 

See page 22. 


Kelvin Clip Kit | 
This high-quality test lead set provides fast, 
accurate four-wire measurement. See page 27. 


Micro LC™ RF Detector Probe 

This SMD-based narrow-body 
monolithic probe allows accurate, 
reliable measurement of AC voltages 
of sinusoidal shape between 500 Hz 
and 1 GHz. Conforms to IEC1010 
standards. See page 27. 


Pomona Test Companion?" Kits are specially 
designed to give your DMM a powerful and 
portable test capability. Available for 
most Fluke, HP, Tektronix and 
Wavetek DMMs. See pages 6 - 19. 

м 
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DMM Accessories And Kits Pomona’ 


Model 5677A Maxi-Kit equips your DMM to 
handle almost any job under a wide range of 
test conditions. 


DELUXE MULTI-USE DMM MAXI KIT 


Kit contains 2 each (black/red): Extendable Tip Probe 

Leads, Replaceable Tip Probe Handles, Pop Jack 

Leads, Couplers, Medium Alligator Clips, Extra Large 

Alligator Clips, Minigrabber leads, Minipincer Leads 

and Slide-on IC Tips. Also included are 2 Spade Lugs, Model 
Dog Leg Micro Tips, Needle Tips, Shouldered Micro 5677A 
Tips, and four Standard Brass Tips. Supplied with a 

nylon pouch. 


Fits most Fluke, Tektronix, HP and Wavetek meters. 


Kit contains 2 each (black/red): Probe handles, Right Angle to 
Straight Plug Silicone Test Leads, Flexible Maxigrabbers® with pincer 
tip, and Medium Alligator Clips. Supplied with a nylon pouch. Model 


All test accessories conform to IEC1010 standards. 5899 
Fits most Fluke, Tektronix, HP and Wavetek meters. 


DMM TEST PROBE TO MULTI-STACKING 
BANANA PLUG KIT 


Kit contains 2 each (black/red): PVC insulated Model 
Replaceable Tip Test Probe Leads and Alligator Clips. ` 5325-48. 
It also includes 2 Dog Leg Micro Tips. 


Model 5676 Replaceable Tip 
Probe Kit includes Dog Leg 
Micro, Needle, Shouldered 
Micro and Standard Brass tips 


iz P 


Replacement probe tips - POMONA 90447 


Kit contains a pair of Replaceable Tip 

Test Probe Leads in Silicone Wire 

(black/red), 2 each: Dog Leg Micro Tips, 

.080" Needle Tips, Shouldered Micro Model 
Tips, and 4 ea. Standard Brass Tips. 5676 


Fits most Fluke, Tektronix, HP and 
Wavetek meters. 


EXTRA LARGE ALLIGATOR CLIP SET 
Conforms to IEC1010 Standards. 


Insulated clip with sheathed 4mm receptacle accepts ini 
flexible lead sets 5907, 5908 and 5909. Model — Description 
Jaw opens up to 1.0". Overall length 3.5". 6041A — Set of 2 Clips 


Black and red 
RATING: 1000V. UC Cat IIl P2, 10 Amps Мах. 


MEDIUM ALLIGATOR CLIP SET 
Conforms to IEC1010 Standards. 


Insulated clip with sheathed 4mm receptacle Model Description 
accepts flexible lead sets 5907, 5908, 5909. 75916 Setof2 Clips 


P. Jaw opens up to 0.30". Overall length 2.25". Black and red 
RATING: 300 И Cat III, P2, 5 Amps Max. 


ПТ Pomona Electronics 


5 AN ITT САММОМ COMPANY Pomona This symbol indicates immediate Fax-On-Demand Technical Information 
22 Sales: (909) 469-2900 FAX: (909) 629-3317 Tech. Support: (800) 241-2060 ACCESS 15 available. Dial (U.S.) (800) 444-6785, (Outside U.S.) (714) 253-3858. 
©1996 ITT Pomona Electronics. Specifications and prices subject to change without notice. Printed in U.S.A Enter the document number when prompted. 


DMM Accessories And Kits 


DELUXE ELECTRICAL DMM TEST LEAD KIT 


Conforms to IEC1010 Standards. 


Kit contains 2 each (black/red): Probe Handles, Right Angle to Straight 
Plug Silicone Test Leads, Flexible Maxigrabbers® with hook tip, Flexible Model 
Maxigrabbers? with pincer tip, Flexible Maxigrabbers ? with jaws, and ode 
Extra Large Alligator Clips. Supplied with a nylon pouch. 5904 


Fits most Fluke, Tektronix, HP and Wavetek meters. 


= ; 
Kit contains 2 each (black/red): Probe Handles, Extra Large Alligator 
= Clips, Slide-on Extended Tips, Pop Jack Silicone Leads, Medium 
Alligator Clips and Couplers. Also included are two Spade Lugs. 
—— Supplied with a nylon pouch. 
= 


Fits most Fluke, Tektronix, Н.Р. and Wavetek meters. 


thems ----- 
tx ---ңңч. 


BASIC ELECTRICAL DMM TEST LEAD KIT «ОЛ 
WITH ALLIGATOR CLIPS 


Conforms to IEC1010 Standards. 


Kit contains 2 each (black/red): Probe Handles, Right Angle to Straight 
Plug Silicone Test Leads, Extra Large Alligator Clips and Medium 
Alligator Clips. Supplied with a nylon pouch. 


Fits most Fluke, Tektronix, H.P. and Wavetek meters. 


BASIC ELECTRICAL DMM TEST LEAD KIT 
WITH MAXIGRABBER® JAW CLIPS 


Conforms to IEC1010 Standards. 


Kit contains 2 each (black/red): Probe Handles, Right Angle to 
Straight Plug Silicone Test Leads, and Flexible Maxigrabber? with 
jaws. Supplied with a nylon pouch. 


Fits most Fluke, Tektronix, Н.Р. and Wavetek meters. 


Kit contains 2 each (black/red): Probe Handles, Medium Alligator Clips, 
Minigrabber Leads, Minipincer? Leads, Slide-on IC Tips, Slide-on Extended Model 
Tips and straight to straight Pop Jack Silicone Leads. Also included are 2 


Spade Lugs. Supplied with a nylon pouch. 6204 
Fits most Fluke, Tektronix, H.P. and Wavetek meters. 

Kit contains 2 each (black/red): Probe Handles, Straight to Straight 

Plug Silicone Test Leads, Flexible Maxigrabber® with pincer tip, and Model 
Medium Alligator Clips. It also contains 2 Spade Lugs. Supplied 

with a nylon pouch. 5901 


Fits most Fluke, Tektronix, H.P. and Wavetek meters. 


Replacement pouches available- Pomona 90454 
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DMM Accessories And Kits Pomona’ 


Model 5543A Multi-Use Kit for electronics 
applications includes Pop jack Silicone 
leads. Fits most Fluke, HP, Wavetek and 
other meters (see Model Listings for 
complete kit contents). 


DELUXE ELECTRONIC DMM TEST LEAD KIT 


t es --.ш 
pm =ч 
Kit contains 2 each (black/red): Probe Handles, Medium Alligator 
Clips, Minigrabber Leads, Minipincer? Leads, Slide-on IC Tips, 
= Slide-on Extended Tips and Pop Jack Silicone Leads. Also included Model 
>= теп аге 2 Spade Lugs. Supplied with a nylon pouch. 5674A 
ЕС === == Fits most Fluke, Tektronix, H.P. and Wavetek meters. 
_ Se 


ELECTRONIC DMM TEST LEAD KIT 


абан Kit contains 2 each (black/red): Probe Handles апа Pop Jack Silicone 
Екен Leads. Also included, 1 each: Medium Alligator Clip, Spade Lug, Model 
Minigrabber Lead and Extended Slide-on Tip. Supplied with a nylon pouch. 
Е 
Е 
—— 


Fits most Fluke, Tektronix, Н.Р. and Wavetek 5543A 


SHIELDED TEST ^ | 
A shielded test probe with 
LEAD KIT бер P ы 
Kit contains 1 each Test P. . Model 
Minigator w/6-32 Thread 5292-48 


RATING: Operating Voltage 


nent probe tips Pomona 90447 


BASIC ELECTRONIC DMM TEST LEAD KIT 
Kit contains 2 each (black 


| 18 AWG Wire (Banana Plu Model 
Extended Tips and Allig. 75672 
| Fits most Fluke, Tektroni 
AUTOMOTIVE DMM TEST KIT 
Conforms to IEC1010 Sta 
ledio aes cats Kit contains 2 each (black 
we = Straight Plug Silicone Te Model 
pincer tip, Insulation Рі 5903 
——— и E 2 Large Alligator Clips. S 
рен "o Fits most Fluke, Tektron 
EXTENDABLE TIP PROBE TO MULTI- 
STACKING BANANA PLUG SET 
- Set of two 48" long PVC i Model 
— — — dui RR E — one black and one red. < 5952 
EXTENDABLE TIP PROBE TO SHEATHED — 
BANANA Set of two 48" long silicone insulated Model 
PLUG SET leads, one black and one red. 5953 


Model 5144-48 SMD 
Microtip™ Test Probe is 
specifically designed to probe 
SMD contacts. Flexible stainless 
steel tip prevents damage to SMD leads. 


SMD MICROTIP™ TEST PROBE TO MULTI- The Microtip is flexible to help prevent damage to the 


STACKING BANANA PLUG SMD leads, and curved to aid in probing hard to reach 
areas. 48" long PVC insulated leads. 


Es. ——m — — ——— > i RATING: 1200V AC/DC, 5Amps, +55°C («131 F) Max. 
| *Std. Colors: -0 black/-2 red 


Model Description 
5144-48-* Specify color 


6235 One black and 
one red probe 
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Ротопа` DMM Accessories And Kits 


Model 5912 Flexible Maxigrabber? with 
large jaws ideal for large terminals or wire. 


REPLACEMENT TEST LEAD SETS 


Model Fits Meter Types 


Each set contains 2 PVC insulated leads, 5516 Most Amprobe 
one black and one red. 5517 Simpson 
551% Fluke, HP, Tektronix 
and Wavetek 


Pierces wire and cable insulation up to .14" dia. without damaging 
wire. Sheathed 4mm receptacle accepts flexible test leads 5907, 5908 
and 5909 and most other banana plug leads. Model 


Set of 2 test clips, one black and one red. 5913 
RATING: 1000 VRMS, 5 Amp stranded, 4 Amp solid conductor. 


REPLACEABLE TIP PROBE TO MULTI-STACKING 
BANANA 


PLUG SET Set of two 48" long PVC insulated Model 
leads, one black and one red. 5309-48 | 


Additional replaceable tip accessoires available: 
Replacement accessories POMONA 90447 к, Ота 90449 


PROBE LEAD SETS 
Set of two 48" long silicone insulated leads, one black and one red. 


Model 5898 features stainless steel tip, excellent for penetrating Model Features | 
oxidation or conformal coating. Model 5897 features caged banana 5898 Extra Durable Tip 
dis plug tip. 5897 Banana Plug Tip 
-— Fits most Fluke, Tektronix, H.P, and Wavetek meters. 
5897 tips 5898 


FLEXIBLE MAXIGRABBER® SET WITH JAWS 
42 Conforms to IEC1010 Standards. 


тш — Sheathed 4mm receptacle accepts flexible lead sets 5907, 5908 Model 
C — чч and 5909. Overall length 7". E M 
RATING: 1000 VRMS, 10 Amps. 
Model 5912 to be replaced by 5912A, pictured, in 2nd quarter 1997. 


FLEXIBLE MAXIGRABBER® SET WITH 
HOOK TIP € 
e" — Conforms to IEC1010 Standards. 


Model 
ы " Sheathed 4mm receptacle accepts flexible lead sets 5907, 75941 
5908 and 5909. Overall length 6.5". 


Set of 2 test clips, one black and one red. 


Model 5911 to be replaced by 5911А, pictured, in 2nd quarter 1997. 


FLEXIBLE MAXIGRABBER? SET WITH 
PINCER TIP Conforms to IEC1010 Standards. 


= €3 Sheathed 4mm receptacle accepts flexible lead sets 5907, Model 
— 5908 and 5909. Overall length 6.5". 010 
Set of 2 test clips, one black and one red. 


| RATING: 1000 VRMS, 10 Amps, CAT III, P2. 
Model 5910 to be replaced by 5910A, pictured, 2nd quarter 1997. 


INSULATED SPADE LUG SET «3m 


ч | Sheathed 4mm receptacle accepts flexible lead sets 5907, 5908 апа 5909. 
e EC Set of 2 spade lugs, one black and one red. 


ПТ Ротопа Electronics ^N 
AN ITT CANNON COMPANY Pomona This symbol indicates immediate Fax-On-Demand Technical Information 

Sales: (909) 469-2900 FAX: (909) 629-3317 Tech. Support: (800) 241-2060 ACCESS 15 available. Dial (U.S.) (800) 444-6785, (Outside U.S.) (714) 253-3858. 25 
©1996 ITT Pomona Electronics. Specifications and prices subject to change without notice. Printed in U.S.A. Enter the document number when prompted. 


DMM Accessories And Kits 


TEST PROBE HANDLE SET WITH BANANA 
PLUG TIP 


Pomona’ 


Model 5907 Flexible Test Lead Set features 
right angle sheathed banana plug to straight 
sheathed banana plug on 62" silicone wire. 


Conforms to IEC1010 Standards. 


ыш m Test Probe Handle with Banana Plug Tip and Sheathed 4mm Banana 
Jack in Handle. Accepts flexible test lead sets 5907, 5908, 5909. Set of 2 Model 
аша " probes, one black and one red. 
RATING: 1000 VRMS, 10 Amps, CAT III, P2. 3906 
Model 5906 to be replaced by 5906A, pictured, 1st quarter 1997. 
FLEXIBLE TEST LEAD SET, RIGHT ANGLE 
ТО STRAIGHT 
BANANA PLUG Conforms to IEC1010 Standards. 
Right Angle Sheathed Banana Plug to Straight Sheathed Banana Plug 
on 62" long Silicone Wire. Excellent for use with handheld DMM's. Model 
Set of 2 leads, one black and one red. 5907 
RATING: 1000 VRMS, 10 Amps, CAT III, P2. 
Model 5907 to be replaced by 5907A, pictured, 1st quarter 1997. 
FLEXIBLE TEST LEAD SET, STRAIGHT TO 
STRAIGHT 
BANANA PLUG Conforms to IEC1010 Standards. 
Straight Sheathed Banana Plug, each ends on 62" long Silicone Wire. 
Perfect for use with lab/bench meters. Set of 2 leads, one black and Model 
One red. 5908 
RATING: 1000 VRMS, 10 Amps, CAT lll, P2. 
Model 5908 to be replaced by 5908A, pictured, 1st quarter 1997. 
FLEXIBLE TEST LEAD SETS RIGHT ANGLE 
BANANA PLUG 
EACH END Conforms to IEC1010 Standards. 
Right Angle Sheathed Banana Plug on each end on 62" long Silicone Wire. Model 
For use with handheld or bench meters where straight plugs are not 5909 
desirable. Set of 2 leads, one black and one red. 
RATING: 1000 VRMS, 10 Amps, САТ IIl, P2. 
Model 5909 to be replaced by 5909A, pictured, 1st quarter 1997. 
REPLACEABLE TIP PROBE TO BANANA 
PLUG SET Set of two 48" long PVC insulated leads, Model 
one black and one red. 5950 
Additional replaceable tip probes and leads Pomona 90447, 90448, 90449 
LARGE TEST PROBE SET 
= Heavy duty, durable design for severe applications. Model 
Set of 2 PVC insulated leads, one black and one red. 5311-48 


LARGE TEST PROBE TO BNC FEMALE Р і 7 
Shield extends to within 1.5" of the probe tip. ВМС center contact is 
connected to the probe tip. Model 


e MODEL 4856 500 V MAX 


*Std. colors: -0 black, -2 red. 


4856-* 
RATING: Operating Voltage: 500 VRMS Max.; +80°C (+176°F) Max. 
LARGE TEST PROBE (NEEDLE TIP) TO 
BANANA JACK Sharp replaceable needle tip allows testing of encapsulated circuits. 
Banana Jack in handle is sheathed to help prevent accidental shorting. Model 
Heavy duty design with replaceable tip for severe applications. 5075-* 


- MODEL 5075 3000 V MAX 
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Model 5143-К-48 
SMD Test Tweezer? 
clip is specially designed for 
fast, convenient testing of surface- 
mounted devices. 


KELVIN CLIP SET 


Pomona’ 


DMM Accessories And Kits 


Model 6104 Compact SMD-based 
Micro-LC™ RF Detector Probe. 
Narrow-body monolithic probe 
features laser-trimmed components 
for high accuracy. Conforms to -— 
IEC1010 standaras. zm 


High quality Kelvin Clip Cable assembly for accurate 4 wire 
measurements. The 24" cable features two Kelvin Clips to 4 * 
color-coded Banana Plugs. A Minigator to Banana Plug lead is Model 

included for grounding or guarding. “5940 — 


RATING: 50 V, 5 Amps Max. 


DO-IT-YOURSELF TEST PROBE 


Se 


Pomona 


Access Model Description 
90339 5432-- Specify color 


6234 One black and 
one red probe 


Install this miniature probe on the end of any 18 to 22 
AWG test lead having a maximum insulation O.D. of .115". 


RATING: 1500 V AC/DC, 10 Amps, +80°C (+176°Е) Max. 
"Std. colors: -0 black, -2 red. 


SMD TEST TWEEZER® TO MULTI- 
STACKING BANANA PLUG 


SMD TEST TWEEZER TO BNC MALE 


чьей - 


SMD TEST TWEEZER TO SHEATHED 
BANANA PLUGS 


SMD Test tweezer clip is specially designed for fast, Model 

Convenient testing of surface mounted devices (SMDs). 7143-К-48. 43-K-48 

Durable tips assure a positive electrical connection. 

Cable is 48" long. 

Same as 5143-K-48 except with BNC Connector. _ Моде! | 
5142-К-48 

Same as 5143-K-48 except with sheathed banana plugs Model 

designed to fit most DMM's by Fluke, Tektronix, H.P. 5678-K-48- 


and Wavetek. 


SMD replacement parts available - Pomona 90450 


MINIGRABBER TO 
SHEATHED BANANA 
PLUG TEST LEADS 


MICRO-LC™ RF DETECTOR PROBES 


Cable is 48" long. Model Description 
Fits most Fluke, Tektronix, H. P. and Wavetek meters. 9428-48-* Specify color 
“Std. Colors: -0 black, -2 red 6231 One black and 


one red 


Additional pop jack accessories available: 
Minigrabber POMONA 9045: Multimeter POMONA 90452 Міпіріпсег Pomona 90453 


Based on the use of SMD components, these narro w-body monolithic 
probes measure AC voltage of sinusoidal shape between 500 Hz and 
1 GHz within a DMM's normal DC range - 10 MQ input impedance. 
Conversion factor is 1 VDC for an input of 1 VRMS sine-wave. 


Cable Diode Turn-On Input Peak AC DC Isolation 
Length Voltage Bandwidth Capacitance Input incl. Peak AC 
Model (M) (mV) (MHz) (pF) (V) (V 
6104 12 200 500 Hz-30 MHz « 1.5 dB -10 45 100 
6105 12 350 100 kHz - 300 MHz + 1.5 dB -7 30 100 
6106 1.2 350 1 MHz - 1 GHz + 2.0 dB -6 30 100 
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Oscilloscope Probes And Accessories 


Making Your Scope 
Work Better for You. 


X1/X10 Semi- -8- 
There's no denying it. Your scope is only as паво general pur peso = 

Ў 1 » iro passive-voltage probes 
accurate as the signal it receives from your probe. а 
That's why Pomona leverages the latest design performance for 
è 4 А greater test flexibility. 
and manufacturing techniques to offer you a Complete accessory 
complete selection of probes and accessories PERS 


made to perform to the highest standards of 
accuracy and reliability. 


Choose from probes designed for every application, know- 
ing you'll find the features you need, such as low input capaci- 
tance, high bandwidth or voltage operation, modularity, com- 
pact surface mount design, differential measurement and full 
insulation for portable instruments. And because choosing the 
right probe is so important, we've included a Probe Set Selection 
Guide (below) to make ordering that much easier. 


Micro-LC™ Monolithic Passive Voltage Probes 
= The use of low dielectric material and SMD devices pro- 
vides bandwidth up to 450 MHz and low capacitance per- 
-—Ewe- | formance in an ergonomic, narrow-body probe. Replaceable 
gold-plated test tip and complete accessory kit included. 
FIG. 2 Conforms to IEC1010 standards 
1 


Pomona Oscilloscope Probe Set Selection Guide : 


Part ilic Ui Bandwidth ^ Resistance  Capacitance Risetime | “Voltage ^ Compensation Readout 
Number Fig. Attenuation MHz M ohm pF ns V Max* Range pF Actuator 
5792 1 Хі 20 1 45 17.5 600 — 
5800 1 X1 30 ] 45 117 600 — 
5795 1 X10 100 10 15 3.5 600 10-60 
6101 2 X10 150 10 12 23 600 10-30 X 
6049 2 X10 150 10 12 2.9 600 10-30 
5803 2 X10 200 10 15 18 600 10-60 
6069 2 X10 250 10 12 14 600 10-30 
6102 2 X10 250 10 12 14 600 10-30 X 
5012 1 X10 300 10 15 12 600 10-60 Х 
5809 1 X10 300 10 15 12 600 10-60 
6075 2 X10 450 10 7 0.8 600 8-15 
6103 2 X10 450 10 8.5 0.8 600 10-25 X 
5827 1 X100 200 100 6.5 1.8 1,200 15-50 
4550А 1 Х1/Х10 15/100 1/10 55/16 23.3/3.5 600 10-60 
SP150A 2 X1/X10 15/150 1/10 50/15 24[2.3 600 10-60 
5806 1 X1/X10 20/200 1/10 55/15.6 17.5/1.8 600 10-60 
6072 2 X1/X10 25/250 1/10 45/12 14/1.4 600 10-30 
: *De-rated with frequency 
5815 RF DETECTOR (DEMODULATOR) PROBE 
1 Model 5815 is a miniature RF Detector Probe intended for use with a wide range of oscilloscopes. 


This probe is very useful for measuring RF signals up to 800 MHz. It provides an output of 1 VDC 
for an input of 1 VRMS sinewave 


* Cable Length, 1.2 meter 
® 1VRMS = 1VDC 
* Accessories included 


Diode Turn-on Input Peak AC DC Isolation 

Voltage Capacitance Input Incl.Peak AC 
Model (mV) Bandwidth (pF) (V) . (V) 
50 200 


РА 5815 200 TOOKHz - 800MHz +308 5 


Pomona’ Oscilloscope Probes And Accessories 


FULLY INSULATED OSCILLOSCOPE PROBES FOR 
FLUKE SCOPEMETER’, 90 SERIES AND 105 


These passive voltage oscilloscope probes provide additional safety for portable instrument users. Designed to strict IEC1010 standards, 
Pomonas Fully Insulated Probes provide insulation coverage for the entire probe including the BNC connector. A spring-loaded sheath 
covers the tip ground point. Compensation point in BNC end. 


* Offered in two styles: B. Trimmer Tool 
A. Fixed Attenuation X10 C. IC Tip 
B. Switchable Attenuation Х1/Х10 D. Insulating Tip 
* Cable length 1.2 Meters E. BNC Adapter 
* Model 6033 is a setof two 6006 Probes (one red, one gray) Е Replacement Tip 
* Accessories Included: G. Ground Lead 
A. Spring Hook Н. Sheathed Banana Plug Adapter 


FULLY INSULATED OSCILLOSCOPE PROBES 
Input Impedance Compensation 
Bandwidth Resistance Capacitance etime t Range 


Model Attenuation (MHz) (MQ)** (pF) (pF) ACCESS 
6006-* X10 200 10 15 10-60 90435 
6033 X10 200 10 15 10-60 

6035-* X1/X10 20/200 1/10 47/15 10-60 90436 
* -2 Red, -8 Gray 

** When connected to an oscilloscope with 1 МО input resistance. 

1 Derated with frequency. 

6004 LOGIC SCOPE PROBE KIT PRICE 385.00 


* 3-mode operation: logic 
analyzer, trigger probe, 
multiplexer (MUX) 

* 20 MHz bandwidth covers 
most microcontroller fre- 


lacement р 5 for oscilloscope probe kits and sets. For an 
placement parts, simply request our Fax-On-Demand document. 


quencies Pomona 90226 
* 8 ns minimum data setup 
and data hold-time 
Р | Р e 100 kQ/5pF input imped- 
Pomona' Model 6004 Logic Scope Probe Kit features a pocket-size ance 
MX9100 Logic Scope Probe that turns your analog scope into a logic 800 kHz (approx.) internal 
analyzer. A cost-effective instrument for examining and analyzing sin- clock frequency 
gle-shot and repetitive digital phenomena in the lab or in the field. And ix : " : 
with its complement of grabber test leads and а BNC scope interface, |” Minimum/maximum input == < 
the MX9100 Logic Scope Probe is the easy way to evaluate today's levels (low/high): 0.8 to 
newest multifunction IC packages. The MX9100 Logic Scope Probe is 2.4, -0.5 to 5.5 V 
packaged in a convenient all-in-one kit, including 11 test leads with * 4.75 to 7 V with 190 mA 
Micrograbber® test clips. maximum supply current. 
Oscilloscope Attenuation Oscilloscope Attenuation 
Manufacturer: Model X1 X10 X1/X10 X100 Manufacturer: Model хі x10 Х1/Х10 Х100 
Ғішке 105 6006" & 6033 6035* Tektronix 2212 5800 6101 4550A 5827 
90 Series 6006* & 6033 6035* 2216 5800 6101 4550A 5827 
PM3050 5800 6049 4550A 5827 TAS220 5800 6101 4550A 5827 
PM3055 5800 6049 4550A 5827 TAS250 5800 6101 4550A 5827 
PM3208 5800 6049 4550A 5827 TAS465 5800 6101 4550А 5827 
PM3209 5800 6049 4550A 5827 TAS475 5800 6101 4550А 5827 
PM3335 5800 6049 4550A 5827 TAS485 5800 6102 6072 5827 
PM3350A 5800 6049 4550A 5827 TDS310 5800 6101 4550A 5827 
PM3355 5800 6049 4550A 5827 TDS320 5800 6101 4550А 5827 
Hewlett Packard 54501A 5800 6049 4550A 5827 TDS350 5800 6102 6072 5827 
54600B 5800 6049 4550A 5827 TDS410 5800 6102 6072 5827 
54601В 5800 6049 4550А 5827 TDS420 5800 6102 6072 5827 
54602B 5800 6049 6072 5827 705460 5800 6103 - 5827 
546038 5800 6049 4550А 5827 
*COLOR: -2 Red, -8 Gray 
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Oscilloscope Probes And Accessories 


Selecting The Right Scope Probe 


Making The 
Right Choice 


Can Pay Dig 
Dividends. 


In a pinch, even a piece of wire could be used as an 
oscilloscope test lead. It is cheap and readily available. But, 
the signal you're attempting to read could be severely 
degraded. The bare-wire *probe" could overload the instru- 
ment's input amplifier and, lacking any shield, pick up stray 
signals. Only a true passive voltage oscilloscope probe, with 
compensation circuitry and shielded cabling (Fig. 1) can 
offer you signal integrity during use. 

There are several important factors to consider when 
selecting an oscilloscope probe. By comparing these factors 
with your testing requirements and instrument, you should 
be able to select the probe best suited for your specific 
application. 


Before we begin, review your instrument's rated band- 
width and input values, i.e., input resistance, capacitance, 
and interface connector. This is your initial guide to select- 
ing a compatible probe. Quality instrument manufacturers 
print this information directly on the scope. Otherwise, it is 
usually found in the operating instructions. Standard values 
are 1МО and 20pF. The interface connector is usually a 
BNC female. 
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Designed for your 
instrument, Ротопа$ 
Test Companion? Kits 
put an expertly selected 
assortment of test 
accessories at your fin- 
gertips for easier, more 
reliable tests. The durable 
Cordura carrying cases 
feature handy zippered 
compartments for kit con- 
tents and more. Compact yet 
spacious, they strap on quickly 
and provide a total storage 
compartment for scope test acces- 
sories and handbooks. 

See pages 6 - 19. 


Probes are most often rated in terms of band- 
width. Bandwidth is defined as the frequency where 
the displayed signal’s amplitude (voltage) is -3dB the 
reference amplitude (voltage). The equation would 
be: 


dB = 20 Log Vout Vin 
In general, you should always use a probe 
with a bandwidth equal to or greater than the oscil- 
loscope's. 
The bandwidth of a probe is related to it's 
risetime by the equation: 


BW(MHz) = 350/t,(ns) 


The faster the risetime, the greater the band- 
width. 


The introduction of any measuring device 
(scope/probe combination) to a circuit will produce 
some signal distortion. A good quality probe, 
matched to a scope, will minimize this distortion, 
i.e., loading effect, or reduce it to a known quantity. 
Each probe has an input resistance and capacitance. 
At low frequencies, usually <1MHz, input resistance 
is the principal factor in the loading effect. The high 
tip impedance of the probe, usually 1МО for a X1 
probe and 10MQ for a X10 probe, minimizes circuit 
loading. As frequency increases, the probe's capaci- 
tance becomes the gating value. Reference Fig. 2 for 
how a probe' s total input impedance (Zp) and 
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Ротопа` 


Oscilloscope Probes And Accessories 


capacitive reactance Ср ) сһапре 
over frequency. 


For circuits that are sensitive to 
impedance loading there is the 
X100 probe. It has an input impe- 
dance of 100MQ and approximately 
6pF when connected to a standard 
oscilloscope. If a high enough 


0.01 0.1 1 10 100 
FREQUENCY MHz 


1000 
FIG. 2 
signal voltage is available for the 
X100 attenuation, this probe would 
be most suitable. 


As a general rule of thumb, pick 
a probe with the highest overall 
input impedance (highest input 
resistance and lowest input capaci- 
tance) for the lowest circuit loading 
effect. 

Since fast risetime is closely relat- 
ed to high bandwidth, pick a probe 
with the lowest capacitance for best 
results. 
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far opemmr uem always 
review the voltage to be measured 
with the maximum input capability 
of the probe. Keep in mind that 
most probes derate their maximum 
voltages as frequency increases. 
Review Fig. 3 for a typical probe's 
voltage derating curve. 


DERATING CURVE 


VOLTS 


10MHz 
FREQUENCY 


1 
0 1MHz 


ING IS 


The quality and accuracy of the 
displayed measurement is greatly 
affected by how the probe is 
grounded to the circuit under test. 
The ground-lead inductance is rep- 
resented by Fig. 4, and the induc- 
tive reactance by the equation: 

a = 21fL 
where f is the frequency and L 
equals the ground return path 
inductance. As the frequency 
increases, so does the inductive 
reactance. This reactance can cause 


Pomona 
ACCESS 


100MHz 


signal distortions and leading-edge 
ringing on high-speed pulse wave 
forms. To reduce this effect, use the 
shortest ground lead possible 
(ground to the device under test) or 
adapters such as a BNC interface. 


Vs 
Rp Cp 


GROUND 
LEAD 


This final category deals not with 
the probe's internal circuitry but 
with its construction. Because bat- 
tery-powered portable scopes may 
be used without earth grounding, 
user safety becomes a primary fac- 
tor. A signal voltage may set up on 
the shielding circuit and, if a stan- 
dard probe is used, this voltage 
would be present on the exposed 
BNC shell. Fully-insulated probes, 
specifically designed for use with 
portable scopes, cover these 
exposed points with plastic insula- 
tion. The international safety stan- 
dard TEC1010-1 details the design 
criteria for safer operation of these 
probes. 
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Coaxial Cable Assemblies And Breakouts / Pomona’ 


Lots Of Reasons 
Pomona” Stays 
Out In Front. 


Model 5187 Minigrabber® 
Test Clips To BNC Male 

Test Clips feature gold-plated, 
beryllium copper contacts, nylon 
insulation. See page 36. 


Pomona's popular 2249 
cables feature molded 
stress protection and 
are available in a variety 
of popular styles, 
including RG58C/U, 
RG59B/U, RG174/U and 
RG62A/U. See page 34. 


In the lab, plant or field, anywhere professionals rely 
on cables and breakouts, you'll find Pomona. The reason 
is simple: quality, reliability, selection. Pomona connectors 
feature gold-plated center pins, tarnish-resistant body plating 
and Teflon* insulation to assure performance and durability 
in challenging conditions. 


Flexible strain relief molded to the cable jacket 
restricts bending to prevent impedance changes. The 
use of high-quality materials including berryllium cop- 
per, brass and nickel plating ensures that Pomona 
cables and breakouts provide precise, reliable con- 
tacts throughout the life of the product. And because 
choice is so important, Pomona offers the industry's 
largest selection of cables in a wide range of lengths 
to fit almost any application. Choose from cables and 
breakouts offering virtually every connector and clip 
combination. When you've got a job to do, the best 
connection you can have is with Pomona. 


Quality Is A Standard In Our Book 


Quality is the number one reason Pomona cables and 
breakouts are the professional's choice. From molded strain 
relief cables that resist bending, to test clips with gold-plated 
contacts, Pomona utilizes the finest materials in precision- 
manufactured designs for performance and reliability you can 
count on. 


Model 3027 Minigator Clips To 
Miniature Double Banana Plug 
features clips with nickel-plated 
steel contacts and durable vinyl 
boots. See page 38. 


Model 3789 BNC Male To Minigrabber? Test 
Clips is a molded breakout that converts a 
coaxial cable with a BNC Female to a test 

cable with clips. Test Clips feature 
gold-plated beryllium copper contacts 


See page 41. 
Model 1368 Stacking Banana Plugs To 
Double Banana Plug is available in 
How to Order 18" to 60" cable lengths. See page 37. 
А 48" coaxial cable assembly with matching BNC (m) ends, stress relief 


C/U, 50Q cable. 


Model L PRICE 
Typical Pomona Part Number: 2249-C-48 2249-0-12 5007120) 10.54 


[еу е — = I 2249-С-24 610 (24.0) 1118 | 
2249-С-36 914 (36.0) 11.72 Pomona Boxes Make Ends Meet Better 
Cable Length in Inches 2249-C-48 1219 (48.0) 1257 - They're all part of Pomona’ 
(Measured Inside Connectors) 49-C-60. : y p B 
' : - ) , 2249-C-60 1524 (60.0) 13.31 “interconnection arsenal” of 


quality products for professionals. 
See pages 75 - 77. 


Model 1452 Binding Posts To BNC Female permits 
single or double banana plugs to be used with 
equipment having BNC Male. Cross holes in body 
provide side stackup connectors. See page 44. 


Model 5748 Maxi-Universal Adapter Kit is just 
one of Pomonas kits featuring a complete 
assortment of the adapters you use most, 

including BNC, TNC, SMA, N and more. 
See page 46. 


TECHNICAL SPECIFICATIONS FOR WIRE AND CABLE 


ен Nominal Nominal Operating 
Cable Description AWG Impedance Capacitance Temperature ор. (in) 
p s d .D. (in. 


Designation| RG No. Stranding Material Jacket hms 
- 2 Conductor, twisted pair, 18 AWG, Vinyl 
65 X 36 tinned copper 


(4%) 


0 -20, +105 250" 


"m 


- Microphone cable, single conductor w/ shield Vinyl 50 30.8 -20, 480 :195* 
20 AWG (.19 x .0071) tinned copper w/ shield Black, non-contam. vinyl 50 30.8 -55, +80 .195" 
.023 solid bare copperweld w/ shield Black, non-contam. vny | 75 [| 205 -55, +80 242" 


75 
188A/U 26 AWG (7 x .0067) silver coated copper Teflon 50 
covered steel w/ shield 


29 -70, +200 .102" 


J - 2 conductor shielded microphone cable, Vinyl 18* 23" 
22 AWG, Belden 8422 3p" 

174/U 26 AWG (7 x 34) bare copper w/ shield Black vinyl 50 30.8 -40, +80 .100" 

62A/U 22 AWG solid bare copperweld w/ shield Black, non-contam. vinyl 93 13:5 -55, +80 .242" 

13 (7 x 21) bare copperweld w/ shield Black, non-contam. vinyl 50 30.8 -40, +80 .405" 


30.8 
29.0 


.425" 
1957 


-40, +80 
+200° Мах. 


1428/0 18 AWG solid silver coated copper covered Tinted brown FEP 
Steel w/dbl shield 


Y 223/0 19 AWG solid silver coated copperweld Black, non-contam. vinyl 30.8 


BB 26 AWG (7 x .0067) silver coated copper 29.0 
covered steel w/ shield 
50 


214/U 13 (7 x .0296) silver coated copper dbl shield Black, non-contam. vinyl 


-55, 480 
- 200? Max. 


.206" 
.098" 


) 
) 


ac | - [| 20(7 x 28) tinned copper Belden 9272 -55, +80 242" 
55 | - | 22AWG(7x30)tc. 40 -40, +80 195" 
| Triax Belden 9222 240 
Twin axial Belden 9272 E60 .244" 
*Capacitance between conductors. ** Capacitance between (1) conductor and remaining conductor connected to shield. 2 е” 
=” Model 4846 SMA Male, Cable Assy., 500 


—1 impedance; RG174, RG316 & RG142B styles. 


CABLE DESCRIPTION = — See page 35. 
Wire 
Designation AWG Description O.D. Jacket Temperature Range Color 
B 10 Colors 
P 20 41/35 Т.С. 10 Colors 
PTO 22 | 26/36 Т.С. 1.6 (.064) 10 COlors 


12 7 x 88/36 Т.С. 3.7 (.144 PVC 105°С. 


Black, Red, Green 


Model 2256 Type "N" Male Cable Assy. is rated 
at 1000 VRMS and is available in RG58C/U and 
RG142B/U styles. See page 35. 


Designed for your instrument, 
Test Companion™ Kits put an 
expertly chosen assortment of 
Pomona test accessories at your 
fingertips for easier, more reli- 
able tests. See pages 6 - 19. 


Coaxial Cable Assemblies and Breakouts Pomona i 


Ротопав molded strain relief BNC cables are designed to 
provide reliable, long lasting connections. The ВМС con- 
nector is crimped to the center conductor and the braid for 
strength. Gold plating and Teflon? insulation assure peak 
performance. The flexible strain relief is permanently molded 

to the cable jacket and limits the bending of the cable to prevent 
impedance changes. The strain relief also provides a firm grip 
on the cable for installation and removal. 


BNC MALE WITH MOLDED STRAIN RELIEF 


Model 2249-C 


" The center conductor of Model 4964 is surrounded 
"m = L —| - by special conductive layers that attenuate high 
Ra ы о > frequencies and prevent noise generated by cable 
= movement. For use with DC and low frequencies 
only (to 10 KHz). 


Model 2249-C is Pomona's most р omona Model Fomona Model 
popular cable. The 50 Ohm RG58C/U 90134 2249 90289 4064 
cable makes it ideal for most test and 

measurement applications. 


500 Cahle 750 Cable 500 Miniature 930 
Model 2249-E uses 75 Ohm cable RG58C/U RG59B/U RG174/U RG62A/U Low Noise Length 
making it the best choice for signals an n БЕТТЕН ан - = 
found in local area networks, TV апа 2249-C-12 2249-E-12 2249-K-12 2249-M-12 4964-SS-12 12" 
video 2249-С-24 2249-Е-24 2249-К-24 2249-М-24 4964-55-24 24 
{ | 2249-C-36 2249-Е-36 2249-К-36 2249-М-36 4964-55-36 36" 
Model 2249-K offers superior 2249-C-48 2249-E-48 2249-К-48 2249-М-48 4964-55-48 48' 
flexibliity їп а 50 Ohm cable. 2249-C-60 2249-Е-60 zu 2249-M-60 4904 S5 60 2) 
Model 2249-M is best when high 2249-C-72 2249-E-72 2249-K-7 4964-SS- 72" 
ied дын needed. ы 2249-C-120 2249-E-120 2249-K-120 4964-SS-120 120" 
2249-C-180 2249-E-180 2249-K-180 4964-SS-180 180" 


BNC MALE WITH MOLDED STRAIN RELIEF ONE END ONLY 
Same as 2294-C with one end only. PartNo. Length 


LEER Ee emere RATING: 500 VRMS Max., +50°C («122'F) Max. 5266-C-60 50 


CABLE TYPE: 500, RG58C/U, .195" 0.0. 


BNC MALE RIGHT ANGLE CONNECTOR 


WITH MOLDED STRAIN ВЕПЕЕ EACH END Like 2249-C wirh right angle. Part No. Length 
RATING: 500 VRMS Мах, +50° C (+122'Е) Мах и, 
CABLE TYPE: 500, RG58C/U, .195' 0.0. 4276-C-36 56 
BNC MALE WITH MOLDED STRAIN RELIER 
EACH END, ON RETRACTILE (COILED) CORD . Рай №. Length 
RATING: 270 VDC-90 VAC cont. duty, +50°C (+122°F) Max. АЙТЫБ ШО 
CABLE TYPE: Shielded microphone cable 4487-60 60" 
4487-12 72 
BNC MALE WITH MOLDED STRAIN RELIEF ON 
RETRACTILE (COILED) CORD, ONE END ONLY RATING: 270 VDC-90 VAC cont. duty, +50°C (+122°F) Max. meas tenon 
CABLE TYPE: Shielded microphone 5260-60 60" 
5260-72 77 
BNC MALE TO BNC FEMALE, WITH MOLDED STRAIN RELIEF PartNo. Length 
4524-0-12 17 
Use to extend BNC cables. | | 4524-6-24 24 
RATING: 500 VRMS Max., +50°C (+122°F) Max. 4524-C-36 36’ 
i А 4524-С-48 15 
CABLE ТҮРЕ: 500 RG58C/U, .195" 0.0. (o ess 
BNC FEMALE WITH MOLDED STRAIN RELIEF EACH END, P 
50 OHM CABLE { А ; Part №. Length 
RATING: 500 VRMS Max., +50°C (+122°F) Мах. 4277-С-12 12 
m E CABLE TYPE: 500, RG58C/U, .195' 0.2. 4277-C-24 26 
В то x 
4277-С-48 48" 
Model 4530 ВМС Male To Double Banana 4271-6-60 60 


Plug. Banana plug features one-piece 
heat-treated beryllium copper spring for 
long life. Spring swaged in brass body for 

high spring retention 


BNC MALE WITH MOLDED STRAIN RELIEF TO 
MULTI-STACKING DOUBLE BANANA PLUG 


BNC MALE WITH MOLDED STRAIN RELIEF TO 
MULTI-STACKING BANANA PLUGS 


Length RATING: 500 VRMS Max., +50°C (122%) Max. Part No. — Length 


RATING: 500 VRMS Max., +50°C (*122'F) Мах. 


CABLE TYPE: RG58C/U, .195'0.D. Part No. 
4530-C-18 18 : ” 5268-6-12 12 
4530-024 24° CABLE TYPE: RG58C/U, .195” 0.0. 5268-C-24 26 
4530-C-36 36 => 5268-6-36 36 
4530-С-48 48" 5268-6-48 45 
4530-6-60 60 5268-C-60 60 
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Model 2256 Туре “М” Male patch 
cord for use at high frequency, 
features low loss. 


BNC MALE 50 OHM CABLE Part Hi; zl 
5697- L 
Same quality construction as 2249-C without molded strain relief. 3091-24 A 
RATING: 500 VRMS Мах, «80'C (176'F) Max. p x 
CABLE TYPE: 500, RG58 type .195" 0.0. 5697-60 60" 
5697-72 72" 
5697-120 120" 
BNC MALE 50 OHM CABLE Clamp nut and silicone gasket seal out moisture. Gold Pomona PartNo. Length 
*FIELD SERVICEABLE CONNECTOR plated center conductor and Teflon® insulation assure 90445 "BNC-C-8 18 
premium performance BNC-C-24 24 
RATING: 500 VRMS Max., +80°C (+176°F) Max. CHER pa 
CABLE TYPE: 500, RG58C/U, .195" 0.0. BNC-C-60 60" 
BNC MALE, ONE END ONLY 50 OHM CABLE 
“FIELD SERVICEABLE CONNECTORS RATING: 500 VRMS Мах, +80°C (+176°F) Max. PartNo. Length 
CABLE TYPE: 500, RG58C/U, .195" 0.D.. 1661-C-60 60" 
BNC MALE TO SMA MALE 50 OHM TEFLON 
INSULATED CABLE RATING: 335 VRMS Мах, +165°C (+329°Е) Max. PartNo. — Length 


CABLE TYPE: RG316/U, .098" 0.0. 


4935-BB-24 24 
4935-ВВ-48 48“ 
4935-ВВ-60 60" 


Part No. 
4846-K-24 
4846-K-48 
4846-K-60 


Model 4846 SMA S 


4846-BB-48 
Male patch cord. 50 Ohm % 


4846-BB-60 


Cable Type 


500, RG174/U, .100* 0.0. 
Rating +85°С Max. 


4846-BB-24 500, RG316/U, .098" 0.0. 
Rating +200°С Max. 


Length 


impedance coaxial cable ` 
allows testing at frequencies 
up to 12.4 GHz. 


4846-X-24 
4846-X-48 
4846-X-60 


500, RG142B/U, 100" 0.0. 
Rating 4200" C Max. 


RATING: +200°C («392'F) Max. 
CABLE TYPE: 500, RG142B/U, .195" 0.0. 


Part No. 

5058-X-12 
5058-X-24 
5058-X-36 
5058-X-48 
5058-X-60 


Length 
12" 
24" 


RATING: 1000 VRMS Max., +80°C (+176`Е) Max. 90124 


CABLE TYPE: 500, RG 214/U, .425" 0.0. 


Part No. 

1658-T-18 
1658-T-24 
1658-T-36 
1658-T-48 
1658-T-60 


Length 
18" 


ACCESS 


RATING: 1000 VRMS Max., +165°C (+329°F) Max. 90135 


CABLE TYPE: 500, RG142B/U, .195" 0.D. 


Part No. 

2256-X-24 
2256-X-36 
2256-X-48 
2256-X-60 


ACCESS 


RATING: 1000 VRMS Max., +80°C (4176'F) Max. 90263 


CABLE TYPE: 50, RG214/U, .425" 0.0. 


Part No. 

4496-T-18 
4496-T-24 
4496-T-36 
4496-T-48 
4496-T-60 


BNC MALE TO ТҮРЕ ‘N’ MALE 50 OHM CABLE 


BNC MALE TO BNC MALE RIGHT ANGLE 50 OHM CABLE 


RATING: 500 VRMS Max., +80°C (+176°Е) Max. PartNo. Length RATING: 500 VRMS Max., +80°C (+176°F) Max. PartNo. Length 
CABLE TYPE: 502, RG58C/U, .195" 0.0. 1366-С-24 24 CABLE ТУРЕ: 500, RG58C/U, .195" 0.0. 1383-С-18 18 
1366-C-36 36" 1383-6-24 24 
1366-C-48 45 1383-C-36 26 
1383-C-48 16 
1383-C-60 60" 
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Model 2BC-BNC BNC Male to Multi-Stacking Double Model 5187 Minigrabber® Test Clips 
Banana Plug. RG58C/U cable provides double To BNC Male. Test Clips feature gold- 
banana plug with fatigue-resistant beryllium copper plated, beryllium copper contacts, nylon 

spring swaged in nickel-plated brass body for high insulation. Crimp BNC Male features the 

spring retention. same construction as Model 2249-C. 


BNC MALE TO MULTI-STACKING DOUBLE BANANA PLUGS 


RATING: 500 VRMS Max., +55°C (+131?) Max. Part No. Length 
CABLE TYPE: RG58C/U, .195° 0.0. 2BC-BNC-36 36” 


BNC MALETO TNC MALE 50 OHM CABLE Part No. Length 


| г | RATING: 500 VRMS Мах, +80°C («176'F) Max. BEDA € 
lle—— ZZ CABLE TYPE: 500, RG58C/U, .195" 0.2. 1948-C-36 236 
: 1948-С-48 48’ 
1948-C-60 60" 
BNC MALE WITH MOLDED STRAIN RELIEF Part No Cable T 
® А уре Length 
ТО MICROGRABBER'" TEST CLIPS 477-624 — R6580/0.195'0D. — 24 —- 
4111-048 r3 
RATING: 45 VAC, 70 VDC Max., 4777-C-60 60" 
#9070 (#1227), Мах 4117-24 — 851740), 10700. 24 
- 4777-K-36 36' 
4777-К-48 48" 
4777-К-60 60" 
BNC MALE WITH MOLDED STRAIN RELIEF PartNo. Cable Type — Length 
TO MINIGRABBER* TEST CLIPS 3187 C24 RG 580/0, .195° 0.0. A 
RATING: 45 VAC Max., 5187-C-48 48" 
+50°C (+122°F) Max. 5187-C-60 60 
5187-K-24 86 174/0, 100" O.D. 24" 
5187-K-36 36" 
5-1 5187-K-48 48° 
5187-K-60 60" 


BNC MALE WITH MOLDED STRAIN RELIEF TO SMD GRABBER® TEST CLIPS 


RATING: 45 VAC, 70 МОС Мах, +50°C (+122°F) Max. eT Length 
| CABLE TYPE: RG174/U, .100" 0.0. 5304-K-36 36" 


BNC MALE WITH MOLDED STRAIN RELIEF TO MAXIGRABBER® TEST CLIPS Part No. 
: қ 4648-6-24 24 
анны. > ЖЕН RATING: 45 VAC Max., «5076 (122?) 4648-C-36 36 
i і 4648-6-48 48’ 
= CABLE TYPE: RG58C/U, .195" 0.0. 4648-(-80 60" 


BNC MALE WITH MOLDED STRAIN RELIEF TO 


Part No. Length 


í ` 4531-0-18 18 
4531-C-24 24’ 
— - RATING: 45 VAC +50°C (+122°F) : 4531-C-30 30 
- rs CABLE TYPE: RG58C/U, .195* 0.0. : aX 
: 222% 4531-6-60 60 
BNC MALE WITH MOLDED STRAIN RELIEF TO MIN )R9 TEST СІ PartNo. Length 
а 4532-С-18 18° 
RATING: 45 VAC Мах, +50°C («122'£)Max. < |o a 
E CABLE TYPE: RG58C/U, 195" 0.0. 4532-C-36  36' 
ida 79390 4532-C-48 48 
4532-0-60 60" 
ВМС MALE WITH MOLDED STRAIN RELIEF TO SQUARE PIN RECEPTACLES — m 
4945-K-18 18" 
RATING: 500 VRMS Max., +50°C («122'F) Max. 4945-K-24 24" 
: 4945-K-36 36 
CABLE TYPE: RG174/U, .100° 0.0. 4945-К-48 48° 
WIRE: 22AWG 4945-K-60 60 
BNC MALETO STACKING PIN TIP PLUGS BNC MALETO MINIGRABBER® TEST CLIPS 
RATING: 500 VRMS Max., +50°C (+122°F) Max. PartNo. Length RATING: 45 VAC Max., +50°C (+122°F) Max. Part No. Length 
CABLE TYPE: RG58C/U, .195* 0.0. 2882-C-18 18° CABLE TYPE: RG58C/U 3787-C-18 18" 
2882-C-24 24" 3787-C-24 24" 
2882-C-36 36 3787-C-36  36' 
2882-C-48 48° 3787-C-48 48° 
2882-C-60 60 3787-C-60 60 
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Model 2708 Test Lead Holder 
quickly mounts on any vertical 
surface to hold and organize cable 
assemblies for easy selection. 


BNC MALE WITH MOLDED STRAIN RELIEF 
TO RETRACTABLE SHEATH BANANA PLUGS 


үл 


BNC MALE WITH MOLDED STRAIN RELIEF 
TO MINIPINCER? TEST CLIPS 


RATING: 45 VAC Max., +50°C (+122°F) Max. 
CABLE TYPE: RG58C/U, .195" 0.0. 


TEST LEAD HOLDER 


MULTESTACKING DOUBLE BANANA PLUG CABLES 
RATING: 1400 VRMS: +50°C (+131'Е) Max. 


Ideal for use with binding posts. 
RATING: 500 VRMS Max., +50°C (+122°F) Max. 
CABLE TYPE: RG58C/U, .195" 0.0. 


Model 3786 Minigrabber? Test Clips To 
Double Banana Plug. Minigrabber ? 
Test Clips provide mill-hardened beryl- 


Model 1368 Stacking 
Banana Plugs To Double 
Banana Plug is available in 
18" to 60" cable lengths. 


Рап No. Length. 
5343-6-12 12" 


5343-C-60 


Part No. 


5423-C-18 18" 
5423-6-24 24 
5423-6-36 
5423-6-48 
5423-6-60 60" 


MODEL Color Мах. Cable Dia. Мо. Of Slots 
1508 Orange 210" 14 
4408 Black 320" 10 
2708 Blue 450" 9 


MULTE-STACKING DOUBLE BANANA PLUG, ONE END ONLY 
RATING: +55°C (+131°F) Max. 


--- 


lium contacts апа gold plating for low Part No. Cable Type Length 
Part No. Cable Type Length h j p 
ВАТЕ Tho Conductor Twisted ТЯ contact resistance and long life. 1326-A-60 Jo Е ono Twisted 60" 
2B ce een, 7 1326-C-60 ^ — RG58C/U, 495 OD. 60 
2BA-48 4g рМм— 
me MULTI-STACKING DOUBLE BANANA PLUG TO 
2BB-24 Microphone Cable 24" MINIGRABBER" TEST CLIPS 
Fr ja RATING: 45 VAC: +50°C (+122°F) Max. 
2BB-60 60" CABLE TYPE: RG58C/U, .195" 0.0. Part Мо. Length 
2BC-18 RG580/U, 195 0D. — 18 SELMA D 
280-36 © 3786-С-36 26: 
СН po 3786-С-48 48’ 
Pe pa 3786-C-60 60 


MULTI-STACKING DOUBLE TO MULTI-STACKING 
SINGLE BANANA PLUGS 


RATING: 300 VRMS, +50°C (+122`Е) Max. 


CABLE TYPE: Two Conductor Twisted Pair, 
18 AWG, .250" 0.0. 


RATING: 1000 VRMS, +55°C (+131°F) Max. 


CABLE TYPE: 2 Cond. Shielded Twisted 
Pair .231" 0.0. 


PartNo. Length 


1368-A-18 18" 
1368-A-24 24 
1368-A-30 30 
1368-A-36 36 
1368-A-48 48% 
1368-A-60 60" 


Part No. Length 
1167-18 18" 


48" 
1167-60 60" 


MINIATURE DOUBLE BANANA PLUG, EACH END 


P x 


CABLE TYPE: RG174/U, .100" 0.0. 


Part No. 

2247-K-12 
2247-K-24 
2247-K-36 
2247-K-60 


Length 
12" 
24" 
36" 
60" 


т 
MULTI-STACKING DOUBLE BANANA PLUG EACH END, 


ON RETRACTILE (COILED) CORD 


ME mmm Сі 
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Extended 
Length 
48" 
60" 
72" 


Part No. 
3864-48 
3864-60 
3864-72 
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Coaxial Cable Assemblies and Breakouts 


Model 3027 Minigator 
Clips To Miniature 
Double Banana Plug. x 
Clips feature nickel-plated 
steel alligator clips and durable 
vinyl boots. 


Model 2239 
Single Stacking 
Banana Plugs Each 


DOUBLE BANANA PLUG TO ALLIGATOR TEST CLIPS 


End features polypropy- 
lene-insulated ground plug. 


Two Cond. 
Twisted Pair 500, RG58C/U Length 
2BA-AL-18 2BC-AL-18 18" 
RATING: 2BA: 300 VRMS 2BA-AL-24 2BC-AL-24 24" 
2BA-AL-30 2BC-AL-30 30" 
250. 1400 УЕМ 2BA-AL-36 2BC-AL-36 36" 
+50°C (*122'F) Max. 2BA-AL-48 2BC-AL-48 48" 
2BA-AL-60 2BC-AL-60 60" 
DOUBLE BANANA PLUG STACKING PIN TIP PLUGS PartNo. Length 
2BC-PP-18 18 
CABLE TYPE: RG58C/U Insulated Solid елор ч [a 
- Conductor, .242" 0.0. 2BC-PP-48 48 
2BC-PP-60 60” 
DOUBLE BANANA PLUG ТО MINIGATOR TEST CLIPS Two Cond. 
Twisted RG58C/U Length 
BER 2BA-MG-18 2BC-MG-18 18" 
RATING: 2ВА: 300 VRMS ZBA-NG-24 2BC-M6 24 
ARA mr — 0r 
o, ° А- E Ж el г 
өзімін 2BA-MG-48 2BC-MG-48 48" 
2BA-MG-60 2BC-MG-60 60" 
DOUBLE BANANA PLUG TO MICROGRABBER® TEST CLIP PartNo. Length 
RATING: 45 МАС, +50°C («122'F) Мах гаа 5 
— CABLE TYPE: RG174/U, .100 0.0 4768-К-48 48 
- 4768-K-60 60° 


MULTI-STACKING BANANA PLUGS, TWO EACH END 


RATING: 1400 VRMS, +55°C («131'F) Max. 
CABLE TYPE: RG58C/U, .195* 0.0. 
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MINIGATOR CLIPS/MINIATURE DOUBLE BANANA PLUGS 


"adl — NN 


RATING: 45 VAC, +50°C («122 F) Max. 


Part No. Length 


2239-C-24 
2239-C-36 
2239-C-48 
2239-C-60 


Part No. — Length 


Length 


CABLE TYPE: RG174/U, .100" 0.0. 3027-K-24 24 
MULTESTACKING DOUBLE BANANA PLUG TO MINIATURE DOUBLE BANANA PLUG "тшше 
- RATING: 1000 МОС, +55°C (+131°F) Мах. o ES 
ШЭ кенинин “ЖШ CABLE ТҮРЕ: 500, RG174/U, .100" 0.2. 2443-К-48 45 
2443-K-60 60 
MULTI-STACKING DOUBLE BANANA PLUG TO MINIPINCER® TEST CLIPS Part No. Length 
: RATING: 45 VAC, +50°C (+122°F) Max. pe гм 
5422-C-48 18 
CABLE TYPE: RG58C/U, 195° 0.0. 5422-0-48 47 
BNC MALE TO UHF MALE, MOLDED STRAIN RELIEF Part No. Length 
1367-0-18 15 
RATING: 500 VRMS Мах, +50°C (+122°F) Max. 1387-04 24 
CABLE TYPE: 500, RG58C/U, .195: 0.0. a E 
1367-C-60 60° 
ОНЕ MALE WITH MOLDED STRAIN RELIER EACH END әш Jam 
UHF-C-18 18” 
RATING: 500 VRMS, +50°C («122'F) Мах. UHF-C-24 24° 
UHF-C-36 26 
CABLE TYPE: 500, RG58C/U, 195" 0.0. UHF-C-38 36 
UHF-C-60 — 60 
кете RG 174/U RG 316/U RG 1428/0 
нии < 1528-88-24 4528-Х-24 
4528-К-48 4528-ВВ-48 4528-Х-48 
4528-K-60 4528-88-60 4258-X-60 
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Coaxial Cable Assemblies and Breakouts 


Model 4279 Miniature Phone Plug Each 
End provides miniature 3-conductor phone 
plugs with PVC insulation and 2-conductor 
shielded 22 AWG. Use with equipment that 
has Bantam style jacks. 


| L | RG 174/0 RG 316/0 Вб 142B/U Length 
= : 4814-K-24 4814-BB-24 4814-Х-24 24" 
= 4814-K-48 4814-BB-48 4814-X-48 48" 
4814-K-60 4814-BB-60 4814-X-60 60" 
MALE RIGHT ANGLE 50 OHM CABLE, EACH END 
oh 3 Вб 174/U RG 316/U RG 142B/U Length 
шш 4813-К-24 4813-ВВ-24 4813-Х-24 24" 
s Emo x 4813-K-48 4813-BB-48 4813-X-48 48" 
ЕЕ 3 4813-K-60 4813-BB-60 4813-X-60 60" 
ез жз 
TRIAXIAL MALE TO THREE Ln қап 
ALLIGATOR TEST CLIPS — Mold BN 
s е е 4725 2140 Triax. 
RATING: 45 МАС, +50°C (+122°F) Max. 53423 Lug Tax 
TRIAXIAL 2 LUG MALE EACH END, TWINAXIAL CABLE PartNo. Length 
1 Я z 3581-CC-18 18" 
RATING: 500 VRMS, +80°C (+176°Е) Мах. 3581.СС.24 24 
Triaxial 2 lug male, each end, twinaxial cable 3581-CC-36 36' 


3581-CC-48 48" 
3581-CC-60 60" 


PartNo. Length 


RATING: 500 VRMS Max. 5054-36 36" 
5054-60 60" 


PartNo. Length 


че RATING: 500 VRMS Max. 5223-36 36" 
ui 5223-60 60" 


WE-310 PHONE PLUG TO DOUBLE PLUG BALANCED LINE 
Part No. Length 


RATING: 500 V Peak, +55°C (+131°F) Max. 2977-36 36 — 
CABLE TYPE: 2 Cond. Shielded Microphone, .180" 0.0. e в 


MINIATURE PHONE PLUG TO DOUBLE PLUG BALANCED LINE 
Part No. Length 


RATING: 500 V Peak, +55°C (+131°F) Мах. 428136 — 36 — 

CABLE TYPE: 2 Cond. Shielded Microphone, .180" 0.0. 4281-48 48" 

Fits equipment with Bantam style jacks. 4281-60 60 
MINIATURE PHONE PLUG TO ALLIGATOR TEST CLIPS 

RATING: 45 VAC, +50°C (+122°Е) Max. Рай No.__Length_ 

CABLE TYPE: 2 Cond. Shielded Microphone, .180: 0.0. мы. 


Fits equipment with Bantam style jacks. 


WE-310 PHONE PLUG TO TO ALLIGATOR TEST CLIPS 
Part No. Length 


RATING: 45 МАС, +50°C (+1227) Max. 3352-А-26 36 
CABLE TYPE: Two Conductor Twisted Pair, .250 0.0. жи 


WE-310 PHONE PLUG PATCH CABLE Shielded 
UM Lay sd T 
ч ACCESS Twisted Pr. ic. Cable eng 
балында ЛЕ 90160 2524-0-18 2524-18 18" 
CABLE ТҮРЕ: 2 Cond. Shielded 2524-A-24 2524-J-24 24" 
Twisted Pair, .231“ 0.0. or 2 Cond. 2524-A-36 2524-J-36 36" 
Twisted Pair 2524-A-48 2524-J-48 48" 
2524-А-60 2524-1-60 60" 
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Coaxial Cable Assemblies and Breakouts 


Model 4778 Micrograbber® Test Clips To 
Miniature Phone Plug are ideal for testing small 
leads in confined spaces. Miniature phone 
plug is brass 3-conductor with PVC insulation. 
For use on equipment with Bantam style jacks. 


WE-310 TO MINIATURE PHONE PLUG, TWO CONDUCTOR CABLE 


|| RATING: 300 VRMS, +50°C (+122) Max. 


CABLE TYPE: 2 Cond. Shielded Twisted Pair Microphone, Part No. Length 


4280-36 36" 
e Fits equipment with Bantam style jacks and WE-310 jacks. Rowe p 
MINIATURE PHONE PLUG, EACH END, TWO CONDUCTOR CABLE Part No. Length 
RATING: 300 VRMS, +50°C (4122'F) Max. DEA 
CABLE ТҮРЕ: 2 Cond. Shielded Twisted Pair, .250" 0.0. ge рд 
» Fits equipment with Bantam style jacks. 4279-60 67 
MINIATURE PHONE PLUG TO MINIGRABBER® TEST CLIPS 
RATING: 45 VAC, +50°C (+122°F) Max. Pomona part No. Length 
CABLE TYPE: 2 Cond. Shielded cable, .180" 0.0. 90295 5019-60 60" 
• Fits equipment with Bantam style jacks. 
MINIATURE PHONE PLUG TO MICROGRABBER® TEST CLIPS 
RATING: 45 VAC, +50°C (+122°F) Max. Pomona Part No. Length 
CABLE TYPE: 2 Cond. Shielded cable, .180" 0.0. 90277 4778-60 60" 
* Fits equipment with Bantam style jacks. 
WE-310 PHONE PLUG TO MINIGRABBER® TEST CLIPS 
RATING: 45 VAC, +50°C (+122°F) Max. Part No. Length 
CABLE TYPE: 2 Cond. Shielded twisted pair cable 4812-J-60 60 


* Fits equipment with WE-310 (PJ-051) telephone jacks. 


WE-310 PHONE PLUG TO THREE ALLIGATOR TEST CLIPS 


RATING: 45 VAC, +50°C (+122°F) Max. Part No. Length 
CABLE TYPE: 2 Cond. Shielded twisted pair cable 51514-36 36" 
* Fits equipment with WE-310 (PJ-051) telephone jacks. 


PHONO PLUG, EACH END Putte, isi 
RATING: 500 VRMS, +50°C (+122°F) Max. S02 K-18 18 

Geen. _.==03Ge CABLE TYPE: 500, RG174/U, .100" 0.0. EIN x 
5092-К-48 487 


РНОМО PLUG TO ВМС MALE WITH MOLDED STRAIN RELIEF Pardo. (ой 


u RATING: 500 VRMS, +50°C (4122'F) Max. ЕН aa 
= CABLE TYPE: 750, RG59B/U, .242" 0.0. 4963-E-48 — 48' 
4963-E-60 60 
BNC FEMALE TO STACKING PIN TIP PLUGS 
Overall Length: 7.0" Моде! 
RATING: 500 VRMS, +55°C (+131'Е) Max. 3221 
BNC MALE TO MULTLSTACKING BANANA PLUG 
Overall Length: 7.0” Model 
RATING: 500 VRMS, +55°C («131'F) Max. 3957 
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BNC FEMALE TO MULTI-STACKING BANANA PLUGS 


Model 3073 BNC 
Female To Multi- 
Stacking Banana 
Plugs simplifies circuit 
connections. Features Model 
gold-plated beryllium Model _ 
copper center contact. 3073 


Overall Length: 7.0” 
RATING: 500 VRMS, +55°C (+122°F) Мах. 


BNC MALE TO 20 AWG LEADS 


Overall Length: 7.0” 


RATING: 500 VRMS, Model | 
+55°C (+131°F) Max. 4970 


BNC FEMALE TO 20 AWG LEADS 


a 


BNC MALETO ALLIGATOR TEST CLIPS 


Overall Length: 7.0” 


RATING: 500 VRMS, Mone 
+55°C (4131'F) Мах 9 


Overall Length: 7.0" 


RATING: 45 VAC, +50°C 
(*122'F) Max. 


Model Clip Type 


2885 Alligator Clips 
2886 Minigator Clips 


BNC FEMALE TO MINIATURE STACKING BANANA PLUGS 


Overall Length: 7.0" 


RATING: 500 VRMS, +55°C Model _ 
(81317) Max. 3966 


BNC MALE TO STACKING PIN TIP PLUGS 


Model 
Overall Length: 7.0" 3901 
RATING: 500 VRMS, 
+55°C (+131°F) Мах 
BNC MALE TO MICROGRABBER? TEST CLIPS 
Overall Length: 7.0" 
RATING: 45 VAC, +55°C Model 
(ғ131%) Max. 5189 
BNC FEMALE TO MINIGRABBER® TEST CLIPS 
== Overall Length: 7.0" 
RATING: 45 VAC, +55°C Model _ 
(+131°F) Max. 3788 


Coaxial Cable Assemblies and Breakouts 


Model 3789 BNC Male To Minigrabber® Test 
Clips. Molded breakout converts a coaxial 
cable with a BNC Female to a test cable 
with clips. Test Clips feature gold-plated 
beryllium copper contacts. Nominal 
impedance of 50 Ohms (BNC Male 


BNC FEMALE TO MICROGRABBER® TEST CLIPS 


Overall Length: 7.0" 


Model 

RATING: 500 VRMS, 5188 . 

+55°C (+131°F) Max. 
BNC MALE TO MINIGRABBER® TEST CLIPS 

Overall Length: 7.0" 

RATING: 500 VRMS, Model | 

+55°C (+131°F) Max. 3789 
BNC FEMALE TO ALLIGATOR TEST CLIPS 

Overall Length: 7.0" 

RATING: 45 VAC, +50°C 

эй (+122'Е) Мах. 
Model Clip Type 


2630 Alligator Clips 
2631 Minigator Clips 


BNC FEMALE TO SMD GRABBER® TEST CLIPS 


Overall Length: 7.0 Model 


RATING: 45 VAC, +55°C 
(8131%) Max. 5305 


BNC FEMALE TO .025 SQUARE PIN RECEPTACLES 


Overall Length: 7.0" 


RATING: 500 VRMS, Model | 
+50°C (+122°F) Max. 5069 


a 
BNC FEMALE TO #8 SPADE LUGS 


Overall Length: 7.0" 


RATING: 500 VRMS, SUM. 
+50°C (4122'F) Max. 5051 


BNC MALE TO MINIATURE STACKING BANANA PLUGS 


Overall Length: 7.0" 


RATING: 500 VRMS, Model | 
+55°C (+131°F) Max. 4815 


BNC MALE TO SMD GRABBER® TEST CLIPS 


Overall Length: 7.0" 


RATING: 45 VAC, +55°C Motel 
(%131%) Max. 
iy 
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... Panel Receptacle 
See page 48. 


Making Connections АР 
Your Way Wherever ә АА < Straight Cord 


See page 49. 


You e : BNC Male To Stackable 
А | Я CUM" ------------------------ Binding Posts 


Whether you make your own cable SEDES IN 
assemblies or just need a reliable adapter, Within Series Adapter 
Pomona Coaxial Connectors, Adapters and — WEE 0000 See page 45. 

Kits have what you're looking for. Offered in 

all styles and combinations, Pomona coaxial -— ! = BNC Feed-Thru 
connectors and adapters support Binding Post, Double + А © со ds 
Banana Plug, BNC, N, SMA, TNC and UHF ve dd 


connections. 


Versatile BNC adapter kits include all the 
connections and terminations you'll need, packaged 
in a lightweight, foam-padded carrying case that's 
handy in the lab and easily portable for field service. 
Coaxial adapter kits combine the right combinations 
of adapters for specific applications, or offer deluxe 
assortments designed to work in almost any 
applicaton. Choose from a wide range of kits, or 
select individual connectors and adapters to suit 
your immediate needs. Whichever way you go, 
Pomona Coaxial Connectors, Adapters and Kits 
assure reliable performance and long service life. 


Coaxial Connectors With 
A Heart Of Gold 


Ensuring the highest connection integrity and reliability, 
Pomona Coaxial Connectors feature gold-plated center con- 
tact pins and PTFE dielectrics. Insulated in 


Pomona's BNC Adapter 


"th a tarnish-resistz “се < BNC Within Series Adapter 
Teflon with a tar nish-resistant brass shell, Kiste А ыйа чы a 
Pomona Coaxial Connectors are typically convert BNC Male to Female, 

EP ^ , ЕЎ to split signals, ог to connect 
rated at 500 VRMS, with attenuators providing two or more cables together. 


See page 45. 


3 - 20 dB, 50 Ohm signals. See page 48. 


Versatile BNC To Banana Plug 
à And Binding Post Adapter Kit. 
À Includes all the connectors and 
А terminations for a complete test 
cable set. Includes durable, 
hinged plastic carrying case. 
See page 44. 


Universal Adapter Kit Other Kits Available: 
Equipping you to handle almost any BNC 50 Ohm Attenuator Kit. 
connector combination, Pomona s See page 47. 
Universal Adapter Kit includes male and female P 
BNC, TNC, SMA and N adapters, with four intermedi- СНИ" 


ate couplers, double banana plugs апа jacks. Includes 
foam-padded carrying case. 
See page 46. 


Model 3787 Minigrabber? Test Clips To BNC Male. Minigrabber® 
Test Clips offer gold-plated beryllium copper contacts for low 
Contact resistance and durability. Included in Fluke and General 
Use Coaxial LAN Test Kits. See page 36. 


Coaxial LAN Test Kits 
That Simplfy Network 
Diagnostics. 


Pomona's Coaxial LAN Test Accessory Kits are your passports 
to any coaxial LAN installation for fast, efféctive troubleshoot- 
ing, installation or repair operations. These versatile assort- 
ments of cables, breakouts, termination plugs and 
adapters equip you to test virtually any. coaxial seg- 
ment for quick diagnosis and repair. Includes padded 
carrying case to hold and organize your. LAN test 
accessories for quick selection on the job. Available їп 
General Use and Fluke LAN Test versions. 


Fluke LAN Test Accessory Kit. See page 13 
General Use LAN Test Accessory Kit. See page 45 


7 Model 4108 BNC 50 Ohm Attenuators. Designed 
for use with pulse, microwave or UHF instruments. 
50 Ohm metal film resistor. Deposited nichrome over 
ceramic core. 2 Watt T-Pad network. Available with 

attenuation from 3 dB to 20 dB. See page 47. 


Within Series Adapters 
support a variety of 
coaxial combinations «to 
make setups quick and. 
_ easy. 


It Easter 


ES 


Kits Make 


ERSTE 


Maxi-Universal Adapter Kit. m 
You have an adapter to suit any sit- 
uation with Pomona's comprehen- 
sive Maxi-Universal Adapter Kit. 
Includes adapters to suit virtually all 
connector styles, including BNC, 
TNC, SMA, М, ОНЕ Mini ОНЕ Е and 
RCA. Includes six intermediate 
couplers, double banana plug, 
double banana jack and one 
tee sampler. See page 46 


Industry's Most Popular 
BNC Cable Puts It All 
Together. 
Pomona cables with 
molded strain relief 
resist damage from 
bending, flexing or 
twisting. Weatherproof 
г” сеа! between cable and 
connector ensures reliability 
» П a range of environments. 


“бу See page 34. 


% 


Expand your interrconnection 
capabilities with Pomona 
Boxes in standard and 
connectorized styles. 
See page 76. 


Coaxial Connectors, Adapters and Kits 


BNCTO BANANA PLUG AND BINDING POST ADAPTER KIT 


An assortment of many of Pomona's 
most popular BNC adapters. 


Kit contains one each: 
BNC Female to Stacking Double Banana Plug 
BNC Male to Stacking Double Banana Plug 
BNC Male to Stackable Binding Posts 
BNC Female to Stackable Binding Posts 
BNC Female to Female 
BNC Male to Male 
Model 


5510 


BNC FEMALE TO DOUBLE STACKING BANANA PLUG 


RATING: 500 VRMS Max., 
3507 (4122'F) Max. 


Model 
1269 


BNC MALE TO DOUBLE STACKING BANANA PLUG 


RATING: Operating Voltage Model 
500 VRMS Max., *50'C 
(«122'F) Max. 1270 


BNC MALE TO STACKABLE BINDING POSTS 


BNC FEMALE TO STACKABLE BINDING 
POSTS 


X 


RATING: 500 VRMS Max., 
3507 (4122'F) Max. 


Model 
1296 


RATING: 500 VRMS Max., 
+50°C (+122°F) Max. 
Model 
1452 
Model 1452 Binding Posts To BNC Female 
permits single or double banana plugs to be 


used with equipment having BNC Male. Cross holes 
(.166" dia.) in body provide access with banana plugs. 


1/4" PHONE JACK TO DOUBLE STACKING BANANA PLUG 


RATING: 500 VRMS Мах, Model 
35070 (+122°F) Max. EU 
BNC MALE WITH BINDING POST 
RATING: 500 VRMS Max., Model 
+11576 (+239°F) Max. 3430-* 


*STD COLORS: -0 black, -2 red 


BNC MALE TO 1/4" PHONE JACK 


Model 
4043 


RATING: 500 VRMS, 
+125°C («257'F) Max. 


Pomona’ 


Model 1269 BNC To Double Banana Plug 
permits BNC Male cables to be used with 
equipment having banana jacks or binding 
posts. Ideal for adapting laboratory DMMs, 
power supplies and calibrator inputs to 
coaxial cables. 


MINIATURE PHONE JACK TO WE-310 PHONE PLUG 
Use cords with Bantam style 


lugs on equipment with 
WE 10 Jacke. Es 
RATING: 500 V Peak 
BNC FEMALE TO SINGLE BANANA PLUG 
RATING: 500 VRMS, Model 
+50°C (+122F) 1894 


BNC МАГЕТО ISOLATED BINDING POSTS WITH TERMINALS 


Use to make your own 

attenuator, balun, or filter. 
$ RATING: 500 VRMS, +55°C 
LE? (#137?) Мах. 


Model 
1469 


BNC FEMALE TO WE-310 PHONE PLUG 


RATING: 500 V Peak, 
+50°C (*122'F) Max. 


Model 2798 ^ 


BNC Female Model 


permits BNC Male to b 2198 
used with equipment 
having three-circuit phone 
jacks. Readily adapts 
equipment to available 
BNC coaxial cables. 


BNC FEMALE TO MINIATURE PHONE PLUG 
Convert Bantam style 
jacks to BNC. 


RATING: 500 V Peak, 
+50°C (+122°F) Max. 


Model 
4719 


BNC FEMALE TO 1/4" PHONE PLUG 
Convert 2 conductor audio 
jacks to BNC. 


RATING: 500 VRMS Max., 
+125°C (4257°F) Max. 


Model 
1297 


BNC FEMALE TO TINI PLUG 


Convert 2 conductor 
audio jacks to BNC, 
Plug 0.0. .141" 


RATING: 500 VRMS Max., 
+125°C (+257) Max. 


BNC FEMALE TO PHONO PLUG 


BNC Center Contact: Model 

Gold plated 2957 

RATING: 500 VRMS Max., 

+102°C (+216) Max. Model 5319 ВМ 


Female To Phono 
Plug permits BNC 
Male to be used with 
equipment having 


BNC FEMALE TO PHONO PLUG 


phono jacks. Rated at 
BNC Center Contact: 500 VRMS. 
р E Nickel plated 
——| RATING: 500 VRMS Max., Model 
+102°C (216'F) Max. 5319 
BNC MALE TO PHONO JACK 
RATING: 500 VRMS Max., Model 
+125°C (1257 'F) Мах. 4054 
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Ротопа` Coaxial Connectors, Adapters and Kits 


COAXIAL LAN TEST ACCESSORY KIT 


An assortment of products to test.or troubleshoot coaxial cable local area networks. 


Kit contains: two 50 Ohm BNC Cables, Male:tó Male and Male to Female; 2 break-outs, ВМС (M) to 
minigrabbers® and ВМС (M) to minigators: 3 ВМС (M) termination plugs for 50, 75, and 100 Ohms 
impedance; 8 BNC and:type М adapters, BNC (F-F), BNC T (F-M-F), BNC Rt angle (M-F), BNC (М-М), 
BNC (F)/Type N (M), BNC (M)/Type N (Е), Туре М (F-F); and Туре М (М-М); and 2 Type М (M) termi- 
nation plugs for 50 and 75 Ohm impedance. 


Model 
6201 
ADDITIONAL PRODUCTS FOR COAXIAL LAN TESTING 
(а Моав/ 3840 BNC Resistor Terminated Male 
TYPE “N” MALE TERMINATOR PLUGS _ Plug is ideal for terminating coaxial lines. 1%, 
Watt, déposited carbon resistor. 3.5" bead 
9000990, RATING: Frequency Range DC to 500 MHz, chain with .14" dia. hole in-lug, Available in 50, 
[UU Power: 1W @ 70°C Max. 75, 93, 100 and.600 Ohms. Resistance value 
p 299 : marked.on white nylon anti-roll sleeve. 
%--” 2 Pomona FIR 
gd nm BNC MALE TERMINATOR PLUGS 
| 90237 4240- 50 
RATING: Frequency Range DC to 500 MHz, 
4240-75 75 Power 1.2 W @ 70°C Max 
4240-600 600 Resist 
| NEN қ S Pomona раң мо. 1 Ohms 
BNC ADAPTER КІТ 90210 3840-50 50 
3840-75 75 
Ап assortment of Ротопа 5 popular 3840-93 93 


BNC within series adapters. 


Kit contains one each: HEU 1ш 

BNC Female to Female 3840-600 600 

BNC T (Female/Female/Female) mia аы ш 
BNC T (Female/Male/Female) 
BNC Male to Male 

BNC Right Angle Male to Female 
BNC T (Male /Female/Female) 


Kit contains five BNC Male terminator plugs 
for 50, 75, 93, 100, and 600 Ohm impedence. 


Pomona 


SOROSA Model 
90341 5512 


Model 
5511 


Impedance 50 Ohms 
RATING: 500 VRMS Max. (except as noted), -65°C (-85°F) 10 +165°C (+329*) except as noted. 


3284 
Special Features 


BNC (f/f) 


90190 | BNC (m/m) 

90181 | BNC (f/m/f) 

90180 | BNC (ИИ) 

90282 | BNC (m/I/f) 3846 
90191 | BNC (f/m) Right Angle 

90216 | BNC (f/f) Hermetically Sealed (b) 

90215 | BNC (f/f) Isolated Ground (a) - 
90211 | “N” (И) = 
90212 | "№ (m/m) Operating 

90213 | "№ (f/m) Voltage 3841 3842 4956 
90286 | “N’(f/f) 1000 VRMS Max 

90298 | “№ (ИМ) 


TNC (f/f) 


5089 4940 


NOTES: (a) Mounting hardware is isolated from outer conductor of BNC. 
(b) Leakage rate less than 107 cc/sec of tracer gas at one atmosphere. 


_ Model 3283. BNC Female To Female 
Adapter features gold-plated center contacts 
па tarnish-resistant plated brass shell. Teflon 
sulated. Rated at 500 VRMS. 


in. 
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Coaxial Connectors, Adapters and Kits 


UNIVERSAL ADAPTER KIT 


Kit contains two each: BNC (m), BNC (f), 
TNC (т), TNC (f), SMA (m), SMA (f), “М” (m), 

"N" (f), four intermediate Couplers, one double 
Banana Plug and one double Banana Jack. 


Pomona 


Pomona Model 
90356 5698 


Pomona’ 


MAXI UNIVERSAL ADAPTER KIT 


Kit contains two each: BNC (т), BNC (f), ТМС m 

TNC (f), SMA (m), SMA (f), "N" (m). "N" (f), 

(т), UHF (Р), Mini UHF (т), Mini UHF (f), far m 

“F” (f), ВСА (m), RCA (f), six intermediate Couplers, 
one double Banana Plug, one double Banana Jack 

and one sampler. 


Pomona Model 
90361 5748 


For a complete list of replacement accessories - Pomona 90174 


COAXIAL ADAPTER CABLE 


| Make cable assemblies with any of the Рото omona Part No. Length 
2584 ЕЕ o adapters іп the universal adapter kits. 90362 574936 3 — 
~ O 6. RG 58C/U, 195° 0.0. 5749-72 72" 


BETWEEN SERIES ADAPTERS 


RATING: 500 VRMS Max., -65°C (-85'F) to +165°C (+325'F) (except as noted). 
Impedance: 50 Ohms (except as noted). 


Temp. Range 


Beryllium Copper Male 
Contact 


Phos. Bronze Contact -55'C (-67°F) to 
Nonconstant Impedance +85°C (+185 F) 


Nonconstant Impedance -55°C (-67°F) to 
+85°C (+185 Р) 


90183 


90182 


90214 


SMA ADAPTERS 
RATING: 335 VRMS Max., Impedance: 50 Ohms 


Pomona Description Model 4288 
90245 SMA (m) to BNC (m) 4288 
90247 SMA (m) to BNC (f) 4290 
90246 SMA (f) to BNC (m) 4289 
90248 SMA (f) to BNC (f) 4291 
90255 SMA (m) to type N (f) 4298 
90254 SMA (f) to type N (m) 4297 


90256 ЅМА (í) to type N (f) 4299 
90240 SMA (m) to (m) 4283 
90239 SMA (f) to (m), Rt. Angle 4282 
90241 5МА (f) to ж. 4284 
90242 SMA (f) to 4285 
90249 SMA (т)/Т d (m) 4292 
90251 SMA (m)/TNC (f) 4294 
90250 ^ SMA (f)/TNC (m) 4293 
90252 SMA (f)/TNC (f) 4295 
90253 SMA (m)/ Туре М (m) 4296 


4294 


3286 3844 


Model 4289 SMA to BNC Adapter 

meets MIL-A-55339 requirements. 

50 Ohm subminiature RF connectors are 

especially adaptable to microwave compo- 
nent applications such as couplers, dividers 

and mixers. Gold-plated beryllium copper shell. 


4291 


4284 4285 4292 


4295 4296 
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Ротопа` 


Model 4119 BNC Feed-Thru Termination is ideal for terminating 
pulse, microwave or UHF instruments in their characteristic 
impedance. Termination carbon film resistor, deposited over 
ceramic core, 2%, 2 Watt. Resistance value marked on 
white anti-roll sleeve. DC to 500 MHz frequency range. 


Coaxial Connectors, Adapters and Kits 


BNC FEED-THRU TERMINATION 


RATING: 2%, 2W Carbon film resistor 
Frequency Range: DC to 500 MHz, 


+102°C (+216°F) Max. 
a Q 
90228 4119-50 50 
4119-75 79 
4119-93 93 


4119-600 600 


BNC 50 OHM ATTENUATOR 


50 Q impedance. Metal film resistor attenuator 
RATING: 10 VRMs 2W @25°C 


Pomona ран №. dB 


4108-3dB 308 
WS 4108-6dB ^ 608 
4108-10dB 1098 
4108-14dB 1408 
4108-20dB 2008 


BNC RESISTOR ATTENUATOR 


Add series resistance to coaxial lines. 
1%, 2W, non-inductive film resistor. 
RATING: Frequency Range DC to 500 MHz, 


+102°C (+216°F) Max. 
Pomona Part No Q 
90262 4391-25 25 
4391-50 50 
4391-75 15 
4391-93 3 


9 
4391-600 600 


BNC 50 OHM ATTENUATOR KIT 


Kit contains five BNC 50 Ohm attenuators, 
one each of зав, 6dB, 10dB, 14dB and 20dB. 


Pomona Model 
90342 5513 


Model 4108 BNC 50 Ohm 
ttenuators. Designed for use with 
pulse, microwave or UHF instruments. 
50 Ohm metal film resistor. Deposited 
nichrome over ceramic core. 2 Watt T-Pad 
network. Available with attenuation from 

3 aB to 20 aB. 


BNC M/F WITH DC-BLOCKING SERIES CAPACITOR 


Use for sensitive RF measurements. 
RATING: 500 VRMS, +102°С (+216°F), 
Capacitor: 1000 pF, 600 VDC 


Pomona Model 
90330 5297 


BNC FEMALE PCB MOUNT 


RATING: 500 VRMS, Impedance: 50 Ohms, -65°C 


(-85°F) to +165°C (+329 F) 
Pomona — Model 
90267 4578 


SMA FEMALE PCB MOUNT 


RATING: 335 VRMS, Max., Impedance 50 Ohms, 
-65C (-85'F) to 4165'C (+329 F) 


Pomona Model 
90288 4959 


ВМС FEMALE, PCB MOUNTING RIGHT ANGLE 


RATING: 500 VRMS, Max., Impedance 50 Ohms, 
-65'C (-85'F) to + 165°C (>329Т) 


Pomona 


access Model 
90278 4788 


SMA FEMALE PCB MOUNTING RIGHT ANGLE 


RATING: 335 VRMS, Max., Impedance 50 Ohms, 
`a -65°C (-85'F) to +165°C (329°F) 


ж 
= | 
Nt 

a, Pomona Model 


ETE 90291 4991 
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Coaxial Connectors, Adapters and Kits Pomona’ 


Model 2447 Panel Receptacle 
provides tarnish-resistant plated 
brass shell, teflon insulation. 
Gold-plated brass center con- 
tact. Nominal impedance of 

50 Ohms. Rated at 500 VRMS. 


TRIAXIAL FEMALE BULKHEAD RECEPTACLES 


Special Features 


2 lug - 
2 lug Hermetically Sealed (a) = 


3 lug 


3580 


Notes: (a) Leakage rate less than 107 cc/sec of tracer gas at 
one atmosphere. 


PANEL RECEPTACLES - 50 OHMS 


Special Features 


90156 .531 hole spacing 
90157 cir. to ctr, 2: — 
90156 500 hole spacing еде H 
90158 cir. to ctr. К 
Е 4850 
90159 Operating Voltage 
1000 VRMS Max. 2447/2447 А 2451/2451А 


$ресїа! Мах. Рапе! ы jim 

Features Thickness : = = T 
27 К 

Pressurized (a) 24 4160 4158 4159 

Hermetically ЗГ 

Sealed (b) 
1% 
26 


Notes: (a) Rated to 50 PSI. (b) Leakage rate less than 107 cc/sec of tracer gas at 
one atmosphere. 


ISOLATED GROUND FEMALE BULKHEAD RECEPTACLES 


Model 3778 Isolated Ground 
emale Bulkhead Receptacle. 
Outer contact isolated from 

- panel. Designed for use with 
equipment requiring a floating 
ground. Mounts in panels up 
to .18" (4.6 mm) thick. 


Special 
Features 
50 Ohms, Teflon Insulation 


75 Ohms (a), Impedance 
Teflon Insulation 


50 Ohms 
Valox Insulation 


BNC (f) 
BNC (f) 


3778/5348 


BNC (f) 


Notes: (a) Standard BNC interface. не 
5 


TRIAXIAL CABLE PLUGS AND JACKS 


ГЮ? | modei | special Features | 
KM 


90100 
90102 2 lug Microdot 293-3930 .175" 0.0. 


90111 5056 . 
90115 5218 3 lug Belden 9222 .242" 0.D 
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Fits Cable Types 
Belden 9272 .242" 0.0. 


4661 


5218/5056 


Ротопа` Coaxial Connectors, Adapters and Kits 


COAXIAL CONNECTORS 
CABLE GROUPS RG/U 


Special Features 


Cable Group ЕЧ 
1,2 1 


1 142, 142A, 142B, 223 90101 BNC (m) 50 Ohm impedance 

2 58, 58A, 58C, 141, 141A 90108 RG58 1 50 Ohm 

3 59, 59A, 59B, 62, 62A, 62B, 62C, 210 90109 1 Field Serviceable 

4 71A, 71B, 72 90110 1 

5 174, 179A, 179B, 187, 187A, 188, 188A, 316 90114 1 75 Ohm Impedance (a) 
90119 1 
90117 2 50 Ohm Impedance 
90118 2 
90120 3 
90103 4 1000 VRMS 


Max. operating voltage 


Notes: (a) Standard BNC interface. 
Fig. 1 Fig. 2 


Mode! 4488 Coaxial Connector. 
BNC Male fits cable groups 1, 2. 

Brass shell and center contact. 
Telflon insulation. Shell is tarnish 

resistant. Center contacts are gold 
plated. Rated at 500 VRMS. 50 Ohm 
impedance. 


Fig. 3 Fig. 4 


NAX CABLE PLUG 


ГУЛМАХ BULKHEAD RECEPTACL! 


ne Female) _ Polarized Contact (One Male, One Female) 
65°C (-85°F) to RATING: 500 VRMS Max., -65°C (-85'F ) to 
41656 (*329'F) 
Pomona моде 
90107 4957 


AUDIO CONNECTORS 


STRAIGHT CORD MALE PLUG STRAIGHT CORD FEMALE PLUG 


Model Sockets XLR Type 
5109 3 3-11 
5125 5 5-11 


WALL/FLOOR MOUNT MALE RECEPTACLE 


Model Sockets XLR Type 
5117 3 3-32 
5130 5 5-32 


Model Sockets XLR Type 
5113 3 3-31 
5129 5 5-31 


Model 5110 XLR Type Audio Connector Straight 
Cord Plug Male. This 2.7" (68.6 mm) long cord plug 
accepts all Female receptacles with the same pin 
count as well as the Female cord plug. Standard mating 
configuration will accommodate competitive units. 
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Coaxial Connectors, Adapters and Kits 


Model 5178 Triaxial bulkhead splice. 
Two-lug Triax female features gold- 
plated beryllium copper center 
contact and tarnish-resistant plated 
brass shell. Teflon insulated. 


TRIAXIAL ADAPTERS WITHIN SERIES, FEMALE 
Pomona Model Type 


| 90310 5178 2 Lug 


5178 5290 90329 5290 2 Lug 


TRIAXIAL TO BNC ADAPTERS 


5090 5300 


5299 


Access Model Type 
90331 5299 3110 Triax (f)/BNC (m 


(m) 
5298 2 Lug Triax (f)/BNC (m) 
90299 5090 ВМС (1/2 Lug Triax (m) 
90332 5300 ВМС (f)/3 Lug Triax (m) 


BNC MALE WITH STRAIN RELIEF BOOT 


Make your own strain relieved cable 
RATING: 500 VRMs, +50°C (+122`Е) Max 


Pomona Model Fits Cable Types — For Cable 0.0. 
90112  5066- RG 58, 141 185" - 200' 


90112 5068-* RG 174, 187, 188 .090" - .110" 


*бресйу color: -0 Black, -1 Brown, -2 Red, -3 Orange, 
-4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 


Model 5375 SMB Cable Plug/Jack features 
SMB subminiature"B" connectors that 
snap together for quick assembly. 

Brass center contact. Teflon 
insulated. Rated at 335 VRMS. 


SMA MALE TERMINATOR PLUG 


RATING: 335 VRMs Max. 


IMPEDANCE: 50 Ohms, VSWR: 1.25 Max. to 18. 
GHz, 1/2 Watt, 65°C (85°F) to +165°C to («329'F) 


Access Model Type 
90243 4286 Male 
90244 4287 Female 


4287 


DUST CAP FOR BNC FEMALE CONNECTOR 


Protect sensitive instrument inputs. 


p жт, Tarnish resistant plating 
*. r7] Pomona Model Туре 
OO Os 


90209 3839 BNC 


Pomona’ 


BNC SHORTING CAP 


5 * — 


bes eM es access Model 
90296 5085 


Tarnish resistant plating 
Rating: 500 VRMS Max. 


STRAIN RELIEF BOOT 


Use with crimp type connectors 
RATING: +50°C (+122°F) Max. 


Pomona Model Fits Cable Types For Cable 0.D. 
90307 5155-* RG 58, 141 185" - 200" 
90307 5156-* RG 59, 62, 210 .237" - 247" 
90307 5157-* RG 174, 187, 188 .090" - 110" 


*Specify color: -0 Black, -1 Brown, -2 Red, -3 Orange, 
-4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 


STRAIN RELIEF BOOT WITH CLAMP NUT 


For use with connectors using a 7/16-28 


clamp nut. Simply replace supplied nut with 
eS the one on the boot. 


Rating: 500 VRMs, +50°C (+122°F) Max. 


Model Fits Cable Types For Cable 0.0. 
5076-* RG 58, 141 .185"-.200" 


*STANDARD COLORS: -0 Black, -2 Red.. 


SMB CABLE PLUGS/JACKS 


These SMB (Subminiature "B") connectors snap 
together for quick assembly. 


wa med = RATING: 335 VRMs Max. 
—Ü" v IMPEDANCE: 50 Ohms 
FREQUENCY RANGE: DC to 4 GHz, -65°C (-857) 
5375 to «165 C (4329 F) 
p uu Model Type 
ccc — 90121 5375 Cable Plug with Female 
Contact, Crimp Type 
5379 90122 5379 Cable Jack with Male 


Contact, Crimp Type 


BNC *Y" ADAPTER, BNC FEMALES TO BNC MALE IN 
SHIELDED BOX 


RATING: 500 VRMS, +150°C (+302`Е) Max. 
Box Dim.: 1.50 L x 1.13' W x .88'D 


Model 
4057 


BNC FEMALE TO DOUBLE BANANA PLUG 


BNC is isolated from Banana Plugs. 
RATING: 500 VRMS, +55°C (+131°F) Max. 


Solder turrets provide access between BNC 
and isolated plugs. 


Model 
1468 
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Model 1285 Binding Posts To Phone Plug 
permits single or double banana plug to be 
used with equipment having phone jacks. 
Cross holes .166" (4.2 mm) dia. in plug body 
provide side stackup. ABS insulated. Rated 


at 500 VDC. 


BNC FEMALE TO SINGLE BANANA PLUG WITH 
GROUND LEAD 


Use with equipment having banana plugs or 
binding posts with non-standard spacing. 


18 AWG Ground wire, 2.5" long. 
RATING: 500 VRMS, +55°C (+131°F) Max. 


Model 
4684 


BNC FEMALE TO MINIATURE DOUBLE 
BANANA PLUG 


Allows a BNC male to be used with equpment 
having .500" spaced miniature banana jacks. 


RATING: 500 VRMS, +50°C (+122`Е) Max. 


Model 
3269 


PHONO JACK TO DOUBLE STACKING 
BANANA PLUG 


Permits phono plug to be used with 
equipment having standard banana 


— Jacks or binding post. 
( RATING: 500 VDC, +50°C 
(*122'F) Max. 
Model 


BNC FEMALE TO 2.3 (.090") VIDEO PLUG 


Permits BNC Male to be used with equipment 
having Western Electric 2.3 (.090) video plugs. 


RATING: 500 VRMS, +102°C («216 F) Max. 


Model 
5008 


BNC FEMALE TO MICRO PLUG 


Permits BNC male to be used with equipment 
having micro jacks. Plug 0.0. .141° 


RATING: 500 VRMS, +125°C (+257°F) Max. 


Model 
4267 


STACKABLE BINDING POSTS TO WE-310 PHONE PLUG 


Plug 0.0. .250" 

RATING: 500 V Peak, +50°C (+122°F) Max. 
Model 
2112 


Coaxial Connectors, Adapters and Kits 


PHONE PLUG ADAPTER WITH 
BINDING POSTS 


Cross holes fit double banana plug. Plug O.D. .250" 
RATING: 500 VDC, +50°C, (*122'F) Max. 


Model 
1285 


BNC FEMALE TO WE-309 PHONE PLUG 


Plug 0.0. .206" 
RATING: 500 V Peak, +50°C (+122°F) Max. 


а 


Model 
1794 


Model 3296 
Miniature Binding 3296 
Posts To BNC Male 
ааа converts а ВМС Female to 
1442 miniature .5" spaced binding 
posts. Gold-plated brass 
double binding post features 
body with captive thumb nut. 
Accepts miniature banana 
plugs. BNC nominal imped- 
ance of 50 Ohms. 


RATING: 5000 V Peak, +50°C (+122) Max. 


Model 
3291 


BNC MALE TO MINIATURE BINDING POSTS 


Binding posts also accept miniature double 


7 4 banana plugs. 
= | RATING: 500 VRMS, +50°C (*122'F) Max. 
m Model 


STACKABLE BINDING POSTS TO 
MINIATURE PHONE PLUG 


Adapts Bantam style equipment to binding 
posts and double banana plugs. 


RATING: 500 V PEAK, +50°C («122'F ) Max. 


Model 
5001 


SMA SHORTING PLUG 


Model 5088 SMA Shorting Plug protects sensitive 
instrument inputs or provides a necessary reference 
short. Gold-plated steel center contact and shell. 
Nominal impedance of 50 Ohms. 


RATING: 335 VRMS Max., Impedance 50 Ohms 
Pomona 


ACCESS Model 
90297 5088 


SMA CABLE PLUGS/JACKS 


— Supplied with center conductor and sleeve. 


4804/4859 SMA(m) a Model Fits Cable Types 
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Patch Cords And Test Leads Pomona 


Favorites In The Lab, | 
On the Bench, қ 
In The Field. ааа 


Even the best test instrument won't help you if you cant 
make the proper connections. Having a test lead that can 
access an IC pin without shorting, or a patch cord that 
accommodates multiple stacking, can make all the difference 
during a test. 


‘Model B Stacking Standard Banana Plug | 


Of course, making sure you've got all the acces- 
sories to handle every situation can be the most diffi- 
cult task of all. Thats why Pomona’s made it easy for 
you, with a huge selection of test leads and patch 
cords specifically designed to provide reliable, conve- 
nient connections in almost any situation. From test 
leads and stackable patch cords in virtually every 
connector style and combination, to variable length 
retractile models that take the place of multiple patch 
cords, Pomona's got your answer to easier, safer test- 
ing. And behind every choice is Pomona's quality and 
reliability, a combination that works in any situation! 


icrograbber? Test Clip, Each 
End, With Retractile Cord 


Minigrabber? Test Clip To Stacking --------------- 
Miniature Banana Plug 


Minigrabber Test Clip, Patch Сога - - - - 


Minigrabber* Test Clip To -------- 
Minigator 


icrograbber? Test Ср ------ 
To Retractable Sheath 
Banana Plug 


Minigrabber* Test Clip То --- SE ----- 
Stacking Banana Plug 


HOW TO ORDER: | 


= Test Lead Length Basis “ір 


===. 


Typical Pomona Part Number: 3781-24-2 


Lead Length in Inches 
(Measured inside Connectors) 
Specify Color 


Ultra-Thin Micrograbber® | 
Ultra-thin design allows side-by-side 
: , stacking for testing high-density ICs. 
b. 1 Unique *no-slip" finger pads give you 
b. 1 precise control to grab onto the smallest 

т leads. See page 59. 


TOO MHz 


Pomona's Test Companion" Is A te for Extra Patch Cords and Leads 
Even though each Test Companion features a complete test accessory 
set designed for your meter or scope, there's still plenty of extra room for 
adding those special test accessories that make a Test Companion truly 
your own. See pages 6 - 19. 


Model AL-B Alligator Clip.Patch.Cord. 


Model 3220 Minigator Clip To 
Stacking Banana Plug features 
nickel-plated steel Minigator 
Clip with vinyl boot and a 
Stacking Banana Plug with 
nickel-plated beryllium copper 
Spring swaged in a brass 
body. See page 56. 


Insulated Alligator Patch Cords 
You never compromise on safety and performance, and 
neither does Pomona. Insulated Alligator Patch Cords help 
you make the right connections, safely and reliably, with 
vinyl boots to guard against accidental contact and PVC-insu- 
lated wire to assure durability and long service life. Choose 
Alligator or Minigator Patch Cords with a wide range of pop- 
ular connectors, including insulated spade lugs, standard and 
miniature stacking banana plugs, and Square pin receptacles 
for attaching to square pins on circuit boards, See page 54. 


Banana Pug изро eh Connect Directly to High-Density ICs With 
балаша S Mon Square Pin Receptacle Patch Cords. 


insulated. 
See page 54. ; ] А " 
v They're great connections on circuit boards or any square-pin 
connection interface, ready to *plug-on" with .025" Square pin leads. 


Attach easily to IC Test Clips. Gold-plated phosphor bronze recepta- ! 
cles assure consistent connections and ABS insulation prevents short- ! 
ing. Available with square pin receptacles, each end, square pin | 
receptacle to square pin, pin tip plug or standard banana plug. | 


See pages 55, 56. 


Spring-loaded SOIC Clip? attaches to target chip 
and holas on with spring pressure against the 
chip body. Narrow-profile design makes testing 
on densely populated boards easier and safer. 
See pages 64 - 72. 


atch Cords And Test Leads 


Pomona’ 


Моде! AL-B Alligator Clip. 

Patch Cord with nickel-plated steel alligator 

cips ang vinyl boots. Available in lengths from 
* to 60" 


MULTI-STACKING BANANA PLUG PATCH CORD 


Part No. — Length 


B-4-* 4" 
қ B-8-* 8 
Model B Stacking 18 AWG Wire B-12-* 12° 
|” Standard Banana Plug қ я В-18-* 18" 
Each End simplifies RATING: 5000 VDC, 15 Amps, +55°C (+131°F) Max. B-24-* 24" 
circuit connections. *STD COLORS: All 10 Colors B-36-* 36' 
B-48-* 48" 
В-60-* 60" 
В-72-* 72" 
Model 2948 Multi-Stacking Part No. Length Special Features 
Banana Plug Patch Cord features 2948-12-* 12 Gold Plated Finish 
a goldplated finish. 2048-24-* 24" 
*STD COLORS: -0 blk, -2 red 2948-36-* 36" 
2948-48-* 48" 
2948-60-* 60" 
CROSS STACKING BANANA PLUG PATCH CORD ғап М, Length 
T | 18 AWG Wire 1440-12-* 12" 
om БЕ» RATING: 5000 МОС, 15 Amps, +55°C (+131°F) Max. ne M 
*STD COLORS: -0 black, -2 red 1440-36-* 36 
1440-48-  48' 
1440-60-* 60” 
HORIZONTAL STACKING BANANA PLUG PATCH CORD PartNo. Length 
18 AWG Wire HB-12-* 12" 
ET ЕТ? RATING: 5000 МОС, 15 Amps, +55°C («131 F) Max. HB-24-* 24" 
“STD COLORS: -0 black, -2 red р» x 
BANANA PLUG TO BANANA JACK 18 AWG Wire 
RATING: 5000 VDC, 15 Amps, 
<< а +55°C (+131°F) Мах. Part No. Length 
*STD COLORS: -0 black, -2 red 41023127 12 
4702-18-* 18 
Model 4702 Banana Plug Extension Cord. In-Line 4702-24-* 24 
Banana Jack to Banana Plug permits extending 4702-36-* 36’ 
Banana Plug patch cords. Fully insulated connec- 4702-48- 48" 
tions prevent exposure to current carrying parts 4702-60-*  60' 
E г — 
RETRACTABLE SHEATH BANANA PLUG PATCH CORD rane Length 
18 AWG Wire 4911-18-* 18" 
ЕЕЕ а RATING: 1200 VAC/DC, 7 Amps, *80'C (+176'Ғ) Max. Ba. | 
*STD COLORS: -0 black, -2 red 4911-48-* 48 
4911-60-* 60 


ALLIGATOR TEST CLIP PATCH CORD 


Part No. Length 


ALLIGATOR TEST CLIP TO MULTI-STACKING BANANA PLUG 


18 AWG Wire AL-B-4-* T 18 AWG Wire Part No. Length 
RATING: 45 VAC, 5 Amps, +50°C («122'F) Max. AL-B-8-*. 8 RATING: 45 VAC, 5 Amps, +50°C («122'F) Max. Hed 3 
“STD COLORS: -0 black, -2 red Aie qm “STD COLORS: -0 black, -2 red Hs 7 
AL-B-24-* 24 1166-24-* 24 
bas —— —— 2i AL-B-36-! 36 llb ———— = 1166-36-* 36 
AL-B-48-* 48 1166-48-* 48" 
AL-B-60-* 60° 1166-60-* 60” 
MULTI-STACKING BANANA PLUG ТО STACKING STACKING PIN TIP PLUG PATCH CORD 
ГЕНИЯ кетет» 20 AWG Wire Part No. Length 
20 AWG Wire 1126-4-* T RATING: 3000 МОС, 5 Amps, +55°C (+131°F) Max. РА” И: 
RATING: 3000 VDC, 5 Amps, +55°C (+131'Р) Мах. 1126-8-* 8 *STD COLORS: -0 black, -2 red c" 4. 
*STD COLORS: -0 black, -2 red i-a cM s P-18-* 18" 
1126-24-* 24 =n n 07 
1126-36-*  36' P-48-* 48" 
EIN. I Il—-—s-— 1126-48 48 P-60-* 60" 
1126-60-* 60° i2 
Model P Stacking Pin Tip Patch Cord is in high 
demand for circuit design and testing with 
instruments that utilize tip jacks. Features 
gold-plated beryllium copper springs in brass 
bodies. Available in lengths from 4" to 60". 
*COLOR CODEf -0 Black, -1 Brown, -2 Red, -3 Orange, -4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White 
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Model 1081 Miniature Stacking 
Banana Plug Patch Cord features 
gold-plated beryllium copper 
springs for exceptional long life. 
Polypropylene insulated. 


MULTI-STACKING BANANA PLUG TO MINIATURE 
STACKING BANANA PLUG 


Patch Cords And Test Leads 


Model 2708 Test Lead Holder. Nine-slot holder 
quickly mounts on any vertical surface to hold 
and organize test leads for easy selection. Fits 
wire and cable dia. up to .45" (11.4 mm). 


MINIATURE BANANA PLUG PATCH CORD 


ME oe: А 


MULTI-STACKING BANANA PLUG COILED PATCH CORD 
One patch cord replaces many different lengths. 


OUS mmm — — 


MULTI-STACKING BANANA PLUG PATCH CORD WITH 
IN-LINE FUSE HOLDER 


Part No. Length 
1081--4 4 
a Ns 8 
20 AWG Wire imu E 
RATING: 3000 VDC, 5 Amps +55°C (+131°F) Max. m pum ra 
*STD COLORS: -0 bik, -2 red 1081-48-* 48" 
1081-60-* 60” 
Part No. — Length 
20 AWG Wire 301 4-12-* 12" 
RATING: 3000 VDC, 5 Amps +55°C («131F) Max. Mi 1 
*STD COLORS: -0 blk, -2 red 3014-36-* 36 
3014-48-* 48" 
3014-60-* 60" 
20 AWG Wire 
RATING: 3000 МОС, 5 Amps Part No. — Length 
+55°C (+131°F) Мах. or. 8" 
a Ж 4 42-12-*  12' 
STD COLORS: -0 blk, -2 red 2842-2 a-* 246 
Model 2842 Miniature Banana Plug Patch Cord features gold- е» 1 
plated beryllium copper springs swaged in brass bodies for 842-48-* 48 
superior spring retention. PVC wire, polypropylene plugs. 
20 AWG Wire, Extended Length: 48" 
RATING: 3000 VDC Int., 270 VDC, 90 VAC cont. Part No. 
duty, 5 Amps, +55°C (+131°F) Max. 2484-* 
*STD COLORS: -0 bik, -2 red 
18 AWG Wire Part No. — Length 
RATING: 5000 VDC, 15 Amps, +55°C (+131°F) 4274-24-* 24" 
“STD COLORS: -0 bik, -2 red TT я 
Part No Color Max Cable Dia. No. Of Slots 
1508 Orange 210" 14 
4408 Black .320" 10 
2708 Blue 450" 9 


RIGHT ANGLE STACKING BANANA PLUG PATCH CORD 


соо 


Part No. — Length 


.025" SQUARE PIN RECEPTACLE PATCH CORD 


E n DAR: 


2864-4-* 4 
18 AWG Wire 2864-8-* 8" 
RATING: 5000 VDC, 15 Amps, +55°C (+131°F) Мах. A i P 
*STD COLORS: -0 bik, -2 red 2864-24-* 24" 
2864-36-* 36" 
2864-48-* 48" 
2864-60-* 60" 
22 AWG Wire Part No. Length 
RATING: 45 VAC, 3 Amps, «50'C (+122°F) Max. НЕЕ 
*STD COLORS: -0 ЫК, -2 red 4741-24 24" 
4741-36 — 36' 
.025" SQUARE PIN RECEPTACLE PATCH CORD KIT Part No. 
5948 


Kit contains 1 each of 10 colors of 4741-6 


RETRACTABLE SHEATH BANANA PLUG TO BANANA JACK 


рс ARR] 


RETRACTABLE SHEATH STACKING BANANA PLUG PATCH CORD 


This retractable sheath banana plug has a stacking feature allowing the insertion of 
standard or other retractable plugs. 


-— жж 
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^atch Cords And Test Leads Pomona’ 


Mode! 3220 Minigator Clip To Stacking Banana Plug. 
Nickel-plated steel Minigator Clip with vinyl boot. Stacking 
Banana Plug with nickel-plated beryllium copper spring 

swaged in brass body and polypropylene insulation. 
Rated at 3000 VDC. 


.025 SQUARE PIN RECEPTACLE TO BANANA PLUG 


| L | 22 AWG Wire Part No. . Length 
——————S RATING: 1000 VDC, 3 Amps, +50°C («122'F) Max. iu D 
*STD COLORS: -0 ЫК, -2 red 4771-36-* 36° 
4771-48-* 48" 
.025 SQUARE PIN RECEPTACLE TO .080 PIN TIP PLUG 
Я Part No. Length 
22 AWG Wire Wee d» 
— RATING: 1000 VDC, 3 Amps, +50°C («122'F) Max. 4172-24: 20 
*STD COLORS: -0 bik, -2 red 4772-36-* 35’ 
.080 DIA. PIN ТЇР PLUG PATCH СОКО рег Ші. " tengr 
| PTO80-8-* 8 
22 AWG Wire РТ080-12-* 12 
"ADT РТ080-18-* 18 
— — RATING: 1000 VDC, 3 Amps, +55°C («131'F) Max. EE n a8 
*STD COLORS: -0 blk, -2 red PT080-36-* 36" 


РТ080-48-“ 48 
РТ080-60-“ 60" 


MINIGATOR TEST CLIP PATCH СОКО | = Рай Мо. Length 


MG-B-4-* 4 
-Мб-В-8-* 8 
MG-B-12-* 12" 
MG-B-24-* 24" 


18 AWG Wire » E. 
ro —— —À RATING: 45 МАС, 5 Amps, +50°C.(+122°F) Max. 
mps, 99441221) МИШ MG-B-36-" 36" 


*STD COLORS: -0 bik, -2 red оу MG-B-48-* 48 
| MG-B-60-* 60" 


Model MG-B Insulated Minigator Clip Part No. Length 
Patch Cord. Nickel-plated steel 1236-4-* 4 
Minigator ind with vinyl 20 AWG Wire 1236-8-* 8 
cheer d bas RATING: 45 VAC, 5 Amps, +50°C (+122°F) Max. ЙА i 
*STD COLORS: -0 blk, -2 red 1236-36-*  36' 
1236-48-* 48 
1236-60-* 60" 


MULTI-STACKING BANANA PLUG TO MINIGATOR TEST CLIP fon Ne іеі 
3220-4-* 4 
; 3220-8-* — 
20 AWG Wire | | 3220190 12 
RATING: 45 VAC, 5 Amps, +50°C (+122°F) Max. 3220-24." 24 
atl e Hr— i ЖАЗҒА 3220-36-* 36 
STD COLORS: -0 blk, -2 гей ids D 
3220-60-* 60 

MICROGATOR TEST CLIP PATCH CORD PartNo. Length 
20 AWG Wire 1134: 4 
RATING: 45 VAG, 5 Amps, +50°С («122F) Max. Tire wq» 
л. „р *STD COLORS: -0 blk, -2 red 1613-24-* 24 
1613-36-* 36" 
1613-48-*  48' 

ALLIGATOR TEST CLIP TO INSULATED SPADE PLUG Part №. Length 
18 AWG Wire 1960-12-* 12 
RATING: 45 МАС, 5 Amps, +50°C («122'F) Max. lee = 
p ————— | *STD COLORS: -0 bik, -2 red 1960-48- 44 
1960-60-* 60’ 

MULTI-STACKING BANANA PLUG TO INSULATED SPADE LUG Part No. Length 
| 1370-12-* 12 
| 18 AWG Wire | | IM M ae 
m ——— = RATING: 5000 VDC, 15 Amps, *55'C (+131°F) Max. 1370-36 26 
*STD COLORS: -0 blk, -2 red 1370-48-* 48 
ii 1370-60-* 60 

INSULATED SPADE LUG PATCH CORD Part No. Length 
18 AWG Wire 1743-12 12 
RATING: 5000 VDC, 7 Amps, +55°C (+131°F) Max. nd » 
*STD COLORS: -0 ЫК, -2 red 1743-48-* 48 
1743-60-* 60° 
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MINIGRABBER® TEST CLIP PATCH CORD 


atch Cords And Test Leads 


Model 3781 Minigrabber? Test Clip 
Patch Cord. Test Clips with engineering 
grade thermoplastic body and cap 
feature gold-plated beryllium copper 
contacts and glass filled nylon insulation. 
PVC insulated 20 AWG wire. 


Part No. Length 
3781-8-" 8 
3781-12- 12 
| б | 20 AWG Wire 3781-18-* 18° 
RATING: 45 VAC, 5 Amps, +102°C («216F) Max. nix.» 
*STD COLORS: All 10 colors 3781-48-* 48 
3781-60-* 60 
MINIGRABBER® TEST СИР PATCH CORD KIT Part N 
Kit contains 10 pcs. of Model 3781-24, one of each color. i LE 
MINIGRABBER® TEST CLIP ONE END ONLY 
20 AWG Wire 
—E RATING: 45 VAC, 5 Amps, +102°C (+216°F) Max. кап. ШЕШ 
*STD COLORS: -0 blk, -2 red 3780-60-* 60 
MULTI-STACKING BANANA PLUG TO MICROGRABBER® 
TEST CLIP Part No. Length 
20 AWG Wire B) 2 
RATING: 45 VAC, 3 Amps, +55°С (81317) Max. 5053-36-* 26 
— 0 ұр “STD COLORS: -0 bik, -2 red dr x 
SMD GRABBER® TEST CLIP PATCH CORD m Part No. Length 
RATING: 45 МАС, 0.5 Amps, +102°C (82167) Max. E ise аа 
*STD COLORS: -0 blk, -2 red 5301-24-* 24" 
5301-36-* 36° 
en ба- SMD GRABBER® TEST СИР PATCH CORD KIT Part No 
Kit contains 10 pcs. of Model 5301-24, one each of ten colors. 5521 
SMD GRABBER®, ONE END ONLY DEN № 
*STD COLORS: -0 ЫК, -2 red 5303-36- 
MULTI-STACKING BANANA PLUG TO SMD GRABBER® 
TEST CLIP 22 AWG Wire Part No. : Length 
à RATING: 45 МАС, 0.5 Amps, +55°C (81317) Max. В Ta 
*STD COLORS: -0 ЫК, -2 red 5302-36-* 36" 
MULTLSTACKING BANANA PLUG TO MINIGRABBER" „дусу 
TEST CLIP 
RATING: 45 VAC, 5 Amps, 
455'C (4131'F) Max. Part No. Length 
*STD COLORS: All 10 colors 3782-12-* 12" 
3782-24-* 24, 
Model 3782 Minigrabber® Test Clip To Ll 5 
Stacking Banana Plug. Stacking Banana Plug 3782-60-* 60 


features nickel-plated beryllium copper spring 
swaged in brass body for superior spring retention. 


MINIGRABBER® TEST CLIP TO MINIATURE STACKING 


Part No. 


Length 


BANANA PLUG 20 AWG Wire Mie 10 
RATING: 45 МАС, 5 Amps, +55°C (+131°F) Max. 3784-36-* 36" 
"STD COLORS: -0 bik, -2 red 3784-48-* 48 
3784-60-*  60' 

MULTESTACKING BANANA PLUG TO MAXIGRABBER® Part №. Length 
TEST CLIP 20 AWG Wire ы. 1 
—  „. RATING: 45 VAC, 5 Amps, +55°C (+131°F) Мах. 4996-36-* 56 
‹ * ҖЕ E 4996-48-* 48" 
STD COLORS: -0 ЫК, -2 red noon 
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Ротопа` 


Model 5270 Minigrabber? Test Clip To 
Retractable Sheath Banana Plug. 


Minigrabber® Test Clip with gold-plated, 
mill-hardened beryllium copper contact. 


atch Cords And Test Leads 


Sheathed Banana Plug features gold- 


plated beryllium copper spring for 
increased fatigue resistance. 


MICROGRABBER® TEST CLIP PATCH CORD 


20 AWG Wire 
RATING: 45 VAC, 3 Amps, +102°C («216'F) Max. 
STD COLORS: -0 blk, -2 red 


Model 4613 Micrograbber? Test 
Clip Patch Cord incorporates 
stainless steel compression 
springs for firm feel and 
corrosion resistance. Contacts 

are gold-plated beryllium 

copper for low contact 
resistance and long life. 


Kit contains 10 pcs. of Model 4613-24, one each of 
ten colors. 


MICROGRABBER® TEST CLIP TO RETRACTABLE SHEATH 
BANANA PLUG 


—— | 
BANANA PLUG TO MINIGRABBER® TEST CLIP 
MULTI-STACKING BANANA PLUG TO MINIPINCER TEST CLIP 


20 AWG Wire 


RATING: 45 VAC. 5 Amps, + 55°C (+131°F) Max. 
MINIPINCER® TEST CLIP PATCH CORD 


*STD COLORS: -0 bik, -2 red 


Model 5419 Minipincer® Test Clip 
Patch Cord for testing small leads in 
confined spaces offers gold-plated 

beryllium copper contacts and nylon 
insulation. PVC insulated 20 AWG wire. 


20 AWG Wire 
RATING: 1000 VDC, З Amps. +80`С (+176 F) Max. 
*STD COLORS: -0 bik, -2 red 


20 AWG Wire 
RATING: 45 МАС, 5 Amps, +50°C («122 F) Мах. 
*STD COLORS: -0 blk, -2 red 


20 AWG Wire 
RATING: 45 VAC, 5 Amps, +80°C («176 F) Мах. 
*STD COLORS: -0 bik, -2 red 


BANANA JACK TO MINIGRABBER" TEST CLIP 20 AWG Wire 


- RATING: 45 VAC, 5 Amps, 350 C (+122F) Мах. 
*STD COLORS: -0 blk, -2 red 


RETRACTABLE SHEATH BANANA PLUG TO 
MINIGRABBER" TEST CLIP 


— = 


MULTI-STACKING BANANA PLUG TO MINIGRABBER* 
TEST CLIP (COILED) PATCH CORD 


MINIGRABBER* TEST CLIP (COILED) PATCH CORD 


20 AWG Wire 
RATING: 45 VAC, 5 Amps, +55°C (+131°F) Max. 
*STD COLORS: -0 ЫК, -2 red 


20 AWG Retractile Cord, Extended Length: 48" 
RATING: 45 VAC, 5 Amps +55°C (4131 F) 
"STD COLORS: -0 bik, -2 red 


20 AWG Retractile Cord, Extended Length: 48" 
RATING: 45 VAC, 5 Amps, +60°C (140'F) Max. 
*STD COLORS: -0 bik, -2 red 


MINIGRABBER* TEST CLIP ONE END ONLY 
20 AWG Retractile Cord, Extended Length: 48" 

RATING: 45 VAC, 5 Amps, +60°C (+140°F) Мах. 

*STD COLORS: -0 blk, -2 red 
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MICROGRABBER® TEST CLIP PATCH CORD KIT 


PartNo. Length 
4613-12-* 12 
4613-24-* 24 
4613-36-* 36 
4613-48-* 48 
Рац № 
5525 
Part No 
5339-8-* 
5339-12- 
5339-24- 
5339-36- 
5339-48- 
PartNo. Length 
4650-12-* 12" 
4650-24-* 24“ 
4650-36-* 36 
4650-48- 48" 
4650-60-* 60” 
Part №. Length 
5421-12-*  12' 
5421-24-* 24” 
5421-36-* 36 
5421-48-* 48" 
5421-60-* 60" 
Part No. Length 
5419-8-* 8 
5419-12-* 12 
5419-18-* 18" 
5419-24-* 24 
5419-36-* 36 
5419-48-* 48 
5419-60-* 60 


Part No. Length 
4649-12-* 12" 
4649-24-* 24“ 
4649-36-* 36“ 
4649-48-* 48 


Part №. Length 


5270-12-* 12 


5270-24-* 24" 
5270-36-* 36 
5270-48-* 48° 
5270-60-* 60 


*COLOR CODE: -0 Black, -1 Brown, -2 Red, -3 Orange, -4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White 
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Patch Cords And Test Leads 


Model 3785 
Stacking Pin Tip Plug to 
Minigrabber® Test Clip incorporates stainless 
steel compression spring to resist corrosion and retain firm 
feel. Stacking Pin Tip Plug features gold-plated beryllium 
copper spring in brass body and ABS insulation. 


ULTRA-THIN MICROGRABBER® TEST CLIPS 
Designed especially for today's fine pitched SMD's. Clips have a narrow body 


(.120" wide), and a small flexible shaft (.050" dia. x .910" long). Contact pincers 
open to .024". 


ULTRA-THIN MICROGRABBER® TEST CLIP PATCH CORD 


22 AWG Wire Part No. Length 
RATING: 45 VAC, 2 Amps, «15m ©, +80°C (+176`Е) Max. р] л, 1), 
*STD COLORS: -0 blk, -2 red 6091 20-* 30" 


Model 6091 Ultra-Thin Micrograbber® Test Clip Patch © 

Сога is thin enough to stack side-by-side when test- ULTRA-THIN MICROGRABBER" TEST CLIP ONE END ONLY 

ing high-density IC packages. Pincers firmly contact 22 AWG Wi 

each IC lead. 22 AWG silicone insulated lead wire He Part No. Length 
RATING: 45 VAC, 2 Amps, «15m О, +80°C (+176`Е) Max. - 


6090-40-* 40" 
"All 10 colors 
MINIGATOR TO MINIGRABBER® TEST CLIP Part No. Length 
20 AWG Wire 4652-1212" — 
T RATING: 45 МАС, 5 Amps, +50°C (+122°F) Max. 4652-24-* 24 
= | [эһ *STD COLORS: -0 blk, -2 red ШІ, od 
STACKING PIN TIP PLUG TO MINIGRABBER* TEST CLIP | Мете 
20 AWG Wire mae V 
RATING: 45 VAC, 5 Amps, +55°C (+131°F) Max. 3785-24-* 24 
*STD COLORS: -0 blk, -2 red 3785-36-* 36 
.025 SQUARE PIN RECEPTACLE TO SMD GRABBER® 22 AWG Wire PartNo. Length 
TEST CLIP и " 5412-12-* 12" 
RATING: 45 МАС, 0.5 Amps, +50°C (+122) 5412-24-* 24" 
| —— *STD COLORS: -0 ЫК, -2 red 5412-36-* 36 
RETRACTABLE SHEATH BANANA PLUG TO SMD | —— Батин 
GRABBER” TEST CLIP 22 AWG Wire aa X 


RATING: 45 VAC, 0.5 Amps, +55°C (+131°F) Max. 


*STD COLORS: -0 ЫК, -2 red 
Model 5291 Low Voltage Retractable 
Sheath Banana Plug Patch Cord. Ideal 
for low-voltage, high- precision mea- 
surements where thermoelectric 
effects are significant sources of error. 
High conductivity ETP copper alloy, 
gold-plated banana plugs cold-staked 
to multi-stranded 12-gauge bare copper 
wire minimize thermoelectric effects. 


LOW VOLTAGE PATCH CORDS 
Special alloy and plating preserve the accuracy of microvolt and nanovolt 
measurement equipment. 


Designed for use with Kelvin-Varley voltage dividers and nano-voltmeters where extreme 
precision is required to minimize voltages generated through temperature differences. 


Part No. Length 
12 AWG Wire 1756-24 24" 
RATING: 2000 VDC, 20 Amps, +55°C (131+'F) Max. 1756-48 48" 
12 AWG Wire 
Part No. Length 
RATING: 2000 VDC, 20 Amps, 455'C (1317) Max. VET qm 
*STD COLORS: -0 blk, -2 red 1693-60-" 60" 
LOW VOLTAGE RETRACTABLE SHEATH BANANA PLUG . Part No. Length 
PATCH CORD 12 AWG Wire 5291-12-* 12" 
RATING: 1200 V AC/DC Max., 7 Amps, +55°C 5291-36-* 36" 
p———————— (+131°F) Мах. 5291-60-* 60" 
*STD COLORS: -0 bik, -2 red 
LOW VOLTAGE RETRACTABLE SHEATH BANANA PLUG 
TO SPADE LUG 12 AWG Wire Part №. Length 
RATING: 1200 V AC/DC Max., 7 Amps, +55°C Е ЭБ 


(+131°F) Max. 
*STD COLORS: -0 blk, -2 red 
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Grabbers* and Test Clips 


Reliable Contacts That 


Fit The Occasion 


The industry's largest selection of grabbers and test clips 
gives you the freedom to choose the size and style of the test 
accessory specifically designed to make testing easier. 
Innovative designs such as Pomona's Ultra-Thin 
Micrograbber", Minigrabber* and SMD Grabber” that allow 
safe, convenient access to tight IC pins or to IC Test Clips are 


Rotating Micrograbber? Tests Fine-Pitch ICs 
Smooth, consistent plunger action makes it easy to test 
small leads on surface mount devices (SMDs) with 
high-density leads or fine gauge wire. Rotating pincers 
grasp leads firmly to provide secure connections while 
testing. Additionally, the insulated guide tube can be 
bent to 35? for accessing leads in tight spaces. 

See page 62. 


Model 3782 
Minigrabber? Test Clip 

To Stacking Banana 

Plug. Stacking Banana 
Plug features nickel-plated 
beryllium copper spring 
swaged in brass body for 
superior spring retention 
Polypropylene insulated. 
Available in lengths from 
12" to 60". See page 57. 


Rotating Micrograbber* 


Ротопа 


Micrograbber? Test Clip 
To Pop Jack. Hook-style 
contact readily attaches to 
component leads and termi- 
nals while pop jack provides 
fast, secure interconnections. 
See page 11. 


Model 4233 Do-It-Yourself 

Micrograbber? Test Clip with plunger 

| action features gold-plated hook-style con- 
tact. Simplified assembly enables quick 

implementation. See page 61. 


merely a few examples of Pomona’s commitment to 
provide the ideal test accessory for every occasion. 
Of course, Pomona’s uncompromising design philos- 
ophy assures you of exceptional reliability and long 
service life. Pomona grabbers feature mill-hardened 
beryllium copper contacts and gold plating to provide 
low contact resistance and increased durability. 
Stainless steel compression springs resist corrosion 
and retain a firm feel throughout the life of the grab- 
ber. Whether your job calls for a grabber, alligator, 
hook or pincer test clip, you'll always get a product 
with quality, performance and reliability you can 
depend on. Its Pomona’s commitment to you. 


Model! 5788 Miniature Alligator Clip with 
2 тт Banana Jack for quick attachment 
to test leads. Overall length is 1.57" (40 
mm). Tinned brass Alligator Clip. 
Polypropylene insulated. See page 63. 


Do-It-Yourself Grabbers And Pincers 


Pomona’s Do-It-Yourself Grabbers and Pincers are ideal for test- 
ing a variety of high-density ICs and SMDs. They assemble quickly 
and easily, featuring ready-to-wire attachment to leads or a socketed 
pin connector receptacle. Choose from a variety of vibrant colors that 
make distinguishing your leads easier than ever. See pages 61 - 62. 


n mM, 


SMD Grabber? Test Clips Micrograbber® Test Clips Minigrabber? Test Clips 


Minipincer* Micrograbber* Minigrabber® 
SMD Grabber® 


See These Other Great Ideas 


Pomona offers you one of industry’s largest selections of 


quality test leads, patch cords, IEC1010-compliant DMM Test 
Accessories and kits. Look to Pomona as your single source for 

- accurate, reliable test accessories designed to make testing easier 
and more successful. 


IEC1010-compliant Extra Large 
Alligator Test Clips are insulated for 
safer operation. See page 22. 


Ротопа` 


Model 4723 Minigrabber? Test Clip With Banana 
Jack. Banana Jack built into plunger is excellent for 


MINIGRABBER® TEST CLIP WITH BANANA JACK 


and Test Clips 


Banana Jack built into plunger. Overall Length: 2.54". 


MINIGRABBER® TEST CLIP WITH PIN TIP JACK 


- л Model 
HUE ME to Banania Pug paten cord. RATING: 45 VAC, 5 Amps, +102°C (216°F) Max. 4723-* 
inigrabber® features gold-plated beryllium copper * "— ; 
contact for low contact resistance and durability. STD COLORS: Available in 10 colors. 
A pin jack is built right into the plunger, allowing this test 
clip to be attached directly to the end of a pin tip patch 
cord. It can also be used as an adapter for miniature test 
probes with .080" tips. Overall Length: 2.54". Model 
4826-* 


DO-IT-YOURSELF MINIGRABBER® TEST CLIPS 


цу 


DO-IT-YOURSELF MINIGRABBER® TEST CLIP KITS 


ц 


DO-IT-YOURSELF MICROGRABBER® TEST CLIPS 


аш 


DO-IT-YOURSELF MINIPINCER® TEST CLIP 


RATING: 45 VAC, 5 Amps, +102°C («216 F) Max. 
*STD COLORS: -0 Black, -2 Red, -9 White. 


Pomona -— 
Overall Length: 2.54". ACCESS Model Max. Wire Dia. 
; 90221 3925. 090" 


RATING: 45 VAC, 5 Amps, +102°C (+216°F) Max. 00221  4555-* AM" 
*STD COLORS: Available in 10 colors. 
Sold in packages of 10 per color 


Model Features 


4176-02 Kit contains 2 pcs. of 3925, one black/one red 
5522 Kit contains 10 pcs. of 3925, one of each color 


Overall Length: 1.71". Model - Features 
RATING: 45 МАС, 3 Amps, +102°C (4216 F) Max. 4233-* Sold in pkgs of 10 per color 


Р 4 5524 Kit containing 10 pcs of 4233, 
*STD COLORS: Available in 10 colors. one of each color 


Pincer type contact. Overall Length: 2.59". 


а 7” RATING: 45 VAC, 5 Amps, з80 (176%) Мах НІНІ... 
*STD COLORS: Available іп all 10 colors. 5416- 
DO-IT-YOURSELF MAXIGRABBER® TEST CLIPS 
Fits entry holes as small as .250" dia. Overall Length: 6.00". Model Max. Wire Dia 
RATING: 45 VAC, 5 Amps, +102°C («216'F) Max. ля "T 
*STD COLORS: -0 Black, -2 Red. 4565-* 144° 


DO-IT-YOURSELF SMD GRABBER® TEST CLIPS 


E 


Pincer type contact designed for testing 
50/, SOIC & PLCC surface mounted 
packages. Overall Length: 1.71". 


.090" Max. Wire Dia. opening. p. топа Model Features 
RATING: 45 VAC, 0.5 Amps, +102°C 90319 5243-* Sold in pkgs of 10 per color 
(+216`Р) Max. 5520 Kit containing 10 pcs of 5243, 


*STD COLORS: Available in 10 colors. one of each color 
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Grabbers 


Pomona’ 


and Test Clips 


Model 5360 SMD Grabber* 
Test Clip with .025" Square Pin has 
a gold-plated stainless steel contact 
and a gold-plated phosphor bronze 
Square Pin. Glass filled nylon insulated. 


DO-IT-YOURSELF FLEXIBLE MAXIGRABBER® TEST CLIP 


Rotating pincer type contact for easier 
access. Standard banana jack and screw for 


direct wire termination. Overall Length: 6.22". Model 
*STD COLORS: -0 Black, -2 Red. 5830- 
ROTATING MICROGRABBER® TEST CLIP WITH TWO 
.025" SQUARE PINS 
Use when testing IC leads or in other tight situations. 
Rotating pincers for ease of access. Overall Length: 2.12". Model 
RATING: 42V, 2 Amps Max. 5790-* 
| *STD COLORS: -0 Black, -2 Red. 
MICROGRABBER'" TEST CLIP WITH .025" SQUARE PIN 
Overall Length: 1.73". Pomona Model 
— RATING: 45 VAC, 3 Amps, «102'C (+216°F) Max. 90264 1521-" 
“Available in 10 colors. 
MICROGRABBER" TEST CLIP WITH .025" SQUARE PIN KIT 
Description Model 
Micrograbber® w/ .025" Sq. Pin Kit. 5925 
— Contains 10 Model 4521 clips, one of each color. 
SMD GRABBER” TEST CLIP WITH .025" SQUARE PIN 
.15' sq. Access hole leads to .025" sq. pin. Overall Length: 1.73". 
— egy RATING: 45 VAC, 0.5 Amps, +102°C (4216'F) Max. Model _ 
*STD COLORS: Available in 10 colors. 5360- 
MINIGRABBER" TEST CLIP WITH 6-32 THREAD 
Clip can be used with oscilloscope leads equipped Model 
with a 6-32 screw. Overall Length: 2.54". 4011-* 
Казны! RATING: 45 МАС, 5 Amps, +102°C (+216') Max. 
*STD COLORS: -0 Black, -2 Red. 
Threaded Tips available through Pomona 90456 


PINCER TYPE TEST CLIP KITS 


Description 


SMD Grabber? w/ .025" Sq. Pin Kit. 
Contains 10 Model 5360 clips, one of each color. 


Model 


5927 5928 
Minipincer® w/ .025" Sq. Pin Kit. 5928 
Contains 10 clips, one of each color. 
Rotating Micrograbber ® Kit. 5929-* 
-0 kit contains 10 Model 5790 black clips, -2 kit contains 10 red clips. 
Rotating Micrograbber * Kit. 5930 
Kit contains 5 Black & 5 Red Model 5790 clips 

5029 5930 
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Ротопа` Grabbers* and Test Clips 


Model 3491 Insulated Minigator Clip To Pin Jack. 
Minigator has a nickel-plated steel clip with 
.187" opening. Pin Jack has brass body and 
gold-plated beryllium copper spring. 
Accepts .080" dia. pin. Vinyl insulation. 


Model 2240 Insulated 

p Alligator Clip To Banana 
Jack. Nickel-plated Alligator 

Clip. Vinyl insulator. Accepts 

"Standard banana plug. 


INSULATED MINIGATOR TEST CLIP TO PIN TIP JACK 


Alligator clip has .187" Мах. jaw opening. 
Overall Length: 2.05". Model 
A RATING: +50°C (+122°F) Max. 3491-* 


*STD COLORS: -0 Black, -2 Red. 


GOLD PLATED ALLIGATOR TEST CLIP TO BANANA JACK, WITH INSULATOR 


Alligator clip has .300" Max. jaw opening. 

Overall Length: 2.16". ШЕШ 
RATING: 506 (1226) Max-— 5 3289- 

| *STD COLORS: -0 Black, -2 Red. a 


(Unassembled) One clip and one insulator per pkg. 


ALLIGATOR TEST CLIP TO BANANA JACK WITH INS 


Model 
=) - 
: sold in pkgs of 10 
per color 
(Unassembled) 10 clips and 10 insulators per pkg. 
MINIATURE ALLIGATOR TEST CLIP WITH 2 mm B 
Model 
5788-* 
sold in pkgs of 10 
ИРТ n. per color 


Model 5788 
ture Alligator 
polypropylene 


lated and features a 
ss alligator clip. Back 
2mm banana jack. 


ALLIGATOR TEST CLIP TO PIN TIP JACK WITH INSU 


1437-* 
sold in pkgs of 10 


per color 
(Unassembled) 10 clips and 10 insulators per pkg 
INSULATED MINIGATOR TEST CLIP TO .025 SQUARE PIN 
Alligator clip has .187" Max. jaw opening. Overall Length: 1.79". Model 
= | RATING: 3 Amps, +50°C («122'F) Max. 5363-* 
*STD COLORS: -0 Black, -2 Red. 
Model 5363 Insulated Minigator Clip 
to .025" Square Pin features a 
nickel plated alligator clip and 
gold plated square pin. 
Use to convert your 
square pin jumper to 
a patch cord. 
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IC Test Clips Pomona’ 


Innovative Solutions 
For IC Test And 
Development 


Expressly designed to facilitate 
testing of your surface-mounted 
devices, Pomona IC Test Clips and 
Pomona Solder-On Adapters are 
engineered in form and function to 
provide a convenient interface to 
logic analyzers for fast and reliable 
circuit design and testing. 


Pomona” ЈЕРЕС IC Test Clip Features 


EASY ACTUATION: 


Each clip ee with 3 top-side 
interfaces: (1) Standard density 
ША 38 (2) Flex cables [OEM] (3) PGA. 


DOWN TO LOCK 


Pomona IC Test Clips and Solder-On Adapters are анлата 
uniquely designed to provide you with innovative solutions E 
for testing surface-mounted devices and evaluating custom 

circuit designs — easily, safely and successfully. Whether 
they're designed to slip onto the most densely-populated 2 
boards, attach to the latest low-profile fine-pitch chips, ог 

lock onto chips mounted on vertical boards, each Pomona би. 
test clip uses the finest quality materials and stringent manu- positive locking 
à й under IC housing. 
facturing standards. 


Flex circuitry (Flexible 
Interface Network — 
FIN") allows interface 
connection/locking 
action. 


Gold-plated contacts; 
low insertion force. 


The following pages feature IC test clip tables for 2- and Precision-molded housing р 
4-sided devices, including dedicated references for popular ane contacts 
Р 2 Я : Я £ conform to 
Intel and Motorola devices. These tables will guide you — налева IR 
quickly and easily to the Pomona Test Clip or Solder-On ЈЕРЕС ICs in 68- 84, device lead 
] 100-, 132-, 164-and | position. 


Adapter specifically designed for use with your device. Just 196-рїп sizes. 
follow the simple selection method outlined below and order 
the test clip you need today. 


Test Clip 
Selection 
Made Еазу 


Ll 
ES—| 


= 


Е 


200000000) ІР 


To select the 


\ | р ( | | 5962^ ||) 
Pomona IC Test Clip DP Г | Оу NE == ЕШ ! 
specifically designed ей - 

; alte. dS o find your DIP test clip, turn To find your SOIC Clip? test To find your SSOP/QSOP test To find your PLCC Quad Сір? test 
for your chip, f ind the to the DIP table on page 68 clip, turn to the SOIC/SOJ clip, turn to the SSOP/QSOP adapter, turn to the PLCC table on 
table for your chip type and reference the following table on page 68 and refer- table on page 69 and page 69 and reference the follow- 
and follow the simp le characteristics of your target ence the following charac- reference the following char- ing characteristics of your target 

Г Е chip: teristics of your target chip: acteristics of your target chip: chip: 
selection procedure E Mete o ае Р 1, Number Of Leads 1. Lead Pitch 1. Number Of Leads 

А ; ете ‚ Test Clip Contact Style 2. Lower and Top Width (see 2. Number Of Leads 2. Body Size 

outlined in this section. (see Fig. 1 & 2, page 68) Fig. 1, 2 & 3, page 68) 3. Locking Feature 


(see Fig. 1, 2 & 3, page 69) 
ПТ Ротопа Electronics 
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New 6150 Series low-profi n к SENSE | 
foe | : ШІ New Internal ENS 
pitch TQFP and SQFP chip 


leads making attachment to 7 : 25 | Locking Featur Є 


both vertical and horizontal 


boards easy. aa eee a TE IC Test Clips for popular Metric QFPs 
. . include Pomona's new internal-locking test clip 
The Right Test Clip Fo that provides secure connections even on 
ў ; vertically positioned circuit boards. 
Your Application d 


Pomona IC Test Clips feature a variety of test clip styles 
designed to offer you solutions for IC testing and evaluation. 
Choose from convenient press-on clips, PGA socket-style 
clips, locking clips for ultra-thin PCMCIA devices, compact 
clips for use on densely-populated boards, and Pomona's 
new internal-locking clip that offers secure connections on 
vertical circuit boards. 


Solder-On Adapters For Selecting Your Solder-On Adapter 
‘Ly: To find the Solder-On Adapter designed 

Test Flexibility " for your application, turn to he Solder-On 

Pomona’s Solder-On Test Adapters offer n Adapter table on page 72 and reference the 

the security and safety of soldered con- following characteristics for your target chip: 

nections to your circuit board in place of 1. Lead Pitch 

the target chip. Solder-On Adapters 2. Number Of Leads 

enable you to design and test when a 3. Test Clip Style Desired 


chip is not available or cannot be used (Fig. 1 - 4, page 72) 
under the desired design or test methods. 


To find your Metric (EIAJ) QFP test clip, turn to To find the test clip designed for To find the test clip designed for To find your JEDEC QFP test clip, turn to 


the Metric QFP table on page 71 and reference your Intel device, turn to the Intel your Motorola device, turn to the the JEDEC QFP table on page 70 and ref- 
the following characteristics of your target device. Cross Reference on page 66 and Motorola Cross Reference on page erence the following characteristics of your 
1. Number of leads 5. Test Clip features reference the following character- 67 and reference the following char- target chip: 
2. Body size desired (Fig. 1 - 4 istics of your target device: acteristics of your target device: 1. Number Of Leads 
3. Lead pitch page 71) | 1. Intel Device Number 1. Motorola Device Number 2. Body Size | 
4. Critical ат 2. Number Of Leads 2. Number Of Leads 3. Test Clip Features Desired 
| ` (For additional features see pages (For additional features see pages (Fig. 1 - 3, page 70) 
70 & 71) 70 & 71) 
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IC Test Clips For Intel >. Pomona 


This reference contains the most popular Intel device 2” Solder-On Adapter expressly designed to test your 
numbers for which Pomona IC Test Clips or Solder-On device. For technical assistance and device-specific 
Adapters are available. The model number listed in the selection information, call Toll-Free 1 (800) 241-2060. 
right-hand column indicates the Pomona IC Test Clip or 


CROSS REFERENCE 


Pkg. Device Number — Size Type Description Clip Pkg. Device Number Size Type Description g Clip 
N 56060 28 PLCC ЕРІП | 5280 S 82353 164 РОҒР ADV DATA PATH 5865 
N — 50180 68 РСС ЕРІП = 5401 $ — 82370 100 PQFP _ 32-В ОМА CONTROLLER 5777 
М. 5AC312 28 РСС ЕРІП | 5280 S 82311 208 QFP PCIISA/IDEACCELERATOR | 5770 
М. 5AC324 44 PLCC EPLD | 5281 S — 82437 208 QFP SYSTEM CONTROLLER 5770 
N 80651 44 PLCC MICROPROCESSOR - 5281 _ S 825960Х 132 РОҒР  32-BITETHERNET CONTROLLER 5780 
N 80186/80188 68 PLCC MICROPROCESSOR 5401 S  82961KD - 164  PQFP PRINTER COPROCESSER 5887 
№  B0C186XL/188XL 68 PLCC MICROPROCESSOR 5401 P 850220 02 ШОР MICROPLD 5120 
М. 80C186EA/88EA 68 PLCC MICROPROCESSOR 205401 N 85220: 20 PLCC МІСВОРІО 5279 
№ 80С186ЕВ/І88ЕВ 68 PLCC MICROPROCESSOR 5401 р 850224 24 DIP MICROPLD — 424A. 
KU — 80C186EC/I88EC 68 PLCC MICROPROCESSOR - ЕСТІ N 850224 28 PLCC МІСАОРІО 5280 
KU 801186ЕС/188ЕС — 68 PLCC MICROPROCESSOR 5401 Р 85022010 _ 24 ОР — MICROPLD 4124А 
М. 8025158 44 PLCC MICROCONTROLLER 5281 М 85C22C10 - 28 PLCC МІСВОРІО 5280 
N — 80286 68 PLCC MICROPROCESSOR 5401 8797B4 68 МСС MICROCONTROLLER ЖЕТІ 
ND 803865Х 100 РОҒР MICROPROCESSOR 5777 N 8797JF 68 PLCC MICROCONTROLLER 5401 
NG — 80386DX 132 POFP MICROPROCESSOR 5780 S 870194 . 80 ОЕР MICROCONTROLLER - _ 5751 
KD — 803865XSA 100 PQFP MICROPROCESSOR - ЕШ N 87514 52 PLCC MICROCONTROLLER = 5312 
KD __80396СХ5А 100 PQFP MICROPROCESSOR - 5777 М _ 870190 52 PLCC MICROCONTROLLER 5312 
KD 80386СХ58 100 PQFP MICROPROCESSOR 5777 N 8701968. 52 PLCC MICROCONTROLLER _ 5312 
KU 80386EXSA 132 PQFP MICROPROCESSOR — - 5780 N 87C196JS | 52 PLCC MICROCONTROLLER 5312 
S — 80486DX _ 196  POFP MICROPROCESSOR | 5783 N — 87C196JT 52 PLCC MICROCONTROLLER | 5312 
S 8048651 196  PQFP MICROPROCESSOR 5783 S 87C196KB | 80 ОЕР MICROCONTROLLER 05751 
S 80455 196 РОҒР MICROPROCESSOR 5783 A 87C196KB | 68 PLCC MICROCONTROLLER | 5401 
SB 804865 176 TQFP MICROPROCESSOR - _ 6152 _ SB —87C196KB 80 SQFP MICROCONTROLLER NE 
SB _ 80486DX2E 208 QFP MICROPROCESSOR 5770 S 87С1%КВ 80 ОЕР MICROCONTROLLER | 5751 _ 
FC 80960HA 208 ОЕР MICROPROCESSOR 5770 _ S —8/C190KB _ 80 ОЕР MICROCONTROLLER 5751 _ 
FC 80960HD 208 QFP MICROPROCESSOR — 5770 - N — 87C196KB 68 PLCC MICROCONTROLLER — 5401 
KU — 80960CA 132  PQFP MICROPROCESSOR 5780 N — 87C196KB 68 РСС MICROCONTROLLER 5401 
KU 80960СҒ 132 PQFP MICROPROCESSOR 5780 М — 87C196KB - 68 PLCC MICROCONTROLLER 5401 
NG — 80L960JA 132 POFP MICROPROCESSOR 5780 S 87С1%КВ 80 ОЕР MICROCONTROLLER 05751. 
NG 80960JA 132 PQFP MICROPROCESSOR 5780 S  87C196KC 80 ОЕР MICROCONTROLLER - 5751 
№ — 80L960JF 132 PQFP MICROPROCESSOR _ 5780 М 87C196KC 68 PLCC MICROCONTROLLER 5401 
№ 809600 _ 132 PQFP MICROPROCESSOR _ 15780 _ S 87C196KD 80 ОЕР MICROCONTROLLER 5751 
№ — 80960JD 132 POFP MICROPROCESSOR 5780 М. 87C196KD 68 PLCC MICROCONTROLLER 5401 
№ 80%0КА | 132 PQFP MICROPROCESSOR 5780 М — 87C196KQ - 68 PLCC MICROCONTROLLER 5401 
№ 80960КВ 132 PQFP MICROPROCESSOR 5780 N — 87C196KR 68 PLCC MICROCONTROLLER | 5401 
S 809605А 80 ОЕР MICROPROCESSOR 5751 М — B87C196KS 68 PLCC MICROCONTROLLER ЕТІ 
S 8096058 80 ОЕР MICROPROCESSOR 5751 N 87С196КТ 68 PLCC MICROCONTROLLER 5401 
N — 80C186EA 68 РСС MICROCONTROLLER 5401 N 87С1%МС 84 PLCC MICROCONTROLLER 5402 
S _ 80C186EA 80 ОЕР MICROCONTROLLER 5751 S 87С1%МС 80 ОЕР MICROCONTROLLER ЕСЕ 
S 8001868 80 ОЕР MICROCONTROLLER - 5751 87C196NT 68 PLCC MICROCONTROLLER 5401 
М 80C186EB 84 PLCC MICROCONTROLLER 5402 N — 87C196NQ 68 PLCC MICROCONTROLLER _5401 
S _ 80C186EC 100 PQFP MICROCONTROLLER 5777 N 870108 — 52 PLCC MICROCONTROLLER — 5312 
S 80C186XL 80 QFP MICROCONTROLLER E S — 870198 — 80 ОЕР  MICROCONTROLLER - 5751 
R — 80C186XL 68 LCC MICROCONTROLLER 5401 N iFX730 44 PLCC FPGA 5281 
М 80C186XL 68 PLCC — MICROCONTROLLER 5401 N — iFX780 84 РСС FPGA 5402 
N — 80C188-12 68 PLCC MICROPROCESSOR 5401 5 ІҒХ780 132 POFP FPGA  — 5780 | 
S 80C188EA 80 ОЕР MICROPROCESSOR 575] S  iFX8160 208 QFP FPGA u |J 5770 
S _ 80C188EB 84 ОЕР MICROPROCESSOR 5886 N — iPLD22VIO 28 РСС PLD 5280 
S 80С188ЕС 80 ОЕР MICROPROCESSOR 5751 М. iPLD610 28 PLCC PLD -— — 5280 
S 82078 | 44 QFP FLOPPY CONTROLLER 5961. N  iPLDS9O — 4 PLCC РШ 5281 
S 82078 64 ОЕР. FLOPPY CONTROLLER 5888 s MM | 
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Ротопа` IC Test Clips For Motorola 


This reference contains the most popular hand column indicates the Pomona IC Test Clip or Solder-On 
Motorola device numbers for which Pomona Adapter expressly designed to test your device. For technical 

IC Test Clips or Solder-On Adapters are avail- assistance and device-specific selection information, call Toll- 

able. The model number listed in the right- Free 1 (800) 241-2060. 


CROSS REFERENCE 


Device Number Size Туре Description — — Clip . Device Number Size Туре Description И . Clip _ 
DSP56000 132  PQFP  DSP І 5780 7 MC68HC001 68 PLCC MICROCONTROLLER = 5401 
DSP56001 132  PQFP  DSP m 5780 MC68HC05 44 QFP MICROCONTROLLER 5961 _ 
DSP56002FC40 132  PQFP  DSP = 5780 MC68H6006 — 64 QFP MICROCONTROLLER | 9888-2 _ 
DSP56156 112  CQFP  16BITDSP — — 5868L-2 MC68HC05 80 QFP ICROCONTROLLER |. 98672 © 
DSP56L000 — — 132 PQFP — LOW POWER DSP Е 5780 7 MC68HC05 100 (ІР CROCONTROLLER 6150 _ 
C22V10S _24 SOIC PROGRAMMABLE LOGIC DEVICE 5254 — С68НС0б___ 208 FP MICROCONTROLLER 2 5770 
MC68000 _ 68 PLCC MICROPROCESSOR _ 5401 MC68HC11_ 2244 _ОЕР MICROCONTROLLER _ 5961 
MC68008 52 РСС MICROPROCESSOR 222225302 MC68HC11 52 PLCC MICROCONTROLLER І 35312. 2 
C68ECO00 — 68 PLCC MICROPROCESSOR _ 5401 MC68HC11A1FU 64 ОЕР ICROCONTROLLER . 9808-2 
MC68bECO20FG25 100 QFP 32-Bit Virtual Memory MPU 5643 C68HC11 68 PLCC MICROCONTROLLER 5401 
MC68020 132  PQFP | MICROPROCESSOR _ 5780 MC68HC11 80 ОЕР MICROCONTROLLER 5867-2 
MC68030 132 PQFP MICROPROCESSOR | | 5780 MC68HC11 84 PLCC MICROCONTROLLER o Mo 
MC68030 132  CQFP MICROPROCESSOR = 5780 MC68HC11 100 | SQFP MICROCONTROLLER | 5872 
MC68060 240  QFP MICROPROCESSOR 5891 MC68HC16 100 | SQFP MICROCONTROLLER |. 5072 - 
MC68302 132  PQFP | MICROPROCESSOR 5780 MC68HC16 132 РОР” MICROCONTROLLER |. 8 
MC68302 _ 14  TQFP  MICROPROCESSOR 6151 MC68HC1621 .144  TQFP MICROPROCESSOR mo 
C68306 132 PQFP EMBEDDED CONTROLLER 5780 MC68HC16 —— 144 РР MICROPROCESSOR . 5986-3 
C68330 144  TQFP MICROPROCESSOR = 6151 MC68HC16Y1 160 QFP ICROCONTROLLER 5645-2 | 
MC68331 132 PQFP MICROPROCESSOR 222-5780 MC68HC916X1 160 ОЕР MICROCONTROLLER 5645-2 | 
MC68331 144  TQFP MICROPROCESSOR _ 6151 MC68HCKA4 68 PLCC MICROPROCESSOR 5401 
MC68331 144 QFP MICROPROCESSOR 5986-3 MC68HC711KA4 68 PLCC MICROPROCESSOR 5401 _ 
MC68332 132  PQFP MICROPROCESSOR _ 5780 — MCM6264 160 (РР GATE ARRAY W/RAM 5645-2 _ 
MC68333 160 QFP MICROPROCESSOR 2- 5645-2 МРС400 160 QFP RISC MICROPROCESSOR 5645-2 - 
C68F333 160 QFP MICROCONTROLLER |. 5645-2 MPC601 304 CQFP RISC MICROPROCESSOR 7048A | 
MC68340 14 QFP MICROPROCESSOR _5773 MPC603 _ 240 QFP RISC MICROPROCESSOR 5998А-2 
C68340 144 TQFP MICROPROCESSOR 6151 MPC604 304 (СОҒР RISC MICROPROCESSOR 7048A | 
MC68341 160 ОЕР MICROPROCESSOR |. 5645-2 ВМСУ 505  . 144  QFP АІС MICROCONTROLLER 5778-2 — 
MC68360 240 (СОҒР MULTIPROTOCOL COM. CONTROLLER 5968C XC56000 — — 64 QFP DSP | 5888-2 
C68EC360 240 CQFP — MULTIPROTOCOL LAN CONTROLLER — 5968C XC56156FE60 112 CQFP DSP CELLULAR INFRASTRUCTURE 58681-2 
MC68HC000 68 PLCC MICROCONTROLLER 5401 XCS3201FN 68 PLCC 05Р 54001 — 
MC68HC000 68 QFP MICROCONTROLLER _ 9885 
HOW TO MEASURE OR CALCULATE THE CRITICAL DIMENSION 
Critical 
Dim. 
Measure Critical Dimension with calipers Critical Dim. C = D- 2 (L-T) 
parallel to the plane of the PCB 
ПТ Ротопа Electronics 
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IC Test Clips Pomona’ 


Lead Pitch: .100" 


Pomona DIP Test Clips provide fast, reliable and safe con- 
nections to socketed and through-hole DIP chips. Available in 
two styles, DIP Test Clips give you the option of full coverage 
of clip contacts for maximum safety or open leads at the board 
level for easier access to chip leads. 


Fig. 1: Spring-actuated clip features Fig. 2: Clip features same construction as | 
gold-plated beryllium copper or spring- Figure 1 except for an opening on the outside 
tempered nickel silver pins to assure of the contact housing to permit probing while 
positive contact in a firm wiping action the clip is attached to the DIP. 
= МНА for hands-free testing. Full enclosure of 
Fig. 1 Fig. 2 clip contacts prevents accidental con- 

tact while testing. 

No. Chip Contact Contact Typical Pomona 

Leads Width Style Material Applications Е access Model Fig. 

8 0.3" Closed Gold Plate | | 90220 5108 1 

8 0.3" Open Gold РІаіе č 90220 5208 

14 0.3" Closed Nickel Silver 90220 5014 1 

14 0.3" Closed Gold Plate 90220 5214 1 

14 0.3" Open Nickel Silver 90220 5114 2 

14 0.9" Open Gold Plate Motorola 68HC11 | 90220 5314 2 

16 0.3" Closed Nickel Silver Analog Devices AD7715 90220 3916A 1 

16 0.3" Closed Gold Plate 90220 5116 1 

16 0.3" Ореп Nickel Silver 90220 4236А 2 

16 о" |. Ореп Gold Рае _ 90220 5216 2 

20 0.3" Closed Gold Plate Intel 85C220 90220 5120 1 

20 0.3" Open Gold Plate 0 90220 5220 2 

24 0.6" Closed Nickel Silver Intel 85C224, 85C22C10 } 90220 4124А 1 

24 0.6" Closed Gold Plate Mitsubishi M66251 90220 5124 1 

24 0.6" Open Nickel Silver 90220 4324А 2 

24 0.6"_ Ореп Gold Plate m 90220 5224 2 

40 0.6" Closed Nickel Silver Dallas DS80C320, Goldstar GM82V765B } 90220 4140A 1 

40 0.6" Closed Gold Plate Phillips 87C575 90220 5140 1 

40 0.6" Open Nickel Silver 90220 4340A 2 

40 0.60 | . Open Gold Plate 90220 5240 2 

DIP removers available: Pomona 90220 Oxide Penetrating Dip Clips Pomona 90220 


Lead Pitch: .050" 


SOIC Clip® test clips feature a narrow-profile design that 
makes testing SOIC and SOJ chips on densely-populated 
boards easier and safer. 


Fig. 1: Spring-loaded SOIC Fig. 2: This 14-pin clip fea- Ні. 3: New for 1997, 32-, 40-8 

Clip? attaches to target chip tures a slider that presses the 44-ріп SOIC/SOJ test clip is a 

and holds on with spring contact housings against the new design of the spring-loaded 

pressure against the chip chip and provides a more clip that features double-row 

body. Contacts on top of the secure connection on surface .025" wire wrap pins for easy 

| clip аге .025" pins at .100" ^ mounted chips with gull wing connection to ribbon cable. 
«| spacing. Designed to attach or “J” leads. Compact design This clip will fit all SOIC/SOJ 


-- .—. to surface-mounted chips is ideal for testing on densely- chips between .300" and .600" 


ie ten Palas АХ |а ^—- 


Fig. 2 | with either gull wing or “J” ^ populated boards. in width. 
Fig. 1 . [9.3 leads. 
No. Lower Body Top Typical Pomona 
Leads Width (A) Widths Width (B) Applications access Model Fig. 
8 _ 0.260 0.15"-0.3" 0.430 Analog Devices AD834JR, Triquint TQ9122N = 90320 5250 1 
14 0.410 0.15"-0.3" 0755 _ Motorola HCTO8A, Philips 74НС125 — — Е 90320 5251 1 
14 0.410 0.15" 0.520 Harris HFSP43280, Goldstar GM76C256 90320 5413 2 
16 | 0.460 0.15"-0.3"_ 0.830 Maxim МАХ791, Microlinear ML6509, AMD 261.531 90320 5252 1 
20 0.56 | 015-03 ' 1080 _ Linear Tech. LT1130, Maxim MX7226, Motorola HCT373A 90320 5253 1 
24 0.660 0.15"-0.3" 1.230 Altera EP610APC, Linear Tech. LT1130, Motorola MC22V10S 90320 5254 1 
28 0.760 0.15"-0.3" 1.430 Texas Inst. SN74F32D, Altera EPM5032, Raytheon TMC1171 90320 5437 1 
32 0.870 0.30"-0.60" 0.870 Toshiba TMPN3120, Hitachi HM628128, NEC D431000AGW 90320 6107 3 «3l 
40 1.070 0.30"-0.60" 1070___ = | ЕЕ 90320 6108 3 Б НЕМІ 
44 1.170 0.30"-0.60" 1.170 — o m | 90320 6109 3 «xu 
SOIC Clip® Test Kit with 8 - 28 pin clips PN 5514 


Dimensions in inches 
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Flying Leads available POMONA 90374 


Ротопа` = IC Test Clips 


Lead Pitch: .025" and .65 mm 


SSOP/QSOP test 
clips give techni- 
cians access to 
popular new low- 
profile, fine-pitch 
chips. 


With Pomona’s SSOP and 
QSOP test clips, technicians can 
now access all of the leads on 
popular low-profile, fine-pitch SSOP — 
and QSOP chips. Each clip includes ^ 
an adapter board for .025" sq. pins 
at .100" x .100" spacing. Choose 
from three models, one specially 
designed to permit attachment to 


densely-populated boards, and two He La 
featuring spring-loaded fingers for Fig. 1: Clip is located and held witha Fig. 2: Clip features spring-loaded fin- Fig. Я Сір еше айай, 
cantilevered plastic guide that holds gers to attach easily and hold firmly ^ contact housings that clamp onto the 
more secure attachment when the ends of the chip under test. [deal Опо the ends of the chip. Сір fingers _ side of the chip body. Gold plated 
board space allows. for densely-populated boards, this are opened by finger pressure on the contacts are individually cantilevered 
clip can attach onto a chip that is upper handles. A clearance of 1/8'is 10 maintain positive connections. User 
spaced only .050" away from an required at the ends of the chip interface provides .025" sq. pins at 
adjacent board component. under test. 100" centers. 
No. Lead Body Lead Pkg. Typical Pomona 
Leads Pattern Size Pitch — Type Applications | i access Model Fig. 
20/24 10+10 0.15" .025" QSOP Pioneer PI49FCT805AT/806AT, } 90421 5962 1 
Quality QSFCT240T, QSFCT29520T 90421 5962A 2 
20 10+10 5.3mm .65mm SSOP TI SN74ABT245, IDT 74FCT244, ] 90424 5969 1 
B Е — | | Maxim MAX153 | 90424 5969A 2 - 
24 12412 5.3mm .65mm SSOP IDT 74FCT244TPY, Phillips 80C751, } 90426 5972 1 
MAXIM MAX120, MAX153 90426 5972A 2 
48 24424 | 0.3" .025 SSOP — TI ABT16244, ACT16245 90416 5893 3 
56. | 2848 | 03" (0294 SSOP _ ІТ FCT16223, FCT162511 _ _ 90417 5894 3 


| 


Lead Pitch: .050" 


Pomona's low-cost Quad Clip* test 
clips quickly lock onto J-leaded PLCCs, 
providing easy access for testing sur- 
face-mounted devices. PLCC test clips 
attach to PLCC chips with a sliding 
cam that clamps onto the chip body. 7 
Access to chip leads is provided by .025" 
topside pins at .100" spacing. Pomona offers 
a Quad Clip® test clip to fit all currently 


available PLCC chip sizes. Pa Adjacent : 
Testing (325) 


No. Lead Body Typical 
Leads Pattern Size č Applications A ZA Е 
20 _5Х5 .36" X .36" Intel 85C220 _ En _ | 903266 5279 - 
28 TXT .46" X .46" Intel 5C60, 85C224, Philips 8XC751, Raytheon TMC1173 90326 5280 
32 |. 7X9 _ .46" X .56" ... AMD 29F040, Xicor X28TC256, Cypress СҮ7В991 90326 5733 _ 
44 | 11X11 .63" X .63" AMD МАСН110, 80С88, Seimens SAB-C501 | р __ 90326 5281 
52 р 13 Х 13 id! Х.75' _ Intel 876196, 87C196, Motorola 68008 mE 90326 5312 
68 | ATXTZ .95' X.95" _ | Intel 80С188, AMD МАСН220, Hitachi H8/330 _ : 90326 5401 _ 
84 _ 21X21 1,15" X 1:15" _АМО MACH!130, Altera EPF8452, Cirrus Logic CLi6005 90326 5402 
Е | _ | _ u _РЕСС Сір Kit containing 1 of each size PLCC Clip — — — 5515A | 
All PLCC Clip Pomona also offers a wide selection of PLCC socket раз and interfaces. 
Templates Pomona 90419 Adapters Pomona 99333 Interfaces Fomona 90360 Flying Leads available Pomona 90374 
ITT Pomona Electronics 
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[С Test Clips 


Lead Pitch: .025" 


Pomona's JEDEC QFP test clips are <= 
designed to fit on surface-mounted plastic and Vi 
ceramic JEDEC chips. Choose from four clip 
types specifically designed to give you optimum 
functionality and ease of use for testing, trou- 
bleshooting and custom-design evaluation with 
logic analyzers and oscilloscopes. 


т 
The basic JEDEC ОЕР test clip Pomona's most popular JEDEC The Custom Flexible Interface 

(Fig. 1) is designed for use on dense- ФЕР test clip (Fig. 2) features a large — Network (FIN™) clip (Fig. 3) pro- 
ly-populated boards where space is at board with .025" pins at .100" x .100" vides a platform for your own board 

a minimum. Leads at the top of the spacing for easy connection to logic designs. Attach your custom-designed 
clip are .022" x .012" and are spaced analyzers and oscilloscopes. The board to the top of the clip. Flex 

075" apart. Clip leads can be accessed board is elevated to avoid other board cables conduct the chip leads to your 
with special flying leads (not includ- components near the target chip. board using high-density connectors 
ed) or with Pomona Micrograbber* Ceramic adapters are included with with .018" pins at .050" x .100" spacing. 
clips. each PQFP test clip. Requirements for board layouts are 


available from Pomona upon request. 


ИНИНИИН 


Fig. 1: Basic test clip for Fig. 2: Clip features large board for 


Fig. 3: FIN" clip allows 
densely-populated boards. easy connections to logic analyzers attachment of custom- 
and oscilloscopes. designed boards for testing 

Flying Leads available Pomona 90374 н 

Мо. Bod Typical Pomona 

Leads | Size _ дорага 7 access = Model Fig. | 

68 __.55Х.55 . Motorola MC68HC001 | | | 90411 _ 5885 2 

84 | |  .65X65 Intel BOC188EB | | 90412 5886 2 | 

100 75 X 75 Texas Instruments 486SXLC, 90321 5713 а 
Intel 80C186EC, 80386SX, All clips will fit 90368 5764 1^ 
AMD 29205, 386EM, 386SXLP, chips at left 90389 5777 2 

| | АТ&Т SDP1633, 90387 5775 3 

132 .95 X .95 Intel 80386DX, 80386EXS, 80960KA, $} = 90321 5711 — 1 -. 
AT&T ATT92020, ATT1C05, DSP3210, All clips will fit 90369 5765 Т” 
Motorola DSP56002f, 561002, 68НС16, chips at left 90392 5780 2 
Texas Inst. TMS320C31, TMS320C51, 90390 5778 3 

164 1.15 X 1.15 Intel 80960MC, All clips will fit 90413 5887 2 

р | HEX . Intel 82353, chips at left 90407 5881 3 

196 1.34 X 1.34 Intel 80386SL, 80386SLP, 90321 5715 1 
Intel 80960KB, All clips will fit 90397 5829 T^ 
AMD AM29240, AM29243, AM29245, chips at left 90396 5783 2 
AMD АМ4865Е, AM486SELV, m 90394 5781 3 


*Includes 3" long Flying Leads 
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Fig. 1-Press*on clip suitable for use With 


logic analyzers, oscilloscopes and 
DMMs for troubleshooting, field repair or 


Pomona’ 


Pomona’s Metric QFP test clips are uniquely 
designed to provide innovative solutions for testing 
surface-mounted metric QFP chips and ames 
custom circuit designs. 


Fig. 2: PGA interface allows accesso апу Fig. 3: Clip with pot] fingers is specially 


ОЕР leads with a probe point or by using 
adapter pins (included) to connect to logic 


designed to hold onto thin TQFP chips 
found on the latest PCMCIA boards. 


Fig. 4: Clip features Pomonas new 
internal locking feature to provide reli- 
able connections for testing even on 


i А йй feature big by an 

"L" in the model number) employs an internal 
locking mechanism that holds the clip onto 
the target chip even when the board is in a 
vertical position. 


circuit design. analyzer leads with .025" pin receptacles. vertical boards. 

No. Body Lead Nom. Critical Typical | Pomona | 
Leads Size Pitch Height Dim.t | Applications ACCESS Model Fig. 

44 10X10 0.80 3.4 12.8 Altera EPM70320C44, Motorola 68HC11 90418 5961 1 

» A 11.6 NEC uPD71054 90418 5961-2 1 

64 —14X14 0.80 3.4 16.3 Intel 82078, Phylon PHY1002 90414 5888 1 

M 15.6 Motorola 68НС05, Hitachi H8/3714 [90414 5888-2 1 
80 14X20 0.80 3.4 16.3x22.3 Intel 80C186XL, Cirrus Logic CL-SH260, | 90363 5751 d 
| B _ | AdaptecAIC-63600 — — 90365, 5751L 4 
15.6x21.6 AMD 80C186, AMD S80L188, ) | 90363 5751-2 1 

mE | Phillips 9ХС1Х0, AMD S80L186 . | 90365. 5751L-2 4 

14X14 0.65 | 15.6 Intel 80960SA, Hitachi H81350 90401 58672  ^* 

100 22X22 0.80 3.4 25.3 Texas Instruments TMS320C51 — — 90370 5769 1. 

14X20 0.65 16.3x22.3 Xilinx XC4003, Motorola 68ECO20F, | 90343 5643 1 

| AT&T 3042, Fujitsu MB86600 1 90345 5643L 40 

15.6x21.6 Altera EPM5130, Cirrus Logic CL-SH3620, [90343 5643-2 1 

| Ш | mu _ | Standard 5МС91С92, Xilinx XC3042 } 90345 56431-2 4- 

І 14X14 0.50 | 1.4 150: TI TMS320C52 . № 90333 6150 3 

112 19X19 0.65 3.4 . Hitachi H8 / 510, H8 / 570, SH 7032 90433 5868L 4. 

кек ЕА _ PAT | MotorolaDSP56156 0 _ 90404 58681-2 4 

120 28Х28 0.80 3.4 30.3 АМО АМ29С960 } 90348 5644 1 
| _ _ й 29.6 _ Lattice ispLSI1048, NEC uPD70236 - | 90348 5644-2 1 

128 28X28 0.80 3.4 303 _ Analog Devices PM7224FS А 90381 5772 1 

144 28X28 0.65 34 7 30.3 AMD АМ29040, IDT 49C465 (90383 5773 1 

І 20X20 0.50 1.4 21.0 Motorola 68302 [X3 90140 6151 3. 

160 28Х28 0.65 3.4 30.3 Асїе! А1280, [90350 5645 d 

Emulex FAS256 | 90352 5645L 4 

29.6 Altera EPF8452, Motorola MPC400, EMI 90350 5645-2 1 

= | Motorola MPC403 90352 5645L-2 4 

168 28X28 0.65 84 30.3 AMD АМ29205 ) 90385 5774 1 

29.6 |90385 5774-2 1 

176 24Х24 0.50 14 25.0 Intel 486SX__ а |. P 90154 6152 3. 

184 32X32 | 065 3.4 34.3 | Toshiba TC85M911F 90379 5771 1 

208 28X28 0.50 34 29.6 Intel 80486DX2E, Motorola MC68HCO5, ӨН | 90372 5770 1 

Actel А1480, Altera EPF8636, EPF8820 | 90375 5770L 4 

29.3 Hitachi HG62G027 ) 90372 5770-2 1 

| 90375 5770L-2 4 

30.3 | PLX Technology РСІ9032, | 90372 5770-3 1 

IDT 49C466 90375 5770L-3 4 

| Е d 90372 5770-4 4 

240 32x32 0.50 34 33.8 Motorola XC68360 Ceramic _ |90422 59686 2 

| Analog Devices ADSP-21060, Plastic 90428 3 5998A 2 

| LSI L1A7747, AMD Tidalwave м 

| AMD Tidalwave, Altera EPF81188 | 90431 5998AL 4 

| Xilinx XC4025-MQ240 Metal } |90428  5998A34 2 

| PackageSJ 90431 — 5998А-1 4 

Motorola XC68360, E } | 90428 5998А-2 2 

| Motorola МРС60З  _ ackagesJ [90431 ^ Б998А1-2 4 

304 3.4 418 Altera EPF81500, VLSI VP12252-2, ) (90437 70444 2 

LSI 1149349, МЕС D75304GF 90438 7048AL 4 


Dimensions іп mm T - Measure distance between vertical portions of pip leads from one side of chip 


to the other (pref. while chip is soldered to board) 


ее diagram on page 67 


Uses external locking mechanism. Flying Leads available 422655 90374 
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ТІ 


IC Test Clips | _ЇШШҮ 


Enabling Advanced Circuit Design And Testing 


Pomona's new Solder-On Adapters offer secure, reliable soldered connections 
to your circuit board in place of the target chip and include a breakout board for 
connection to logic analyzers and other advanced test instrumentation. Solder-On 


P Solder-On Adapters allo 
Adapters provide the crucial interface between circuit boards and test instruments далы addu 
to enable engineers to design and test when the target chip is unavailable or is logic analyzers and other advanced 


іл the target chip. 
inappropriate for use in a specific design or test environment. Breakout board аа на 


included with each base provides test access 
via .025" square pins. 

Pomona Solder-On Adapters are 
generic test interfaces and work on 
Ц - standard ЕТА] (Metric) and JEDEC SMT 

layouts. While only a few typical appli- 
cations are shown in the table below, 
Solder-On Adapters will work for all 
chips with the same lead pattern. 


Fig. 2: Machined Teflor? base adapter 
resists high temperatures and is easily 
removable. Breakout board included 
for connection to logic analyzers and 
other test instruments. 


Fig. 3: Bare board adapter 
s is designed for the 132-pin 
Fig. 4: High-density Solder-On JEDEC solder-pad layout. 


Adapter features a PGA socket for Breakout board included for 
quick, reliable connections to high pin- connection to logic 
count QFP solder layouts. analyzers and other 


test instruments. 


—— Fig. 1: Base adapter features molded plastic 
contact housing for precision location. Breakout 
board included for connection to logic analyzers 
and other test instruments. 


No. Body Lead Typical Pomona 
Leads | Size Pitch Applications ACCESS Model Fig. 
80 14 X 20 0.80 Intel 80C186XL, Cirrus Logic CL-SH2601, 90637 5751$ 1 
| mu Е | AMD 580С186/188, Е _ 90439 E 70505 2 
80 20 X 20 0.65 Hitachi HD64180, H8 / 3001, 90403 58675 1 
ма _ HD 6473332, Analog Devices ADSP 2115 90440 } 7051S 2 
100 14 X 20 0.65 Xilinx XC4003, Motorola 68ECO20F, 90347 5643S 1 
| NEC 77017, Phillips SAA7186, Seimens 80C166 90441 } 70525 2 
132 .95" X.95" .025" Intel 80386DX, 80386EXS, 80960KA _ _ 90393 5780S 3 
160 28 X 28 0.65 “Actel A1280, Emulex FAS256, 90354 5645$ 1 
_ mu NEM Toshiba TMPR3901F, Symphony SL82C492 90442 7053S 2 
208 28 X 28 0.50 Intel 80486DX2E, _ 90378 57708 4 
А . TI TMS320C30, Toshiba ТС85М831Е | 90443 7054$ 2 
240 32 X 32 0.50 Analog Devices ADSP-21060, 90434 1 599846 4 
Toshiba 93F3167, Xilinx XC4013 90444 7055S 2 
Motorola 68360 (Only) А 90423 _ 5968S 4 


Dimensions in mm except where noted 
Registered trademarks are the property of their respective companies. 
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Ротопа` 


Take Charge 
Before You Start. 


Pomona’s static contol accessories help protect 
static-sensitive devices and make a perfect addition to 
Test Companion" Kits. Choose from our selection 
of grounding systems, or build your own ESD set-up 
from a wide variety of individual accessories. 


i 


6081 ADJUSTABLE ELASTIC WRIST STRAP 


An adjustable, one size fits all, wrist strap. The wristband features a dual stainless steel cam that securely 
locks the plastic band, but allows easy adjustment without tools. The washable fabric band has silver 
impregnated nylon threads knitted into its inner surfaces. Therefore, only non-allergenic stainless steel 
and silver touch the skin. There is no sloughing of the conductive fibers. A standard 4mm snap stud 
allows attachment to resistive coil cords. 


MATERIAL: Band - Elastic Nylon 

Cam: Stainless Steel 

Cover: Thermoplastic, blue. 

WRIST CIRCUMFERENCE: 2.5" to 13.0". 
WIDTH: 1.0" 


6083 ADJUSTABLE METAL WRIST STRAP 


For users who prefer a metal wrist strap with one size fits all adjustability. Featuring the Speidel® Twist- 
O-Flex* band which will not pinch or pull hair. Made of non-allergenic stainless steel, each link has a 
2mil PVF film laminated on top for electrical insulation. Quick and easy adjustment without tools, the 
wrist strap will fit most users. A standard 4mm snap stud allows attachment to resistive coil cords. 


MATERIAL: Вапа ~ Stainless steel / PVF Insulation. 
Cover: Thermoplastic. 

WRIST CIRCUMFERENCE: 5.5" to 13.0". 

WIDTH: .63" 


Speidel® and Twist-O-Flex* are registered 
Trademarks of Speidel Textron. 


6082 ADJUSTABLE ELASTIC WRIST STRAP KIT 


A complete wrist strap kit features adjustable elastic wrist strap. Also included: Resistive Coil Cord 
(1MQ resistor molded in) extendable to 6 feet with a Straight Banana Plug and Alligator Clip 


Static Control Products 


For maximum comfort and versatility, 
Pomona offers two adjustable, one- 
size-fits-all Wrist Straps. One is made 
of a light fabric material with silver 
impregnated nylon knitted on the inside 
for good conductivity. The other is a metal 
strap with the outside surfaces insulated 
with 2 mil PVF film. 


6084 ADJUSTABLE METAL WRIST STRAP KIT 


A complete wrist strap kit features the adjustable metal wrist strap. Also included: Resistive Coil Cord 
(1MQ resistor molded in) extendable to 6 feet with a Straight Banana Plug and Alligator Clip. 


6086 WRIST STRAP TESTER 


Touch Type On-Demand Tester and Common Point Ground. 


Test any wrist strap connected to utility ground with a simple touch. The 
tester has two Banana Plug Sockets for Wrist Strap cord attachments. 
Once connected, the user simply touches the unit and a green light and 
"1 a indicate a proper ground. (Audible indicator has selectable 
on or off). 


The tester can be mounted near your work area with Velcro® strips sup- 
plied or, using an integral button 10mm snap stud, attached directly to 
your static-safe work mat. Powered by a 120 VAC wall adapter (supplied), 
the tester has a “Power on” indicator. It is practical for both a quick test or 
as a continuous ground point connection. UL listed. 


6087 FIELD SERVICE KIT 


A complete and durable service kit for static sensitive work. Featured is a static-safe 460 x 560 

(18" x 22") laminated red vinyl mat. The kit includes a mat with two 10mm snap sockets, common 
point ground connector with two Banana Plug Jacks and a 15' ground lead, an adjustable elastic wrist 
strap (Mode! 6081) and a resistive coil cord (Mode 5534). Folds down to fit into your tool kit. 


MAT COLOR: Red. 

THICKNESS: .018" 

SURFACE RESISTIVITY: 108 to 109 Q / Sq. 
VOLUME RESISTIVITY: 109 Q cm. 

STATIC DECAY: 0.01sec 5000V to OV 12%RH. 


6088 LARGE SERVICE KIT 


Provides a larger working area than Model 6087. This kit provides a static-safe 22" x 24" laminated red 
vinyl mat. The mat includes a 10mm snap socket and two 8" x 11" pockets. Carry those often used 
tools right with the mat. A common point ground connector with two Banana Plug Jacks and a 15' 
ground lead. An adjustable elastic wrist strap and a resistive coil cord completes the kit. Folds down 
lo fit into your tool box. 


MAT COLOR: Red. 

THICKNESS: .018" 

SURFACE RESISTIVITY: 108 to 109 Q / 
Sq. 

VOLUME RESISTIVITY: 109 cm. 


STATIC DECAY: 0.015ес 5000V to OV 
1296 RH. 


For other static control acessories and 


: Pomona 
replacement part details request through 4ecess 90322, 90323 
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Ротопа` 


A Great Place To 
Make Connections 


You can place your sensitive components, join signal- 
sensitive cables and wiring together and be assured every- 
thing is safely sealed against dirt and contaminants. Secure 
but also easy to get to, for adjustments or changes in your 
circuit design. 


-~ Ideal for Passive or Active Networks, 
F Mode! 2098 features the perfect junction 
where banana plug/banana jack interconnec- 
tions can be made or extended. 

See page 77 


They're an ideal solution for circuitry prototyping, 
setting up system electronics, or for a permanent 
“junction”, where coaxial, insulated wire or other 
cabling, or plugs, male/female interconnections, and 
probe tips can come together and be compatibly 
mated. 

Offering one of industry's largest collections 
of reliable die-cast aluminum and connectorized 
enclosures, phenolic and molded thermoplastic 
boxes, Pomona features a number of innovative 
styles and sizes ready to house components and 
simplify interconnections. 


ШЕ. 


ap 


Extruded Aluminum Boxes Give You 
Choices and Security For PCBs. 


d 
1 


TNA о ЛЛЛЛЛЛЛЛДо | 


T 1 ГГ? | ГЇ 
pire 


to и P. E _Pomona’s extruded aluminum boxes provide 
Ji ШИШЕ an ideal solution for securely mounting PCBs 
(32) La inside, in horizontal or vertical slots. 
vin $m T These rugged enclosures resist corrosion. 
— = (20) - When used with lids provided, they offer excel- 
== ке оз E lent EMI/RFI protection. Boxes accept 062" thick 
- circuit boards. 
Pomona Cable 


Assemblies; Selection, 
Reliability 


Preferred by technicians and lab engineers around 
the world, Pomona's complete selection of cable / 2 б 3 

assemblies, patch cords and test leads offer ideal f 2 6 A 5% 
mates for Pomona boxes апа enclosures. See % с f : 
pages 32-41 (Cable Assemblies), 52-59 (Patch a ыды ia ыы аа ааа 

Cords & Test Leads) | 


Cable Assemblies & Coaxial Adapters 
are excellent mates for box junctions 
See pages 32-41. 


® 
а Enclosures/Boxes 


Model 2901 Size C Aluminum 
Box. Die-cast aluminum enclosure 


2. ". provides excellent RFI/EMI protection. Model 2391 Size A Box. 
i P Housing in blue baked enamel per Federal Die-cast aluminum enclo- 
Standard 595 #25109 over primer wash per sure features BNC Female 
DOD-P-15328. Cover is aluminum 1100-H14 with and BNC Male connectors 
clear anodized finish per MIL-A-8625. (50 Ohms nominal impedance) 


with solder turret terminal screws. 
Supplied with cover and cover 


MINIATURE SIZE ALUMINUM BOXES screws. Blue baked enamel finish. 
1.50' x 1.13' x .88" 


Model Finish Connectors 
3753 Blue Baked Enamel None 
3754 None None 
3751 Blue Baked Enamel BNC Female/ Female 
3752 Blue Baked Enamel BNC Male/ Female 
3753/3754 3751 3752 
SIZE A ALUMINUM BOXES 
2.25' x 1.13' x .88" 
Р omona Model Finish Connectors 
90145 2397 Blue Baked Ename: None 
90148 2400 None None 
90141 2390 Blue Baked Ename BNC Female/ Female 
90142 2391 Blue Baked Enamel BNC Male/ Female 
2397/2400 90147 2399 Blue Baked Ename SMA Female/Female 
90143 2392 Blue Baked Enamel BNC Female Tee 
90149 2401 Blue Baked Ename BNC Tee F-F-M 
90144 2393 Blue Baked Ename! BNC Female/ BNC Male 
w/binding posts 
90146 2398 Blue Baked Ename! SMA Male/ SMA Female 


2390 2391 


2392 2401 


2398 

SIZE B ALUMINUM BOXES 

EES BEETA Pomona Model Finish Connectors 
90151 2417 Blue Baked Ename! None 
90153 2428 None None 
90165 3230 Blue Baked Ename BNC Female/ Female 
90166 3231 Blue Baked Ename BNC Male/ Female 
90150 2411 Blue Baked Ename! Type N Male to Female 
90169 3239 Blue Baked Enamel Isolated BNC Female Each End 
90152 2420 Blue Baked Ename BNC Female to Type N Male 
90167 3232 Blue Baked Ename BNC Female Tee 
90178 3234 Blue Baked Ename BNC Female Quad 


3230 3231 


2411 3239 2420 3232 


SIZE C ALUMINUM BOXES 


4.25" x 264^ x 1.71" Pomona Model Finish Connectors 
90162 2901 Blue Baked Enamel 
90164 2906 None 
90163 2902 Blue Baked Enamel BNC Female/Female 


Replacement Covers Pomona 90176 
Replacement Screws POMONA 90446 


2901/2906 2902 
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Enclosures/Boxes Pomona 


Model 3301 Size F Box. Slotted to accept .062" (2 mm) thick 
circuit boards. Provides superior RFI/EMI protection. Housing 
in blue baked enamel per Federal Standard 595 #25109 over 
primer wash per DOD-P-15328. Cover is aluminum 1100-H14 

with clear anodized finish per MIL-A-8625. 


Model 3603 Size D Box features BNC Female/Male 
connectors with solder turret terminal screws. 


inal il f hms. lied with 
SIZE D ALUMINUM BOXES Nominal impedance of 50 O me Supp pa wn 
3.00" x 2.63" x 1.65" 
Pomona мойе! Finish Connectors 
90195 3601 Blue Baked Enamel None 
90198 3606 None None 
90196 3602 Blue Baked Enamel BNC Female/Female 
90197 3603 Blue Baked Enamel BNC Female/Male 
3601/3606 3602 3603 
SIZE E ALUMINUM BOXES 
8.32" x 4.22" x 1.72" 5 omona Model Finish 
90235 4226 Blue Baked Enamel 
90311 5186 None 


Recommended Circuit Board Sizes: 
SS. 8.00" x 1.49" x .062" Thick 

T 3.90" x 1.49" x .062" Thick 
4226/5186 7.60" x 3.40" x .062" Thick 


SIZE F EXTRUDED ALUMINUM BOXES 
4.13" x 2.68" x 1.66" 


Р omona Model Finish Connectors 
= 90185 3301 Blue Baked Enamel 
E 90187 3306 None 
i 90186 3302 Blue Baked Enamel BNC Female/Female 


Recommended Circuit Board Sizes: 


та a 3.90" x 1.48" x .062" Thick 
3301/3306 3302 2.40" x 1.48" x .062" Thick 


SIZE G EXTRUDED ALUMINUM BOXES 
4.13" x 2.68" x 3.16" 


Pomona Model Finish 
90188 3311 Blue Baked Enamel 
90189 3316 None 


Recommended Circuit Board Sizes: 


3.90" x 2.98" x .062" Thick 
2.40" x 2.98" x .062" Thick 


3311/3316 


SIZE H EXTRUDED ALUMINUM BOXES 
4.13' x 2.68' x 6.16" 


Finish 


90199 3742 Blue Baked Enamel 
90200 3743 None 


Recommended Circuit Board Sizes: 
3.90" x 5.98" x .062" Thick 


Model 3742 Size H 
Box. Provides excellent 


à 2.40" x 5.98" x .062" Thick 
3742/3743 RFI/EMI protection for .062" (2 mm) 
thick circuit boards. Housing in blue 
baked enamel per Federal 
SIZE I EXTRUDED ALUMINUM BOXES Standard 595 #25109 over primer 
40  X40' x 1.5" > wash per DOD-P-15328. Cover is 


aluminum 1100-H14 with clear 
anodized finish per MIL-A-8625. 


Pomona Model Finish 
90271 4641 Blue Baked Enamel 


Recommended Circuit Board Sizes: 


Replacement Covers Pomona 20176 3.76" x 1.48" x .062" Thick 


ACCESS 


Replacement Screws Pomona 90446 
ACCESS 


4641 
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Ротопа` Enclosures/Boxes 


Model 2098 Component Mounting Box, Double 
Banana Jack To Double Banana Plug. Ideal for 
creating passive and active networks, voltage 
dividers isolation networks or attenuators. Bright tin- 
plated brass Double Banana Jack. Banana Plug 
designed of nickel-plated beryllium copper spring 
swaged in brass body for high spring retention. 
Supplied with cover and screws. 


SIZE J DIE CAST ALUMINUM BOXES 


4.25" x 1.5°x 1.06" Pomona Model Finish Connectors 
90273 4655 Blue Baked Enamel 
90325 5255 None 
90274 4656 Blue Baked Enamel Five BNC Females 
Recommended Circuit Board Sizes: 
4.13" x .87" x .062" Thick 
4655/5255 1.38" x .87' x .062" Thick 
SIZE L DIE CAST ALUMINUM BOXES 
аади Pomona мове! Finish 
90284 4903 Blue Baked Enamel 
90312 5203 None 
Recommended Circuit Board Sizes: 
5.88" x 1.48" x .062" Thick 
2.88' x 1.48' x .062" Thick 
PHENOLIC BOXES 
175 x 144" x 69 Pomona Model Connectors 
Ago 90130 2105 


90136 2259 Binding posts/Banana Plugs 
90126 2098 Banana Plugs/Banana Jacks 


90125 2096 Banana Plugs 
2105 2259 2098 

PHENOLIC BOXES 

2.25"x 1"x 1" Pomona Model Connectors 
90128 2103 
90127 2099 BNC Female/Male 

2103 2099 

PHENOLIC BOXES 

2.38" x 1.53 x 1.53" Pomona Model Connectors 
90129 2104 


90133 2224 Banana Jacks/ Banana Plugs 


2104 2224 


MOLDED THERMOPLASTIC BOXES WITH CARD GUIDES 


2.69" x 1.81" x 1.37" i P omona Model Color Comments 
e 90217 3850-0 Black 
90217 3850-6 Blue 
90217 3850-9 White 
90283 4902 Black Anti Static Plastic 


— Recommended Circuit Board Sizes: 
3850/4902 2.51" x 1.60" x .062" Thick 


MOLDED THERMOPLASTIC BOXES WITH CARD GUIDES 


4.33" x 3.16" x 1.75" Access Model Color 
90259 4384-0 Black 
90259 4384-6 Blue 
Replacement Covers Pomona 99176 Recommended Circuit Board Sizes: 
fem Replacement Screws FOMA 90446 $80 X 298 X 062" Thick 
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Banana Plugs And Jacks 


Reliable Connections 
Every Time. 


The Pomona* name on Banana Plugs and Jacks is your 


assurance of quality components for connecting test acces- 
sories or making your own test sets. Proven designs that 


О 


Model 5018 Hex Head 


Binding Posts meets MIL-P-55149/1A О 
specifications. Available in six standard 
colors. See page 81. 


wrap terminal 


Miniature 
Banana Plug етене 


. Miniature 
Banana Jack 


Do-H-Yourself ____ 
Banana Plug 


Standard 
Binding Post 


рее Bondhd Jack --%--------------- 


Ротопа “В” cords feature 18AWG, РУС 
insulated wire with multiple stacking 
banana plugs. Nickel-plated beryllium cop- 
per springs are swaged in a brass body for 
best spring retention, low contact resistance 
and long life. Available in 10 colors, in lengths 
from 4" to 72". See page 54. 


78 


Banana Jack with wire 


Model MDP Double Banana Plug 
includes setscrew to secure leads. 
Simplifies cable construction or com- 
ponent mounting. Accommodates 
215" max. dia. cable. Features one- 
piece heat-treated beryllium copper 
spring swaged in brass body. 

See page 79. 


meet industry's most demanding electrical characteris- 
tics feature brass bodies for rugged dependability in a 
wide range of environments. Precision tolerances 
provide secure connections, ideal for virtually any 
application. Heat-treated beryllium copper springs in 
Pomona Banana Plugs and tarnish-resistant finishes 
for Jacks and Binding Posts, including gold and nickel 
plating, assure consistent performance and a long 
service life. 


Model 122505A Do-It-Yourself 
Retractable Sheath Banana Plugs 
provide fast, simple assembly for 
custom test sets. See page 81. 


Solderless Stackup 
Banana Plug 


=~ 


Solderless Stackup 
Banana Plug w/Safety Co.. 


Double Banana Plug 
Four Terminal Isolation 


Banana Jack Wi 
Standard Binding Post — 
Sheathed Banana Jack — 
Sheathed Banana Jack ЕЕ 


Retractable Sheathed e xd 
Banana Plug — а 


Ротопа` 


Model 1325 
Solderless Stackup 
Banana Plug eliminates sol- 
dering by holding wire firmly 
in place with internal setscrew to 
simplify test lead assembly. 


DOUBLE BANANA PLUG WITH WIRE GUIDE 


Setscrews secure leads. Simplifies cable construction or 
component mounting. 


RATING: 5000 VDC, 15 Amps, +50°C («122'F). 
Model 4898 +150°C (+302`Е) Max. 


Banana Plugs And Jacks 


Model 3263 Banana Plug With 
Threaded Stud provides rapid 
" mounting. Furnished with hex 


nut and tin-plated solder lug. 
Fits standard banana jack. 


*STD COLORS 
-0 Black, -1, Brown, -2 Red 


Model Plating Insulation 


MDP-* Nickel Plated ABS -3 Orange, -4 Yellow, 
-5 Green, -6 Blue, -7 Violet 
-8 Gray, -9 White 
4892-* Gold Plated ABS -0 Black, -2 Red 
4898-* Nickel Plated rape -0 Black, -6 Blue 
ulfide 


Model 4914 Replacement set screw Pomona 90171 


Color: Black 


RATING: 5000 VDC, 15 Amps, S 
355 (4131 F) Мах 


DOUBLE BANANA PLUG WITH SHORTING BAR 


Banana plugs internally 


shorted with #18 AWG wire. Model — 
RATING: 5000 VDC, 15 Amps,  MDP-S 
+50°C (+1224) Max. 


*STD COLORS: -0 Blk, -2 Red, 
-9 White 


DOUBLE BANANA PLUG 


Features recess for mounting 
small components. 


RATING: 5000 VDC, 15 Amps, Мова. 
350 (51227) Max. 


*STD COLORS: -0 Blk, -2 Red 


INSULATED DOUBLE BANANA PLUG SHORTING BAR 
WITH BINDING POST 


Shorting bar is completely insulated in clear ABS 
thermoplastic. 


RATING: 2500 VDC, 15 Amps, +50°C (*122'F) Мах. 
*BINDING POST COLORS: -0 ВІК, -2 Red. 


Model 
5165-* 


Model 5165 Insulated Double Banana Plug Shorting Bar With 
Binding Post features Shorting Bar totally encapsulated in clear 
ABS plastic. Brass binding post, thumb nut, shorting bar and 


banana plug body. Fits standard banana jack. 


TERMINAL STRIP BANANA JACK ADAPTER 


-6 Blue, -9 White. 


This adapter provides a banana jack connection by replacing the screw in 
a terminal strip. Secure connections can be made with standard banana 90357 5699-* 632 1100 7 25" 
plug patch cords without breaking the connection to the terminal strip. 90357 5700 832 1600 16 32 


*STD. COLORS: -0 Black, -2 Red, -3 Orange, -4 Yellow, -5 Green, 


RIVET TYPE BANANA PLUG WITH TURRET 


Excellent for riveting to panels or boards. 
Solder turret for rapid attachment of wires. 
RATING: 5000 VDC, 15 Amps. 
Sold in pkgs. of 10. 
Pomona 
Access Model 
90172 3261 


PIN TIP JACK TO BANANA PLUG 


RATING: 2500 VDC, 5 Amps, 


Stud 
Pomona Model Thread VRMS Torque In/Lb Length 


90357 5701-* 10-32 1700 25 32" 


BANANA PLUG WITH SCREW 

Fits standard .166" dia. banana jack. 
RATING: 5000 VDC, 15 Amps. 
Sold in pkgs. of 10. 


Pomona 


Access Model Thread 


90175 3265 6-32 x 25' 
Unassembled 90175 3266  8-32x25' 


BANANA PLUG WITH THREADED STUD 
RATING: 5000 VDC, 15 Amps. 
Sold in pkgs. of 10. 


+500 (+1227) Max. Model Pomona 
Sold in pkgs. of 10. 1809-* 4 Modol Twewl 
*STD COLORS: -0 Black, -2 Red. э} 2 3o He А or 
451 6-32x 63" 
4512 8-32x 63" 
DO-IT-YOURSELF SOLDERLESS STACKUP BANANA PLUG Model Plating Insulation Std. Colors 


== 


RATING: 5000 VDC, 15 Amps, +50°C (+122`Е) Max. 
(Model 5230, +150°C (+302`Е) Max.) 


DO-IT-YOURSELF SOLDERLESS STACKUP BANANA PLUG 
WITH SAFETY SHIELD 


RATING: 5000 VDC, 15 Amps, +50°C (+122`Е) Max. 
(Model 4899, +150°C (+302) Max.) 
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1325-* Міске ABS -0 Black, -1 Brown, 
-2 Red, -3 Orange, -4 Yellow, 
-5 Green, -6 Blue, -7 Violet, 


-8 Gray, -9 White. Sold in pkgs of 10 


5406 Gold ABS -0 Black, -2 Red 

5230 Nickel Polyphenylene -0 Black, -6 Blue 
Sulfide 

Model Plating Insulation Std. Colors 


1825-* Міске ABS -0 Black, -1 Brown, 
-2 Red, -3 Orange, -4 Yellow, 
-5 Green, -6 Blue, -7 Violet, 


-8 Gray, -9 White. Sold in pkgs of 10 


4897 Gold ABS -0 Black, -2 Red 
4899 Nickel  Polyphenylene -0 Black, -6 Blue 
Sulfide Sold in pkgs of 10 
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Banana Plugs And Jacks 


Model 2269 Banana Jack with double mount- 

ing base mounts in panels ranging in thickness 
from .063" to .375". Nickel-plated lockwashers 

and 1/4-32 hex nuts. Bright tin-plated brass body. 


RIVET TYPE BANANA PLUG 
Fits standard .166' dia. Banana Jack. 
RATING: 5000 VDC, 15 Amps. 

Sold in pkgs. of 10. 


Pomona Model Panel 


90170 3257 062" 
90170 3258 1093" 


INSULATED BANANA PLUG WITH FLEXIBLE ВООТ 
Snap-on flexible PVC boot allows wire to be 
crimped or soldered to banana plug. 


RATING (Independent of wire): 5000 VDC, 15 Amps, 
+50°C (+122°F) Max. 


*STD COLORS: -0 Black, -2 Red. 


Model Accepts wire AWG 
5169-* 22, 20, 18 


5170-* 16, 14 


INSULATED BANANA JACK WITH FLEXIBLE BOOT 


Snap-on flexible PVC boot allows wire to be 
crimped or soldered to jack. 
RATING (Independent of wire): 5000 VDC, 15 Amps, 
+50°C (+122°F) Max. 
*STD COLORS: -0 Black, -2 Red. 
5167 sold in pkgs. of 10. 
Model Accepts wire AWG 
5167-* 22, 20, 18 
5168-* 16, 14 


SS = 


anu —— 


PANEL MOUNT BANANA JACK 


" Model 1581 Banana Jack mounts in panels 
ranging in thickness from .063" to .375". 


o © 2500 VDC, 15 Amps, +115°C (+239°F) Мах. 
a а= 


(Model 4900, +220°C (+428°F) Мах.) 


Access Model Plating Insulation STD. COLORS 


90123 1581-*  Brighttin Polycarbonate -0 Black, -1 Brown, -2 Red, 
-3 Orange, -4 Yellow, -5 Green 
-6 Blue, -7 Violet, -8 Gray, -9 White. 
90161 2854-* Gold Polycarbonate 
4900-*  Brighttin Polyphenylene -0 Black, -6 Blue 
Sulfide 1.35 ea. 


Sold in pkgs. of 10. 


PANEL MOUNT BANANA JACKS WITH 
DOUBLE MOUNTING BASE 


RATING: 2500 VDC, 15 Amps, +115°C (4239'F) Max. 
Model 5233, +220°C (+428°F) Мах. 


Pomona Mounting Base 
Access Model STD. COLORS 
90137 2269-* Polycarbonate -0 Black, -2 Red 
5233-* Polyphenylene Sulfide -0 Black 


MINIATURE SOLDER TYPE BANANA PLUG 


Fits miniature (.104" діа.") banana jack. 
RATING: 2500 VDC, 5 Amps, +80°C (+176°F) Мах. 
*STD COLORS: -0 Black, -2 Red 


Model Insulator Length 
3690-* 45" 

Sold in pkgs. of 10 
4617-* 1.00" 


Pomona’ 


Model 2142 Miniature 

Insulated Banana Jack 
mounts in panels up to .250" 
thick. Gold-plated brass body. 


MINIATURE RIVET TYPE BANANA PLUG 


Fits miniature (.104" dia.) banana jack. 
RATING: 2500 VDC, 5 Amps 
Sold in pkgs. of 10. 


3268/3271/3272 
Model Panel | 
3268 062 
кеј » 3271 (0% 
= 3272 126 
3273 %7 
3273 


Sold in pkgs. of 10. 


MINIATURE BANANA PLUG WITH THREADED STUD 


Furnished with 4-40 hex nut. 
RATING: 2500 VDC, 5 Amps 
4-40 threaded stud. Gold plated. 


Model Length 


3276 230" 
4513 480" 


Sold in pkgs. of 10. 


MINIATURE PANEL MOUNT BANANA JACK 


Mounts in panels up 
to .250" thick. 


RATING: 1500 VDC, 


be a 5 Amps, +115 Pomona 
(+239°F) Max. Access Model 
*STD COLORS: 90131 2142-* 


Ten colors available. 
Sold in pkgs. of 10. 


MINIATURE PANEL MOUNT BANANA JACK IN DOUBLE 


MOUNTING BASE 
Mounts in panels up 
to .188" thick. 


RATING: 1500 VDC, 


5 Amps, %115С Pomona Model 
(+239°F) Max. um ue 
“570 MOUNTING 

BASE COLORS: 


-0 Black, -2 Red. 


MINIATURE DOUBLE BANANA PLUG WITH SETSCREWS 


RATING: 2500 VDC, 5 Amps, 
+50°C (+122'F) Max. Model 


*STD COLORS: -0 Black, -* 
-2 Red. 224A 


MINIATURE DOUBLE BANANA PLUG WITH 
SHORTING BAR 


RATING: 2500 VDC, 5 Amps, 


+50°C (4122'F) Max. Model 
*STD COLORS: -0 Black, 2035- 
-2 Red. 
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Ротопа` 


Model 3750 Standard Binding Post 

features a thin-line design for high- 
density packaging. Accepts standard 
banana plug. Mounts in panels ranging 
in thickness from .062" to .250". 


PIN AND SOCKET ADAPTERS 

Nickel plated banana jack. Gold plated socket/pin. 
Model 4690 also fits . 025" sq. pins. 

RATING: 2500 VDC, +50°C (122%) Max. 

*STD. COLORS: -0 Black, -2 Red. 


22 

030" йа 22 
20 

'dia 20 


5 Атр$ 

5 Атр$ 

7.5 Атр$ 

7.5 Amps | .040' dia 

13 Amps 16 
13 Amps | .063" dia. 16 
23 Amps 12 
23 Amps | .093" dia. 12 


BINDING POSTS RATING: 2500 VDC, 15 Amps, +115°C (+239°F) Max. 


*STD COLORS: Available in 10 colors. 


p тола Model Plating 
90201 3750-* Gold 


90201  3760-* Bright tin 
90201 3770-* Gold-plated 


Unassembled tellurium copper 


BINDING POST WITH DOUBLE MOUNTING BASE 


RATING:2500 VDC, 
15 Amps, +115°C 
(+239°F) Мах. Pomona Model 


*MTG BASE COLORS: 2288 
-0 Black, -2 Red. 90238 4243- 


HEX HEAD BINDING POST 

Binding Post Body, Nuts, Lockwasher: Gold Plated 
Meets MIL-P-55149/1A. 

RATING:1500 VRMS, 30 Amps, +80°C (+176°) Max. 


-6 Blue, -9 White. 
Pomona 


Access Model 
90294  5018-* 


SPRING LOADED BINDING POST 
Meets MIL-P-55149/8. 


FRu- *STD COLORS: -0 Black, -2 Red. 
Pomona 


Access Model 
90292 4995-* 


UNINSULATED BANANA JACK 


1/4 - 32 Thread. 
RATING: 5000 VDC, 15 Amps. 
Sold in pkgs. of 10. 


Pomona 


Access Model 
Unassembled 90177 3267 


BANANA JACK TO PIN TIP PLUG 


EES— 


RATING:3000 VDC, 5 
Amps, +50°C (+122`Е) Max. 


*STD COLORS: -0 Black, -2 Red, -4 Yellow, -5 Green, 


Banana Plugs And Jacks 


MINIATURE DOUBLE PIN TIP PLUG WITH SHORTING BAR 


Pin tip plugs internally shorted 
with 20 AWG wire. 


RATING: 3000 VDC, 5 Amps, Model 
+115°C (+239°F) Мах. Г 


*STD COLORS: -0 Black, -2 Red. 


DO-IT-YOURSELF RETRACTABLE SHEATH BANANA PLUG 


Do-It-Yourself Retractable Sheath 
Banana Plugs provide fast simple 
assembly and reliable performance. 


RATING: 1500 VRMS, 20 Amps, < 2 то. 


Model Color 


122505А Black 
122506A Red 


PANEL MOUNT ISOLATED BANANA JACK 


Unassembled 


This banana jack fits models 

4933 & 4986. It will also accept 

any standard banana plug. Model 
RATING: 1200 V AC/DC Max., 4921-* 
15 Amps, +115°C («239'F) Max. 

"STD COLORS: Available in 

10 colors. 


PIN TIP JACK 


Өз: 


RATING: 1500 VDC, 5 Amps, 
115°C («239'F) Max. 

"STD COLORS: Available in 
10 colors. 


Sold in pkgs. of 10. Pomona 
ae Access Model 


90193 3542-* 


MINIATURE PIN TIP JACK WITH DOUBLE 


MOUNTING BASE 


Unassembled 


Max. panel thickness .188". 


RATING: 1500 VDC, 5 Amps, 
115°C (+239°F) Мах. 


“МТО BASE COLORS: -0 Black, 
Red. 


Access Model 
90265 4543-* 


INSULATED PIN JACK WITH WIRE WRAP TERMINAL 


Max. panel thickness .25". 


RATING: 1500 VDC, 3 Amps, 
+115°C. (+239'Е) Max. 


*STD COLORS: -0 Black, 
-2 Red, -4 Yellow, -5 Green, 


*STD COLORS: -0 Black, Model -6 Blue, -9 White. 

-2 Red. 1432-* 

Sold in pkgs. of 10. Pomona Model 
90276 4773-* 
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Banana Plugs And Jacks 


Model 2382 Miniature Binding 
Post mounts in panels up to 
.188' thick. The .086" dia. cross 
hole is perpendicular with flat-on 
insulator. Gold plated brass binding 
post body, captive thumb nut and 
nickel plated hex nut. Steel lockwasher. 


MINIATURE BINDING POST 


Accepts miniature banana plug. #8-32 hex nut and 
lockwasher included. 


RATING: 1500 VDC, 5 Amps, +115°C («239'F) Max. 
"Available in 10 colors. 


EN- 


Access Model Plating 
90139 2382-* Gold 
90139 2439-* Tin 


MINIATURE BANANA JACK WITH WIRE WRAP TERMINAL 


Mounts in panels up to .250" thick. 

RATING: 1500 VDC, 3 Amps, +115°C («239'F) Max. 
*STD COLORS: -0 Black, -2 Red. 

Sold in pkgs. of 10. 


b a9) Model 


90223 4022-* 


Unassembled 


EUROPEAN TRIPLE BANANA JACK 


RATING: 2500 VDC. 15 Amps, 
+115°С (4239'F) Max. 
Black only. 

Pomona 


Access Model 
90234 4163-0 


Unassembled 


DO-IT-YOURSELF MINIATURE BANANA PLUG WITH 
SAFETY SHIELD 


Wire firmly held in place with 


| internal set screw. Model 
EX =, RATING: 2500 VDC. 5 Amps, 2045-7 — 
+50°C (+122°F) Max. 2 
*STD. COLORS: -0 Black, 
-2 Red. 


DO-IT-YOURSELF PIN TIP PLUG WITH SAFETY SHIELD 


an 


Wire firmly held in place with 
internal set screw. 

RATING: 3000 VDC, 5 Amps, 
+50°C (+122°F). Max. 

*STD COLORS: -0 Black, 

-2 Red. 


Model 
3548-* 


MINIATURE RIVET TYPE BANANA JACK WITH TURRET 
1 Mounts in panels up to .062" thick. 
ана RATING: 1500 VDC, 5 Amps. 
Sold in pkgs. of 10. 

old in pkgs. 0 


Access Model 
90178 3277 


Pomona’ 


Model 4934 Do-It-Yourself In-Line 
Sheathed Banana Jack protects 
from accidental shorting when 

dropped. Accepts standard 
banana plugs. Threaded, two- 
piece design allows wire to be 
crimped or soldered to banana jack. 


DO-IT-YOURSELF IN-LINE SHEATHED BANANA 
PLUG/BANANA JACK 
These plugs and jacks are designed to fit together. 
— —] Plugs also work with Model 4921 panel jack. 


RATING (Independent of wire): 1200 V AC/DC, 
15 Amps, +80°C (+176`Е) Max. 


4933/4986 *STD COLORS: -0 Black, -2 Red. 
rH: Model Accepts wire AWG Wire access hole 
tse ES раро 
-* 4 .200" Dia. Plug 
4934/4987 4934-* 222018 159 Dia. Jack 
4987-* 16 14 "200" Dia. Jack 


SPADE LUG TO BANANA JACK 


Permits single banana plug to be used with equip- 
ment having barrier strips. 


= RATING: 5000 VDC, 15 Amps, +50°C. (+122°F) Мах. 
= *STD. COLORS: -0 Black, -2 Red. 


Model Lug Size 
3744-* 4586 
3777-* 8&10 


MINIATURE DO-IT-YOURSELF BANANA PLUG 


Wire firmly held in place with 
internal setscrew. 


RATING: 2500 VDC, 5 Amps, 
+50°C (+122°F) Max. 


*STD COLORS: -0 Black, 
-2 Red. 


Model 
2944-* 


Model 2944 Miniature Do-It-Yourself 
Banana Plug holds wire firmly in place 
with internal setscrew. Miniature Banana 
lug fits miniature . 104" banana jack. Gold-plated, 
one-piece heat-treated beryllium copper spring 
provides high fatigue resistance. 


BANANA JACK TO MINIATURE BANANA PLUG 


RATING: 2500 VDC, 5 Amps, 
+50°C (+122°F) Max. 


_ Gu *STD COLORS: -0 Black, 
-2 Red. 


Sold in pkgs. of 10. 


Model 
2138-* 


MINIATURE BANANA JACK TO BANANA PLUG 


RATING: 2500 VDC, 5 Amps, 
+50°C (+122) Max. 


* STD COLORS: -0 Black, Modei 
-2 Red. 


2477-* 


=— 


INSULATED DOUBLE BANANA PLUG SHORTING BAR 


Sold in pkgs. of 10. 


Shorting bar is completely 

insulated in clear ABS 

thermoplastic. Model 
RATING: 15 Amps. +50°C 5145 
(+122°F) Max., resistance 

less than 1.5 Milliohms. 
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Ротопа` Banana Plugs And Jacks 


Model 2383 Miniature 


; ; Insulated Double Bindin 
Model MDP-X Double Banana Plug Four Terminal Isolation Post accepts miniature ban s E 


features top-stackup receptacles isolated from lower plug and mounts in panels up to 
Banana Plugs. Ideal applications include insertion of .188' thick. Gold plated brass 
matching network in laboratory VTVM signal generators. binding post body and captive 

Bright tin-plated solder turret terminals provide thumb nuts. Nickel-plated brass hex 
permanent noise-free connections. nuts and steel lockwashers. 


ISOLATED DOUBLE BANANA DOUBLE BANANA JACK TO MINIATURE DOUBLE 
PLUG WITH FOUR TERMINALS BANANA PLUG 


Use to make your own 


attenuator, balun or filter. RATING: 2500 VDC, 5 Amps. Model _ 


RATING: 2500 VDC, 15 Model | +50° C (+122°F) Max. 2952 
Amps, +55°C (+131°F) Max. MDP-X 
Jacks are isolated from plugs. QUAD STACKING PLUG 
ISOLATED SINGLE BANANA PLUG WITH TWO Features 1 in-line stacking 
2 апа three cross-stacking 
TERMINALS connections. 
T RATING: 5000 VDC, 15 Amps. Model 
Ideal for computers, lab circuit + © Lu L RER 
design and абр *50'C (+1227) Max. 3364-* 


"STD. COLORS: -0 Black, 
-2 Red. 


RATING: 2500 VDC, 15 Amps, Model 
+55°C (4131 F) Мах 73007 
*STD COLORS: -0 Black, -2 Red. All jacks are connected to plug. 


MINIATURE INSULATED BINDING POST WITH DOUBLE 
MOUNTING BASE 


Jack is isolated from plug. 


ISOLATED DOUBLE BANANA PLUG WITH 
THREE TERMINALS 


8-32 hex nut and lockwasher included. 
RATING: 1500 VDC, 5 Amps. +115°С (*239'F) Max. 
"MOUNTING BASE COLORS: -0 Black, -2 Red. 


Use to make your own attenuator, 

balun or filter. Pomona Model Plating 
RATING: 2500 VDC, 15 Amps, Model 90155 2383-* Gold 
+55°C (+131°F) Max. 1837 . 90155 2440- Tin 


DOUBLE BANANA PLUG WITH BINDING POSTS 


Features insulated binding posts on .750" centers for 
rapid mounting and interchangeability of components. 
Center cross hole .166" dia. provides side Stackup 
connection. 


RATING: 2500 VDC, 15 Amps. +50°C (*122'F) Мах. 


One jack is isolated. 


DOUBLE BANANA PLUG SPLICE 


Model Plating 
Provides rapid method for 1286 Nickel 
Splicing cables. 5405 Gold 
RATING: 5000 VDC, 15 Amps, Model 
+55°C (+131) Мах. 1823-* 


ы р Model 1286 Double Banana Plug with Binding 
STD. COLORS: -0 Black, Posts features insulated double binding posts 
-2 Red. on .750" centers for rapid mounting and inter- 
changeability of components. The cross 
hole provides side stacking connection. 
Nickel-plated brass construction. 


SINGLE BANANA PLUG SPLICE 


TRIPLE BANANA PLUG 


Use for balanced line 2 
conductor shielded cable 


Provides rapid method for splicing 
single banana plug patch cords. 


RATING: 5000 VDC, 15 Amps, Model. 
secos. +55°C (+131) Max. 1829- 


assemblies. Model 
* - s: RATING: 5000 VDC, 15 pP 
STD. COLORS: -0 Black, -2 Red. Amps. +50°C («122 F) Max. 2970- 


Sold in pkgs. of 10. *STD COLORS: -0 Black, 
-2 Red. 


DOUBLE BANANA PLUG WITH SOLDER 
TURRET TERMINALS 


Setscrews secure wires. 


MINIATURE SOLDERLESS TYPE TRIPLE BANANA PLUG 
WITH WIRE GUIDE 


Features recess for mounting 
small components. Bright tin 


plating on terminals. Model — Use for далер line 2 

RATING: 5000 VDC, 15 Amps,  183-8T- е моде! 
И RATING: 2500 VDC, 5 Amps, 4653-0 
‘STD. COLORS: -0 Black, 4507 (+122°F) Мах 


Setscrews secure wires. 
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Banana Plugs And Jacks 


Model 4098 Binding Post With Wire Wrap 
Terminal is ideal for rapid connection of 
wires using wire wrapping tools or machines. 
Accepts standard banana plug and mounts in 
panels ranging in thickness from .062' to .250". 


BINDING POST WITH WIRE WRAP 
TERMINAL 


RATING: 2500 VDC, 3 Amps, +115°C (4239 F) Max. 


*STD. COLORS: -0 Black, -2 Red, -4 Yellow, 
-5 Green, -9 White. 


Pornona 


Access Model 
90225 4098-* 


BINDING POST TO BANANA PLUG 


Features insulated binding post 
for rapid mounting and inter- 
changeability of components. 


Center cross hole .166" dia. Model 
а provides side stackup connection. SE 

RATING: 2500 VDC, 15 Amps, 

+50°C (+122`Е) Max. 


*BINDING POST COLORS: 
-0 Black, -2 Red. 


FULLY INSULATED SPRING-LOADED BINDING POST 


*STD. COLORS: -0 Black, -2 Red, 
-4 Yellow, -5 Green, -6 Blue, -9 White. 


Е Pomona Model 


90275 4770-* 


BANANA JACK WITH WIRE WRAP TERMINAL 


RATING: 2500 VDC, 3 Amps, 


| +115°C (+239°F) Мах. 
g—- —  *STD. COLORS: -0 Black, -2 Red. 
1 : Sold in pkgs. of 10 per color. 
р amona Model 
Unassembled 90222 4005-* 


PANEL MOUNT BANANA JACKS WITH WIRE WRAP 
TERMINAL, DOUBLE MOUNTING BASE 


One black and one red jack. 
Choice of black or red 
mounting base. 


RATING: 2500 VDC, 3 
Amps, +115°C (+239°F) Мах. 


*MOUNTING BASE COLOR: 
-0 Black, -2 Red. 


anma Model 


90224 4069-* 


BANANA JACK TO .080" DIA. PIN TIP JACK 


RATING: 3000 VDC, 5 Amps, 


== +55°С (+131°F) Мах. Model 
*STD. COLORS: -0 Black, 3834-* 
-2 Red. 
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Pomona’ 


PANEL MOUNT BANANA JACKS WITH TRIPLE 
MOUNTING BASE 


Mounts in panels from .063" to 
.375" thick. One black, one red 
and one green jack. Choice of 
black or red mounting base. 


RATING: 2500 VDC, 15 Amps,  Model_ 
+115. 4601- 


*MOUNTING BASE COLOR: 
-0 Black, -2 Red. 


LOW VOLTAGE INSULATED SPADE LUG 


Special alloy and plating preserves the accuracy of 
low voltage measurement equipment. Thermal 
effects are minimized. Heavy construction for mini- 
mum voltage loss. Mates with low voltage banana 
plug patch cords and binding posts. 


Set of one red and one black. 
RATING: 5000 VDC, 15 Amps, +50°C (+122°F) Max. 
Access Model 
90138 2305 


Model 2305 Low Voltage Insulated Spade Lug provides 
precision measurement when attaching standard 
banana plug to equipment with binding post. 


MOUNTING BASES 
RATING: +115°C («239'F) Max. 


GED *STD. COLORS: -0 Black, -2 Red 
omona Type Used With 


access Model 


3862 90218  3862-* Double Standard 
90218 3863-* Triple Binding Posts 


90218 4619-* Double Standard 
о о ө 90218 4614-* Triple Banana Jacks 
90218 4654-* Double Miniature 
90218 4590-“ Triple Banana Jacks 
3863 
Sold in pkgs. of 10. 


SHORTING LINK FOR STANDARD BINDING POSTS 


RATING: 15 Amps. 201918 model 
Sold in pkgs. of 10. 90227 4115 


Fits Binding Posts on .75' centers. 


MINIATURE DOUBLE BANANA PLUG SHORTING BAR 


Gold Plated. Model 


RATING: 5 Amps. Resistance 3030 
less than 1.5 milliohms. 


Fits Miniature Binding Posts and 
Miniature Banana Jacks on on .5" centers. 


DO-IT-YOURSELF .080" DIA. PIN TIP PLUG WITH 
FLEXIBLE BOOT 


RATING (Independent of wire): 3000 VDC, 
5 Amps, +50°C (+122`Е) Max. 


Г 2 *STD. COLORS: -0 Black, -2 Red. 


Model — Accepts Wire AWG 
5173-* 22,20,18 
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International Sales Offices 


Argentina 

Int'l Electronic Distributors 
Phone (54) 1 4757608 
Fax: (54) 1 7303495 


Australia 

KC Electronics 

Phone (61) 39 8481266 
Fax (61) 39 8481799 


Austria 

Ing. Otto Folger 

Phone (43) 1 4025121 
Fax (43) 1 4087259 


Belgium 

Farnell 

Phone (32) 2 735 6094 
Fax (32) 2 733 5101 


Brazil 

ATP / Hi-Tek 

Phone (55) 11 72955822 
Fax (55) 11 421 2977 
Canada 

DCS 


Phone (905) 683 4500 
Fax (905) 683 8074 


Chile 

Victronics 

Phone (56) 2 639 2787 
Fax (56) 2 633 4432 


Czech Republic 

Wiphatex 

Phone (42) 2 24311412 
Fax (42) 2 342293 


Denmark 

New Instruments 

Phone (45) 46 15 5999 
Fax (45) 46 15 5899 


Hungary Rema Leo Haag 
SMD Technology Phone (34) 1 383 9017 
Phone (36) 1 3707994 Fax (34) 1 766 2773 
Fax (36) 1 3707994 

Sweden 
India GB Topcomp 
Hinditron Phone (46) 8 757 5300 


Phone (91) 22 3634035 Fax 
Fax (91) 22 8364682 


(46) 8 757 5353 


Martinsson Electronics 
Ireland Phone (46) 8744-0300 
E.J. Caulfield Fax (46) 8744-3403 
Phone (353) 91 753344 
Fax (353) 91 755176 


Switzerland 
Israel Recom Electronik AG 
RAPAC Electronics, Ltd. Phone (41) 1 726 00 00 


Phone (972) 364 50444 Fax 
Fax (972) 364 93272 


(41) 1 726 07 88 


Taiwan 
Italy J.C. Tally Trading Co. Ltd. 
ITT Cannon Phone (886) 2 657 1420 
Phone (39) 2 581 801 Fax (886) 2 657 1427 
Fax (39) 2 837 2036 

Thailand 
Japan Measuretronix, Ltd. 
K. Tokiwa & Co. Inc. Phone (66) 2 375 27334 
Phone (81) 3 3766 6701 Fax (66) 2 374 9965 


Fax (81) 3 3766 1300 


Turkey 
Malaysia Bupat Co. Ltd. 
CNN Sdn Bhd. Phone (90) 312 417 0716 
Phone (60) 4 657 9584 Ғах (90) 312 418 0484 


Ғах (60) 4 657 0835 
United Kingdom 


Mexico Warwick Test Supply 
Radio Surtidora Phone (44) 1926 851007 
Phone (52) 5 512 7166 Fax (44) 1926 851588 
Fax (52) 5 518 5756 

PSP Electronics 
Netherlands Phone (44) 1819 039061 
Rodelco Electronics Fax (44) 1819 030954 


Phone (31) 765784911 


Fax (31) 765710029 For countries not listed, 


Worldwide Sales Offices 


US Local Sales Offices 


West 


Alaska, Idaho, Montana, 
Oregon, Washington 


Eclipse Marketing Group Ltd. 


Redmond, Washington 
Phone: (206) 885-6991 
Fax: (206) 883-9481 
Beaverton, Oregon 
Phone: (503) 642-1661 
Fax: (503) 591-8624 
Arizona, Hawaii, 

New Mexico, El Paso 
U.S. More Sales, Inc. 
Scottsdale, Arizona 
Phone: (602) 451-1155 
Fax: (602) 451-1615 
N. California, N. Nevada 
Carelli/EMA, Inc. 
Pleasanton, California 
Phone: (510) 467-1660 
Fax: (510) 467-1450 
S. California, S. Nevada 
DARCO Electronics Sales 
Burbank, California 
Phone: (818) 712-3079 
Fax: (818) 841-3716 
Colorado, Utah, Wyoming 
Connors Company 
Broomfield, Colorado 
Phone: (303) 466-9628 
Fax: (303) 466-0433 


Illinois, E. Wisconsin 


Brainard-Nielsen Marketing 


Arlington Heights, Illinois 
Phone: (847) 437-2700 
Fax: (847) 437-6438 
Michigan, Ohio, West 
Virginia, W. Pennsylvania 


Arkansas, Louisiana, 
Oklahoma, Texas 
Erickson Sales, Inc. 
Dallas, Texas 

Phone: (214) 739-5833 
Fax: (214) 739-2329 
Mabelvale, Arkansas 
Phone: (501) 455-0618 
Fax: (501) 455-0618 
Houston, Texas 

Phone: (713) 455-3288 
Fax: (713) 455-3187 
Chalmette, Louisiana 
Phone: (504) 271-1976 
Fax: (504) 271-1973 


Connecticut, Maine, 
Massachusetts, 

New Hampshire, 
Rhode Island, Vermont 
Gerber Sales Corp. 


Burlington, Massachusetts 
Phone: (617) 229-1150 
Fax: (617) 272-0203 
Meriden, Connecticut 
Phone: (203) 630-3477 
Fax: (203) 630-3768 
Derry, New Hampshire 
Phone: (603) 437-2465 
Fax: (603) 437-2439 
Delaware, District of 
Columbia, Maryland, 

S. New Jersey, 

E. Pennsylvania, Virginia 
David S. Linz, Inc. 
Philedelphia, Pennsylvania 
Phone: (215) 379-0734 
Fax: (215) 663-5362 
Baltimore, Maryland 
Phone: (410) 882-6289 


call or write factory: Electronic Salesmasters Inc. Fax: (410) 882-6361 


Finland 

ky Service 
Phone (358) 61 364 1034 
Fax (358) 61 364 1444 


France 
Elditest 
Phone (33) 344 05 29 57 
Fax (33) 344 05 29 56 


Germany 

Elditest 

Phone (49) 911-35020 
Fax (49) 911-3502307 


Greece 

American Technical Enterpris 
Phone (30) 1 52 4 0620 
Fax (30) 1 52 4 9995 


Darlas 
Phone (30) 1 598 6179 
Ғах (30) 1 591 1161 


Hong Kong 

Electronic Scientific 

Phone (852) 2559 2041 
Fax (852) 2858 2555 


Borison 
Phone (852) 2687 0948 
Fax (852) 2688 5915 


Norway 
Venotek 


ITT Pomona Electronics 
1500 E. Ninth St. 


Phone (47) 55 1951 80 
Fax (47) 55 1926 66 


Pomona, CA 91766 
Phone (909) 469-2924 
FAX (909) 629-3317 
Poland 

Unitronex 

Phone (48) 22 432636 

Fax (48) 22 434521 


Portugal 

Sadotronica LDA 

Phone (35) 1 65 711 952 
Fax (35) 1 65 711 550 


Singapore 

JFL Electronics PTE Ltd. 
Phone (65) 382 5551 
Fax (65) 382 4282 


Slovakia 

Wiphatex 

Phone (42) 2 24311412 
Fax (42) 2 342293 


Spain 

Sutelco 

Phone (34) 1 355 8603 
Fax (34) 1 355 8120 


Beachwood, Ohio 
Phone: (216) 831-9555 
Fax: (216) 831-8647 


Minnesota, North Dakota, 


South Dakota, W. Wisconsin 


Hei-Lite/Murnco Sales 


Bloomington, Minnesota 
Phone: (612) 854-4161 
Fax: (612) 854-9634 


S. Illinois, lowa, Kansas, 
Missouri, Nebraska 
Nevco, Inc. 

Des Moines, lowa 

Phone: (515) 225-9866 
Fax: (515) 225-8767 
Kansas City, Missouri 
Phone: (816) 741-0601 
Fax: (816) 741-0813 
Indiana, Kentucky 

MA&L Electronc Sales, Inc. 
Indianapolis, Indiana 
Phone: (317) 359-4742 
Fax: (317) 359-0320 


N. New Jersey, New York 
API-Tobias | 
Livingston, New Jersey 
Phone: (908) 686-1121 
Fax: (908) 686-3906 
Georgia, North Carolina, 


South Carolina, E. Tennessee 


Pinnacle Marketing, Inc. 
Raleigh, North Carolina 
Phone: (919) 848-0404 
Fax: (919) 848-0101 
Alpharetta, Georgia 
Phone: (770) 410-9980 
Рах: (770) 410-9981 
Columbia, SC 

Phone: (803) 408-0444 
Fax; (803) 408-0555 
Huntsville, AL 

Phone: (205) 882-1781 
Fax: (205) 882-1782 
Alabama, NW Florida, 


Mississippi, W. Tennessee 


Braden & Associates 
Hazel Green, Alabama 
Phone: (205) 828-6290 
Fax: (205) 721-0868 
Flordia 

ECL Associates 

Naples, FL 

Phone: (941) 591-4330 
Fax: (941) 591-1109 
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Pomona’ original Test 
Companior? Kits are supplied 
in durable Cordura carrying 
cases and tri-fold pouches, ready 
for finger-tip access- whether 
carried on your shoulder or in your 
tool box. Extra compartments hold 
other tools, schematics, handbooks, 
and anything else you may need in 
the lab, the field or the plant. 


me ae 
its for тике Test Instruments IEC1010-compliant Test Probe 


features brass caged banana plug 
tip and sheathed 4 mm banana 
Jack in new comfort grip handle. 


Test Companion" Accessory Kits for в lest Instruments 
DMM Accessories and Kits 
Oscilloscope Probes and Accessories 
Coaxial Cable Assemblies and Breakouts a 
Coaxial Connectors, Adapters and Kits А 
Patch Cords and Test Leads 

Grabbers’ and Test Clips 

IC Test Clips and Adapters 

Static Control Products 
Enclosures/Boxes 

Banana Plugs and Jacks 


Select from Pomona's newest 
к у Bench DMM & Oscilloscope 
ee - —— 0 Test Companiorf Kits. Each kit 
contains an assortment of acces- 
sories specifically selected to work 


ИТ Ротопа Electronics 


with your instrument. They are 
EN Sty SORES CO MEAN Y provided in durable Cordura 
ITT Pomona Electronics 2. му Dad) 
3 zippered compartments for ki 
1500 E. Ninth Street ' contents and more. Compact yet 
Pomona, CA 91766-3835 buo odi: spacious, they strap on quickly 
Tel: (909) 623-3463 "Bata GE providing a total storage compart- 
4 ment for bench meter ог scope 
Fax: (909) 629-3317 QUEBECOR test accessories and handbooks. 


PRINTING, INC. 


Contact Newark Electronics at 
1-800-4-Neuark (1-800-463-9275) 

om raach Newark on the internat at 
http: //шшш, пешагк. сот 

for all yaur Pamana Electronics needs. 


Pte4 P20 


999-CAT-097 


